.

BAGONG PILIPINAS

Republic of the Philippines

CIVIL AVIATION AUTHORITY OF THE PHILIPPINES

H BULLETIN NO 1

Attention is hereby invited to the Bidders of SUPPLY AND DELIVERY OF BUNKER SUIT PPE SETS
FOR VARIOUS AIRPORTS - Bid No. 25-69-08 BRAVO.

Please be informed of the following amendment/s:

Section

Deletion

Amendment

Bid Data Sheet
Clause 10.1

The following documents shall be
submitted as part of the technical
component proposal for the
Project:

a. Product brochures, literature
and other documents as
supporting  evidence  of
compliance with the technical
specifications

b. Valid compliance
certification/s and
performance testing
appropriate to the

standards followed by the
offered PPE issued by an
NFPA and/or EN-authorized
third-party
testing/certifying body. The
validity and authenticity of
the certificate/s issued
shall be verifiable in the
company/issuing body’'s
website or official email
address.

Section VII. Technical
Specifications - 1.18
& TOR Section 2.18

Tests to be conducted shall
conform to the performance
requirements cited in NFPA

Tests to be conducted shall
conform to the performance
requirements cited in NFPA 1970

Firefighter's Boots 1971—Standard —on—Protective | Standard on Protective
Ensembles—for—Structural | Ensembles for Structural and
Firefighting—and——Proximity | Proximity  Firefighting, = Work
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Firefighting and/or European
Norms (EN) 20345 and 15090
Standard on  Firefighter's
Boots.

Apparel, Open-Circuit SCBA for
Emergency Services and PASS
and/or European Norms (EN)
20345 and 15090 Standard on
Firefighter's Boots.

Section Vil. Technical
Specifications - 1.3.1
& TOR Section 2.3.1
Firefighter's Boots

Protected by a composite or steel
toecap and shall not slip out of
place or cut into sole under
impact. It is also sponge
cushioned for toe comfort.

Technical
Specifications 1.6.1 &
TOR 2.6.1 -
Firefighter's Boots

Equipped with a flexible
stainless steel or midsole,
contour molded for foot fit and
protects against punctures, It
is provided with a minimum of
10 millimeters of felt midsole
to absorb heat and cold for
maximum comfort.

Equipped with a flexible stainless
steel or midsole, contour moided
for foot fit and protects against
punctures. It is provided with a
minimum of 10 millimeters of felt,
Kevlar or equivalent material
midsole to absorb heat and cold
for maximum comfort.

Section VIi. Technical
Specifications -

Coat - Retractable/detachable or
with inspection port using snap

2.3.1.1 &TOR type “Velcro” or its equivalent
Section 3.3.1.1 type as per manufacturers
Firefighter's Coat and design.

Trousers

Section VII. Technical Waistband -~ Equipped with

Specifications - 2.3.5
& TOR Section 3.3.5
Firefighter's Coat and
Trousers

adjustable heavy plastic buckle or
side adjustment straps.

Section VII. Technical
Specifications - 2.5 &
TOR Section 3.5
Firefighter's Coat and
Trousers

Performance tests to be
conducted shall conform to the
performance  requirements
cited in NFPA971Standard
on—Protective—Ensembles—for
Structural—Firefighting—and
Proximity—Firefighting and/or
EN 469 Protective Clothing for
Firefighters Performance
requirements for protective
clothing for firefighting.

Performance tests to be
conducted shail conform to the
performance requirements cited
in  NFPA 1970 Standard on
Protective Ensembles for
Structural and Proximity
Firefighting, Work Apparel, Open-
Circuit SCBA for Emergency
Services and PASS and/or EN 469
Protective Clothing for
Firefighters Performance
requirements for protective
clothing for firefighting.
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8 | Section VII, Technical 2.6 A Drag Rescue Device (DRD)
Specifications - shall be installed in the upper
Firefighter's Coat and torso portion of the coat and shalt
Trousers; be accessible from the exterior of

the garment.
TOR Section 3 - 3.6 A Drag Rescue Device {DRD)
Firefighter's Coat and shall be installed in the upper
Trousers torso portion of the coat and shall
be accessible from the exterior of
the garment.

9 | Section VIi. Technical |Performance test to be | Performance tests to be
Specifications - 3.3 & {conducted shall conform to the | conducted shall conform to the
TOR Section 4.3 performance  requirements | performance requirements cited
Firefighter's Gloves  |cited in NFPA—1971Standard | in NFPA 1970 Standard on

of—Protective—Ensembles—fer | Protective Ensembles for
Structurat—-FHrefighting—and | Structural and Proximity
Proximity—Firefighting and/or | Firefighting, Work Apparel, Open-
European Norms (EN) 659 | Circuit SCBA for Emergency
Standard on  Firefighter's | Services and PASS and/or EN 659
Gloves. Standard on Firefighter's Gloves.

10 | Section VIl. Technical |Performance test to be | Performance tests to be
Specifications - conducted shall conform to the | conducted shall conform to the
Firefighter's Helmet |performance  requirements | performance requirements cited
& TOR Section 5,11 |[cited in NFRPA1971-Standard | in NFPA 1970 Standard on

on—Protective—Ensembles—for | Protective Ensembles for
Structurat—Firefighting—and | Structural and Proximity
Proximity—Firefighting and/or | Firefighting, Work Apparel, Open-
European Norms (EN) 443 | Circuit SCBA for Emergency
Standard on  Firefighter's | Services and PASS and/or EN 443
Helmet. Standard on Firefighter's Helmet,

11 | Section VII. Technical |Stripping design in an outside | Stripping design in an outside
Specifications ~ 4.3.1 |layer of the fire helmet retains | fayer of the fire helmet.
Firefighter's Helmet | reflectivity—up—to- 572°C—in
& TOR Section 5.3.1 |accerdance—to-—maxirmum

thermal——exposures——and
o I e o
gFe’dﬁd—t—@ﬂdﬂfiﬁH ieh:

12 | Section VII. Technical |4.8 Gross Weight 4.8 Gross Weight
Specifications - 4.8 &

TOR Section 5.8 4.8.1 15kg  + 10% 4.8.1 1.5kg  +/- 10%
Firefighter's Helmet | (Maximum) (Maximum)
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13

Section VIi. Technical
Specifications - 5.4 &
TOR Section 6.4
Firefighter's Hood

Performance test to be
conducted shall conform to the
performance  requirements
cited in NFPA971-Standard
orf—Protective—-Ensemblesfor
Structural—TFirefighting—and
Proximity—Firefighting and/or
European Norms (EN) 13911
Standard on Firefighter's Hood.

Performance tests to be
conducted shall conform to the
performance requirements cited
in NFPA 1970 Standard on
Protective Ensembles for
Structural and Proximity
Firefighting, Work Apparel, Open-
Circuit SCBA for Emergency
Services and PASS and/or EN
13911 Standard on Firefighter's
Hood.

14

Terms of Reference
Section I

Boots, Coat & Trousers, Gloves,
Helmet, Hood - NFPA 4974

Boots, Coat & Trousers, Gloves,
Helmet, Hood - NFPA 1970

.

Please be informed of the following clarification/s:

Section

Clarification

Remarks

ITB Clause 5.3

Request consideration to
include emergency kits
(GoBags) and other safety
devices as similar contract.

The procuring entity retains the
requirement stated in {TB Clause
5.3 of the PBD.

BDS Section 10.1

Does the requirement mean
submittal of the items in BDS
20.2 or only the product
brochures and NFPA or EN
certificates of compliance?

Please see Section il.1 of this Bid
Bulletin,

BDS 20.2 (e)

Could you allow for bidders to
submit authorized
distributorship or dealership
from a manufacturer's
authorized distributor?

Submission of  authorized
distributorship  or dealership
from a manufacturer's authorized
distributor will be allowed for this
procurement provided that a
supporting document issued by
the manufacturer that the
products’ warranty being offered
will be recognized is submitted.

BDS 20.2 (f & g)

Shouldn't valid compliance
certification/s and
performance testing & product
brochures be part of BDS 10.1?

Please see Section {I.1 of this Bid
Bulletin.

BDS 20.2 (f)

Will the NFPA Certificate of
Compliance from UL or SEl be
sufficient? Will the CE or EN

Bidders shall submit valid
compliance certification/s and
performance testing appropriate
to the standards followed by the
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Certification issued by an EU
Notified Body be sufficient?

offered PPE issued by an NFPA
and/or EN-authorized third-party
testing/certifying  body. The
validity and authenticity of the
certificate/s issued shall be
verifiable in the company/issuing
body's website or official emai
address.

6 Please take note that a new | Please see Section Il of this Bid
standard NFPA 1970 is also | Bulletin.
now released effective
September 2024. Will CAAP
accept either one of NFPA 1971
or NFPA 1970?

7 | Technical Will CAAP allow for leather | The procuring entity retains the
Specifications 1.1.1 & |rather than rubber boots? requirement of multi-layered
TOR2.1.1 - premium grade natural rubber or
Firefighter's Boots poly rubber materials.

8 | Technical The composite toecap is | Please see Section II.3 of this Bid
Specifications 1.3.1 & [usually found in leather, not | Bulletin.

TOR 2.3.1 - rubber boots. Wili CAAP allow
Firefighter's Boots steel toe caps that are usually
used in rubber boots?

9 | Technical Will CAAP allow for other | Please see Section Il.4 of this Bid
Specifications 1.6.1 & jmaterials other than felt such | Bulletin.

TOR2.6.1 - as Kevlar or other materials
Firefighter's Boots that perform the same
function and are compliant to
the NFPA or EN Standard?

10 | Technical Please note that the yellow | The procuring entity retains the
Specifications 1.13.1 |stripe required for the midsole | requirement stated in the PBD.

1 & TOR Section and topline will not be visible
2.13.1.1 -~ as the trousers will be over
Firefighter's Boots them.

11 | Technical What is the size and spacing for | Specifications for the markings
Specifications 2.3.9.1 |the ARFF markings? will be provided to the winning
- Firefighter's Coat supplier and shali be approved by
and Trousers the end-user prior to mass

production.,

12 For EN Fire Coats, do you |See Section 1.8 of this Bid

require them to have a DRD as | Bulletin.

is required for NFPA Coats?
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Technical
Specifications 4.3.1 &
TOR5.3.1 -
Firefighter's Helmet

Please this

requirement.

explain

See Section 111 of this Bid
Bulletin. The stripping design is
the installation of reflective
stripes that are designed to make
firefighters more visible in low
visibility conditions.

14

Technical
Specifications 4.8.1 &
TOR5.8.1 -
Firefighter's Helmet

For gross weight, does the
requirement mean 1.5kg +/-
10%?

See Section .12 of this Bid
Bulletin.

15

Testing of the PPE

Are the tests required for post
qualification or acceptance?

What  will
laboratories?

be the testing

Will the testing lab be ISO
17025 certified for the types of
tests that need to be
conducted for NFPA or EN?

Are the test samples to come
from the delivered items? As
items are tested to
destruction.

For this project, the proof of
compliance to NFPA or EN
standards are the  valid
compliance certification/s and
performance testing submitted
by the bidder. Please see TOR
Section I.2 and TOR Section Il of
the bidding documents.

V.

The new deadline for the Submission and Opening of Bids is on 17 September 2025 at 9:30

am.

For the information and guidance of all concerned.

LTCOL INO A DIONELA PAF (RET)

Assistant Director General I, ADMS

=

4[3’

Committee - Bravo
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ANNEX A

DISTRIBUTION LIST - 171 UNITS BUNKER SUIT PPE - CY 2025 CAAP APP

Airport Area Center No. of Sets
1. Laoag International Airport 1 10 sets
2. Tuguegarao Airport 2 10 sets
3. San Jose Airport 3 15 sets
4. Puerto Princesa International 4 10 sets
Airport
5. Bicol international Airport 5 15 sets
6. lloilo International Airport 6 28 sets
7. Dumaguete Airport 7 10 sets
8. Tacloban Airport 8 30 sets
9. Zamboanga International Airport 9 18 sets
10. Ozamiz Airport 10 10 sets
11. Butuan Airport 12 15 sets
TOTAL 171 sets




