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Preface 

 
These Philippine Bidding Documents (PBDs) for the procurement of Goods 

through Competitive Bidding have been prepared by the Government of the 

Philippines for use by any branch, constitutional commission or office, agency, 

department, bureau, office, or instrumentality of the Government of the 

Philippines, National Government Agencies, including Government-Owned 

and/or Controlled Corporations, Government Financing Institutions, State 

Universities and Colleges, and Local Government Unit. The procedures and 

practices presented in this document have been developed through broad 

experience, and are for mandatory use in projects that are financed in whole or 

in part by the Government of the Philippines or any foreign government/foreign 

or international financing institution in accordance with the provisions of the 2016 

revised Implementing Rules and Regulations of Republic Act No. 9184. 

 

The Bidding Documents shall clearly and adequately define, among others: 

(i) the objectives, scope, and expected outputs and/or results of the proposed 

contract or Framework Agreement, as the case may be; (ii) the eligibility 

requirements of Bidders; (iii) the expected contract or Framework Agreement 

duration, the estimated quantity in the case of procurement of goods, delivery 

schedule and/or time frame; and (iv) the obligations, duties, and/or functions of 

the winning bidder. 

 

Care should be taken to check the relevance of the provisions of the PBDs 

against the requirements of the specific Goods to be procured. If duplication of a 

subject is inevitable in other sections of the document prepared by the Procuring 

Entity, care must be exercised to avoid contradictions between clauses dealing 

with the same matter. 

 

Moreover, each section is prepared with notes intended only as 

information for the Procuring Entity or the person drafting the Bidding 

Documents. They shall not be included in the final documents. The following 

general directions should be observed when using the documents: 

 

a. All the documents listed in the Table of Contents are normally 

required for the procurement of Goods. However, they should be 

adapted as necessary to the circumstances of the particular 

Procurement Project. 
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b. Specific details, such as the “name of the Procuring Entity” and “address 

for bid submission,” should be furnished in the Instructions to 

Bidders, Bid Data Sheet, and Special Conditions of Contract. The final 

documents should contain neither blank spaces nor options. 

 

c. This Preface and the footnotes or notes in italics included in the 

Invitation to Bid, Bid Data Sheet, General Conditions of Contract, 

Special Conditions of Contract, Schedule of Requirements, and 

Specifications are not part of the text of the final document, although 

they contain instructions that the Procuring Entity should strictly 

follow. 
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d. The cover should be modified as required to identify the Bidding 

Documents as to the Procurement Project, Project Identification 

Number, and Procuring Entity, in addition to the date of issue. 

 

e. Modifications for specific Procurement Project details should be 

provided in the Special Conditions of Contract as amendments to the 

Conditions of Contract. For easy completion, whenever reference 

has to be made to specific clauses in the Bid Data Sheet or Special 

Conditions of Contract, these terms shall be printed in bold typeface 

on Sections I (Instructions to Bidders) and III (General Conditions of 

Contract), respectively. 

 

f. For guidelines on the use of Bidding Forms and the procurement of 

Foreign- Assisted Projects, these will be covered by a separate 

issuance of the Government Procurement Policy

Board. 
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Glossary of Acronyms, Terms, 

and Abbreviations 

 
ABC – Approved Budget for the Contract. 

 

BAC – Bids and Awards Committee. 

 

Bid – A signed offer or proposal to undertake a contract submitted by a bidder in 

response to and in consonance with the requirements of the bidding documents. 

Also referred to as Proposal and Tender. (2016 revised IRR, Section 5[c]) 

 

Bidder – Refers to a contractor, manufacturer, supplier, distributor and/or 

consultant who submits a bid in response to the requirements of the Bidding 

Documents. (2016 revised IRR, Section 5[d]) 

 

Bidding Documents – The documents issued by the Procuring Entity as the bases 

for bids, furnishing all information necessary for a prospective bidder to prepare 

a bid for the Goods, Infrastructure Projects, and/or Consulting Services required 

by the Procuring Entity. (2016 revised IRR, Section 5[e]) 

 

BIR – Bureau of Internal Revenue. 

 

BSP – Bangko Sentral ng Pilipinas. 

 

Consulting Services – Refer to services for Infrastructure Projects and other types 

of projects or activities of the GOP requiring adequate external technical and 

professional expertise that are beyond the capability and/or capacity of the GOP 

to undertake such as, but not limited to: 

(i) advisory and review services; (ii) pre-investment or feasibility studies; (iii) 

design; (iv) construction supervision; (v) management and related services; and 

(vi) other technical services or special studies. (2016 revised IRR, Section 5[i]) 

 

CDA - Cooperative Development Authority. 

 

Contract – Refers to the agreement entered into between the Procuring Entity 

and the Supplier or Manufacturer or Distributor or Service Provider for 

procurement of Goods and Services; Contractor for Procurement of Infrastructure 

Projects; or Consultant or Consulting Firm for Procurement of Consulting Services; 

as the case may be, as recorded in the Contract Form signed by the parties, 
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including all attachments and appendices thereto and all documents incorporated 

by reference therein. 

 

CIF – Cost Insurance and Freight.   

CIP – Carriage and Insurance 

Paid. 

CPI – Consumer Price Index. 

DDP – Refers to the quoted price of the Goods, which means “delivered duty paid.” 

DTI – Department of Trade and Industry. 

 

EXW – Ex works. 

 

FCA – “Free Carrier” shipping point. 

 

FOB – “Free on Board” shipping point. 

 

Foreign-funded Procurement or Foreign-Assisted Project– Refers to 

procurement whose funding source is from a foreign government, foreign or 

international financing institution as specified in the Treaty or International or 

Executive Agreement. (2016 revised IRR, Section 5[b]). 
 

Framework Agreement – Refers to a written agreement between a procuring 

entity and a supplier or service provider that identifies the terms and conditions, 

under which specific purchases, otherwise known as “Call-Offs,” are made for the 

duration of the agreement. It is in the nature of an option contract between the 

procuring entity and the bidder(s) granting the procuring entity the option to 

either place an order for any of the goods or services identified in the Framework 

Agreement List or not buy at all, within a minimum period of one (1) year to a 

maximum period of three (3) years. (GPPB Resolution No. 27-2019) 
 

GFI – Government Financial Institution. 

 

GOCC – Government-owned and/or –controlled corporation. 

 

Goods – Refer to all items, supplies, materials and general support services, 

except Consulting Services and Infrastructure Projects, which may be needed in 

the transaction of public businesses or in the pursuit of any government 

undertaking, project or activity, whether in the nature of equipment, furniture, 
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stationery, materials for construction, or personal property of any kind, including 

non-personal or contractual services such as the repair and maintenance of 

equipment and furniture, as well as trucking, hauling, janitorial, security, and 

related or analogous services, as well as procurement of materials and supplies 

provided by the Procuring Entity for such services. The term “related” or 

“analogous services” shall include, but is not limited to, lease or purchase of office 

space, media advertisements, health maintenance services, and other services 

essential to the operation of the Procuring Entity. (2016 revised IRR, Section 5[r]) 

 

GOP – Government of the Philippines. 

 

GPPB – Government Procurement Policy Board. 

 

INCOTERMS – International Commercial Terms. 

 

Infrastructure Projects – Include the construction, improvement, rehabilitation, 

demolition, repair, restoration or maintenance of roads and bridges, railways, 

airports, seaports, communication facilities, civil works components of 

information technology projects, irrigation, flood control and drainage, water 

supply, sanitation, sewerage and solid waste management systems, shore 

protection, energy/power and electrification facilities, national buildings, school 

buildings, hospital buildings, and other related construction projects of the 

government. Also referred to as civil works or works. (2016 revised IRR, Section 

5[u]) 

 

LGUs – Local Government Units. 

 

NFCC – Net Financial Contracting Capacity. 

 

NGA – National Government Agency. 

 

PhilGEPS - Philippine Government Electronic Procurement System. 

 

Procurement Project – refers to a specific or identified procurement covering 

goods, infrastructure project or consulting services. A Procurement Project shall 

be described, detailed, and scheduled in the Project Procurement Management 

Plan prepared by the agency which shall be consolidated in the procuring entity's 

Annual Procurement Plan. (GPPB Circular No. 06-2019 dated 17 July 2019) 

 

PSA – Philippine Statistics Authority. 

 

SEC – Securities and Exchange Commission. 
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SLCC – Single Largest Completed Contract. 

 

Supplier – refers to a citizen, or any corporate body or commercial company duly 

organized and registered under the laws where it is established, habitually 

established in business and engaged in the manufacture or sale of the 

merchandise or performance of the general services covered by his bid. (Item 3.8 

of GPPB Resolution No. 13-2019, dated 23 May 2019). Supplier as used in these 

Bidding Documents may likewise refer to a distributor, manufacturer, contractor, 

or consultant. 

 

UN – United Nations. 
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Section I. Invitation to Bid 

 
Notes on the Invitation to Bid 

The Invitation to Bid (IB) provides information that enables potential Bidders to 

decide whether to participate in the procurement at hand. The IB shall be posted 

in accordance with Section 21.2 of the 2016 revised IRR of RA No. 9184. 
 

Apart from the essential items listed in the Bidding Documents, the IB should also 

indicate the following: 
 

a. The date of availability of the Bidding Documents, which shall be from the 

time the IB is first advertised/posted until the deadline for the submission 

and receipt of bids; 
 

b. The place where the Bidding Documents may be acquired or the website 

where it may be downloaded; 
 

c. The deadline for the submission and receipt of bids; and 
 

d. Any important bid evaluation criteria (e.g., the application of a margin of 

preference in bid evaluation). 
 

The IB should be incorporated in the Bidding Documents. The information 

contained in the IB must conform to the Bidding Documents and in particular to 

the relevant information in the Bid Data Sheet.
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INVITATION TO BID  
 

FOR CCTV SURVEILLANCE SYSTEM COMMAND CENTER INTEGRATION AND 

CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES) 

BID NO.  25-77-09 BRAVO  
 

1. The Civil Aviation Authority of the Philippines (CAAP), through the Corporate 

Operating Budget (COB) for FY 2025 intends to apply the total sum of Seventy 

Million Five Hundred Thirteen Thousand Two Hundred Twenty-seven Pesos and 

79/100 (PhP70,513,227.79), being the Approved Budget for the Contract (ABC) to 

payments under the contract for CCTV SURVEILLANCE SYSTEM COMMAND CENTER 

INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES) with 

BID NO. 25-77-09 BRAVO. 

 

ITEM DESCRIPTION Approved Budget 

of the Contract 

(ABC) 

Cost of Bid 

Documents 

1 CCTV SURVEILLANCE 

SYSTEM COMMAND 

CENTER INTEGRATION 

AND CONNECTIVITY FOR 

AIRPORTS AND FACILITIES 

(16 SITES) 

PhP70,513,227.79 Php 50,000.00 

 

Bids received in excess of the ABC shall be automatically rejected at bid opening. 

 

2. The CAAP now invites bids for the above Procurement Project. Delivery of the 

Goods is required within one hundred twenty (120) calendar days. Bidders 

should have completed, within five (5) years from the date of submission and 

receipt of bids, a contract similar to the Project. The description of an eligible 

bidder is contained in the Bidding Documents, particularly, in Section II 

(Instructions to Bidders). 

 

3. Bidding will be conducted through open competitive bidding procedures using a 

non- discretionary “pass/fail” criterion as specified in the 2016 revised 

Implementing Rules and Regulations (IRR) of Republic Act (RA) No. 9184. 
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4. Bidding is restricted to Filipino citizens/sole proprietorships, partnerships, or 

organizations with at least sixty percent (60%) interest or outstanding capital stock 

belonging to citizens of the Philippines, and to citizens or organizations of a 

country the laws or regulations of which grant similar rights or privileges to 

Filipino citizens, pursuant to RA No. 5183. 

 

5. Prospective Bidders may obtain further information from BAC Secretariat of 

CAAP, MIA Road, Pasay City and inspect the Bidding Documents at the address 

given below during office hours from 8:00 A.M. to 5:00 P.M. (Monday to Friday). 

 

6. A complete set of Bidding Documents may be acquired by interested Bidders on 

16 September 2025 until the deadline of submission of bids from the given 

address and website(s) below and upon payment of the applicable fee for the 

Bidding Documents, pursuant to the latest Guidelines issued by the GPPB, in the 

amount of Php 50,000.00 (exclusive of any and all taxes imposed by relevant 

government agencies). The Procuring Entity shall allow the bidder to present its 

proof of payment for the fees by presenting the official receipt in 

person/through email. 

 

7. The CAAP will hold a Pre-Bid Conference1 on 24 September 2025 at 9:30 AM 

through video conferencing or webcasting via Google Meet, which shall be open 

to prospective bidders, who will coordinate with the BAC Secretariat for the 

Google Meet link. 

 

8. Bids must be duly received by the BAC Secretariat through manual submission 

at the office address indicated below, on or before 08 October 2025 at 9:30 

AM Late bids shall not be accepted. 

 

9. All Bids must be accompanied by a bid security in any of the acceptable forms and 

in the amount stated in ITB Clause 14. 

 

10. Bid opening shall be on 08 October 2025 at 9:30 AM at the given address below 

and/or via video conferencing Google Meet application. Bids will be opened in 

the presence of the bidders’ representatives who choose to attend the activity. 

 

11. The CAAP reserves the right to reject any and all bids, declare a failure of bidding, 

or not award the contract at any time prior to contract award in accordance with 

Sections 35.6 and 41 of the 2016 revised IRR of RA No. 9184, without thereby 

incurring any liability to the affected bidder or bidders. 

12. Upon payment of the bid documents, bidders must provide their respective email 

addresses to the BAC Secretariat. All communications, including but not limited 
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to Notices, Resolutions, and Replies, among others, will be sent to the email 

address provided by the bidder/s. The date when such email was sent shall be 

considered the date of receipt of the bidder/s for purposes of complying with the 

requirements under RA 9184. 

 

13. Bidders must also check the PhilGEPS website, CAAP website, and BAC Secretariat 

for any bid bulletins and announcements related to the bidding 

 

14. For further information, please refer to: 

 

ENGR. LEANDRO R. VARQUEZ 

Head, BAC Secretariat 

BAC Office 

3rd Floor Supply, Procurement Building 

Civil Aviation Authority of the Philippines 

MIA Road corner Ninoy Aquino Avenue 

1300 Pasay City 

Telephone No.: (02) 8246-4988 loc.2236 

Website: www.bac@caap.gov.ph 

 

 

15. You may visit the following websites: 

 

For downloading of Bidding Documents: https://www.philgeps.gov.ph 

               https://www.caap.gov.ph  

 

 

 

 

 

 

                                                                                    _________________________________________ 

   MGEN RICARDO C BANAYAT AFP (RET) 
      Vice-Chairperson, BAC - BRAVO

http://www.bac@caap.gov.ph
https://www.philgeps.gov.ph/
https://www.caap.gov.ph/
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Section II. Instructions to Bidders 
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1. Scope of Bid 
 

The Procuring Entity, Civil Aviation Authority of the Philippines (CAAP) 

wishes to receive Bids for the CCTV SURVEILLANCE SYSTEM COMMAND 

CENTER INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND 

FACILITIES (16 SITES), with BID NO. 25-77-09 BRAVO. 

 

The Procurement Project (referred to herein as “Project”) is composed of 

one (1) lot, the details of which are described in Section VII (Technical 

Specifications). 

 

2. Funding Information 

 

2.1. The GOP through the source of funding as indicated below for FY 

2025 in the amount of Seventy Million Five Hundred Thirteen 

Thousand Two Hundred Twenty-seven Pesos and 79/100 

(PhP70,513,227.79). 

2.2. The source of funding is the Corporate Operating Budget. 

 

3. Bidding Requirements 
 

The Bidding for the Project shall be governed by all the provisions of RA No. 

9184 and its 2016 revised IRR, including its Generic Procurement Manuals 

and associated policies, rules and regulations as the primary source 

thereof, while the herein clauses shall serve as the secondary source 

thereof. 

 

Any amendments made to the IRR and other GPPB issuances shall be 

applicable only to the ongoing posting, advertisement, or IB by the BAC 

through the issuance of a supplemental or bid bulletin. 

 

The Bidder, by the act of submitting its Bid, shall be deemed to have verified 

and accepted the general requirements of this Project, including other 

factors that may affect the cost, duration and execution or implementation 

of the contract, project, or work and examine all instructions, forms, terms, 

and project requirements in the Bidding Documents. 

 

4. Corrupt, Fraudulent, Collusive, and Coercive Practices 
 

The Procuring Entity, as well as the Bidders and Suppliers, shall observe the 
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highest standard of ethics during the procurement and execution of the 

contract. They or through an agent shall not engage in corrupt, fraudulent, 

collusive, coercive, and obstructive practices defined under Annex “I” of the 

2016 revised IRR of RA No. 9184 or other integrity violations in competing 

for the Project. 

 

5. Eligible Bidders 
 

5.1. Only Bids of Bidders found to be legally, technically, and financially 

capable will be evaluated. 

 

5.2. Foreign ownership exceeding those allowed under the rules may participate 

pursuant to: 
 

i. When a Treaty or International or Executive Agreement as provided in 

Section 4 of the RA No. 9184 and its 2016 revised IRR allow foreign 

bidders to participate;  

 

ii. Citizens, corporations, or associations of a country, included in the list 

issued by the GPPB, the laws or regulations of which grant reciprocal 

rights or privileges to citizens, corporations, or associations of the 

Philippines;  

 

iii. When the Goods sought to be procured are not available from local 

suppliers; or 

 

iv. When there is a need to prevent situations that defeat competition or 

restrain trade. 
 

5.3. Pursuant to Section 23.4.1.3 of the 2016 revised IRR of RA No.9184, 

the Bidder shall have an SLCC that is at least one (1) contract similar 

to the Project the value of which, adjusted to current prices using the 

PSA’s CPI, must be at least equivalent to: 

 

a.  For the procurement of Non-expendable Supplies and Services: 

The Bidder must have completed a single contract that is similar 

to this Project, equivalent to at least fifty percent (50%) of the 

ABC. 

 

5.4. The Bidders shall comply with the eligibility criteria under Section 

23.4.1 of the 2016 IRR of RA No. 9184. 

6. Origin of Goods 
 

There is no restriction on the origin of goods other than those prohibited 
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by a decision of the UN Security Council taken under Chapter VII of the 

Charter of the UN, subject to Domestic Preference requirements under ITB 

Clause 18. 

 

7. Subcontracts 

7.1. The Bidder may subcontract portions of the Project to the extent 

allowed by the Procuring Entity as stated herein, but in no case more 

than twenty percent (20%) of the Project. 

 

The Procuring Entity has prescribed that subcontracting is not allowed. 

 

8. Pre-Bid Conference 
 

The Procuring Entity will hold a pre-bid conference for this Project on the 

specified date and time and either at its physical address and/or through 

videoconferencing/webcasting} as indicated in paragraph 6 of the IB. 

9. Clarification and Amendment of Bidding Documents 
 

Prospective bidders may request for clarification on and/or interpretation 

of any part of the Bidding Documents. Such requests must be in writing and 

received by the Procuring Entity, either at its given address or through 

electronic mail indicated in the IB, at least ten (10) calendar days before the 

deadline set for the submission and receipt of Bids. 

 

10. Documents comprising the Bid: Eligibility and Technical 

Components 
 

10.1. The first envelope shall contain the eligibility and technical 

documents of the Bid as specified in Section VIII (Checklist of 

Technical and Financial Documents). 

 

10.2. The Bidder’s SLCC as indicated in ITB Clause 5.3 should have been 

completed within Five (5) years prior to the deadline for the 

submission and receipt of bids. 

 

10.3. If the eligibility requirements or statements, the bids, and all other 

documents for submission to the BAC are in foreign language other 

than English, it must be accompanied by a translation in English, 

which shall be authenticated by the appropriate Philippine foreign 

service establishment, post, or the equivalent office having 

jurisdiction over the foreign bidder’s affairs in the Philippines. Similar 
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to the required authentication above, for Contracting Parties to the 

Apostille Convention, only the translated documents shall be 

authenticated through an apostille pursuant to GPPB Resolution No. 

13-2019 dated 23 May 2019. The English translation shall govern, for 

purposes of interpretation of the bid. 

 

11. Documents comprising the Bid: Financial Component 
 

11.1. The second bid envelope shall contain the financial documents for 

the Bid as specified in Section VIII (Checklist of Technical and 

Financial Documents). 

 

11.2. If the Bidder claims preference as a Domestic Bidder or Domestic 

Entity, a certification issued by DTI shall be provided by the Bidder in 

accordance with Section 43.1.3 of the 2016 revised IRR of RA No. 

9184. 

 

11.3. Any bid exceeding the ABC indicated in paragraph 1 of the IB shall 

not be accepted. 

 

11.4. For Foreign-funded Procurement, a ceiling may be applied to bid 

prices provided the conditions are met under Section 31.2 of the 

2016 revised IRR of RA No. 9184. 

 

12. Bid Prices 

12.1. Prices indicated on the Price Schedule shall be entered separately in 

the following manner: 

a. For Goods offered from within the Procuring Entity’s country: 

 

i. The price of the Goods quoted EXW (ex-works, ex-

factory, ex- warehouse, ex-showroom, or off-the-shelf, 

as applicable); 

 

ii. The cost of all customs duties and sales and other taxes 

already paid or payable; 

 

iii. The cost of transportation, insurance, and other costs 

incidental to delivery of the Goods to their final 

destination; and 

 

iv. The price of other (incidental) services, if any, listed in e. 
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b. For Goods offered from abroad: 

 

i. Unless otherwise stated in the BDS, the price of the 

Goods shall be quoted delivered duty paid (DDP) with the 

place of destination in the Philippines as specified in the 

BDS. In quoting the price, the Bidder shall be free to use 

transportation through carriers registered in any eligible 

country. Similarly, the Bidder may obtain insurance 

services from any eligible source country. 

 

ii.         The price of other (incidental) services, if any, as listed in 

Section VII (Technical Specifications). 

 

13. Bid and Payment Currencies 
 

13.1. For Goods that the Bidder will supply from outside the Philippines, 

the bid prices may be quoted in the local currency or tradeable 

currency accepted by the BSP at the discretion of the Bidder. 

However, for purposes of bid evaluation, Bids denominated in 

foreign currencies, shall be converted to Philippine currency based 

on the exchange rate as published in the BSP reference rate bulletin 

on the day of the bid opening. 

 

13.2. Payment of the contract price shall be made in: 

 

a. Philippine Pesos. 

 

14. Bid Security 
 

14.1. The Bidder shall submit a Bid Securing Declaration2 or any form of 

Bid Security in the amount indicated in the BDS, which shall be not 

less than the percentage of the ABC in accordance with the schedule 

in the BDS. 

 

14.2. The Bid and bid security shall be valid until 120 calendar days from the 

opening of bids. Any Bid not accompanied by an acceptable bid 

security shall be rejected by the Procuring Entity as non-responsive. 
 

2 In the case of Framework Agreement, the undertaking shall refer to entering into contract with the Procuring 

Entity and furnishing of the performance security or the performance securing declaration within ten (10) 

calendar days from receipt of Notice to Execute Framework Agreement. 
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14.3. The Bid Securing Declaration shall automatically expire in the following 

instances: a) Upon expiration of the bid validity period, or any extension 

thereof pursuant to Section 28.2 of the IRR; b) When all bidders are 

declared ineligible or post-disqualified and, upon receipt of the notice 

therefor, either failed to timely file a request for reconsideration or filed 

a waiver to avail of said right; c) When the bidder declared as the Lowest 

Calculated and Responsive Bidder/Highest Rated and Responsive Bidder, 

has furnished the performance security and signed the contract. 

 

15. Sealing and Marking of Bids 

Each Bidder shall submit one copy of the first and second components of its 

Bid. 

 

The Procuring Entity may request additional hard copies and/or electronic 

copies of the Bid. However, failure of the Bidders to comply with the said 

request shall not be a ground for disqualification. 

 

If the Procuring Entity allows the submission of bids through online 

submission or any other electronic means, the Bidder shall submit an 

electronic copy of its Bid, which must be digitally signed. An electronic copy 

that cannot be opened or is corrupted shall be considered non-responsive 

and, thus, automatically disqualified. 

 

16. Deadline for Submission of Bids 

16.1. The Bidders shall submit on the specified date and time and either 

at its physical address or through online submission as indicated in 

paragraph 7 of the IB. 

 

17. Opening and Preliminary Examination of Bids 
 

17.1. The BAC shall open the Bids in public at the time, on the date, and at 

the place specified in paragraph 9 of the IB. The Bidders’ 

representatives who are present shall sign a register evidencing their 

attendance. In case videoconferencing, webcasting or other similar 

technologies will be used, attendance of participants shall likewise be 

recorded by the BAC Secretariat. 

 

In case the Bids cannot be opened as scheduled due to justifiable 

reasons, the rescheduling requirements under Section 29 of the 2016 
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revised IRR of RA No. 9184 shall prevail. 

 

17.2. The preliminary examination of bids shall be governed by Section 30 

of the 2016 revised IRR of RA No. 9184. 

 

18. Domestic Preference 

18.1. The Procuring Entity will grant a margin of preference for the 

purpose of comparison of Bids in accordance with Section 43.1.2 of 

the 2016 revised IRR of RA No. 9184. 

 

19. Detailed Evaluation and Comparison of Bids 

19.1. The Procuring BAC shall immediately conduct a detailed evaluation 

of all Bids rated “passed,” using non-discretionary pass/fail criteria. 

The BAC shall consider the conditions in the evaluation of Bids under 

Section 32.2 of the 2016 revised IRR of RA No. 9184. 

 

19.2. If the Project allows partial bids, bidders may submit a proposal on 

any of the lots or items, and evaluation will be undertaken on a per 

lot or item basis, as the case maybe. In this case, the Bid Security as 

required by ITB Clause 15 shall be submitted for each lot or item 

separately. 

 

19.3. The descriptions of the lots or items shall be indicated in Section VII 

(Technical Specifications), although the ABCs of these lots or items 

are indicated in the BDS for purposes of the NFCC computation 

pursuant to Section 23.4.2.6 of the 2016 revised IRR of RA No. 9184. 

The NFCC must be sufficient for the total of the ABCs for all the lots 

or items participated in by the prospective Bidder. 

 

19.4. The Project shall be awarded as follows as one Project having several 

items that shall be awarded as one contract. 

 

19.5. Except for bidders submitting a committed Line of Credit from a 

Universal or Commercial Bank in lieu of its NFCC computation, all 

Bids must include the NFCC computation pursuant to Section 

23.4.1.4 of the 2016 revised IRR of RA No. 9184, which must be 

sufficient for the total of the ABCs for all the lots or items participated 

in by the prospective Bidder. For bidders submitting the committed 

Line of Credit, it must be at least equal to ten percent (10%) of the 
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ABCs for all the lots or items participated in by the prospective 

Bidder. 

 

20. Post-Qualification 
 

20.1. Within a non-extendible period of five (5) calendar days from receipt by 

the Bidder of the notice from the BAC that it submitted the Lowest 

Calculated Bid, the Bidder shall submit its latest income and business tax 

returns filed and paid through the BIR Electronic Filing and Payment 

System (eFPS) and other appropriate licenses and permits required by 

law and stated in the BDS. 

 

21. Signing of the Contract 
 

21.1. The documents required in Section 37.2 of the 2016 revised IRR of 

RA No. 9184 shall form part of the Contract. Additional Contract 

documents are indicated in the 
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Section III. Bid Data Sheet 

 
Notes on the Bid Data Sheet 

The Bid Data Sheet (BDS) consists of provisions that supplement, amend, or 

specify in detail, information, or requirements included in the ITB found in Section 

II, which are specific to each procurement. 

 

This Section is intended to assist the Procuring Entity in providing the specific 

information in relation to corresponding clauses in the ITB and has to be prepared 

for each specific procurement. 

 

The Procuring Entity should specify in the BDS information and requirements 

specific to the circumstances of the Procuring Entity, the processing of the 

procurement, and the bid evaluation criteria that will apply to the Bids. In 

preparing the BDS, the following aspects should be checked: 

 

a. Information that specifies and complements provisions of the ITB must be 

incorporated. 

 

b. Amendments and/or supplements, if any, to provisions of the ITB as 

necessitated by the circumstances of the specific procurement, must also 

be incorporate
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Bid Data Sheet 
ITB 

Clause 
 

5.3 The Bidder must have completed a Single contract that is similar to the 
project, equivalent to at least “Fifty Percent (50%)” of the ABC or have 
at least two (2) similar contracts and the aggregate contract amounts 
should be equivalent to at least “fifty percent (50%)” of the ABC, with 
the largest of these similar contracts being equivalent to at least 
“twenty five percent (25%)” of the ABC completed within five (5) 
years prior to the deadline for the submission and receipt of bids; 
 
For this purpose, “Similar Contracts” shall refer to contract/s involving: 
 
a. Supply, Delivery, Installation, Testing and Commissioning of CCTV 

Surveillance for airport/ various airports; and 
 

b. CCTV Surveillance System Command Center Integration for 
multiple sites via network; 

 
7.1 Subcontracting is not allowed. 

12.0 The price of the Good shall be quoted DDP to CAAP Sites or applicable 

International Commercial Terms (INCOTERMS) for this Project. 

14.1 The bid security shall be in the form of a Bid Securing Declaration, or 

any of the following forms and amounts: 

 

a. The amount of not less than Php ________ which is equivalent to 

2% of the ABC, if bid security is in cash, cashier’s/manager’s 

check, bank draft/guarantee or irrevocable letter of credit; or 

 

b. The amount of not less than Php ________ which is equivalent to 

5% of the ABC if bid security is in Surety Bond. 

 

19.3 Partial bid is not allowed. The goods are grouped in a single lot and 

the lot shall not be divided into sub-lots for the purpose of the 

bidding, evaluation and contract award.  



 

_______________________________________________________________________________________________________________________________________________________ 

          CCTV Surveillance System Command Center Integration and Connectivity for Airports and Facilities (16 Sites) 

Page 25 of 79 

20.1 Other appropriate documents required to be submitted during 

post-Qualification: 

 

1. Latest Income and Business Tax Returns (Tax Return filed through 

the Electronic Filling ad Payment System); 

2. Certificate of PHILGEPS Registration; and 

3. Other appropriate licenses and permits required by law as stated in 

the bidding Documents. 

 

Failure to submit any of the post-qualification requirements on time, or 

a finding against the veracity thereof, shall disqualify the bidder for 

award. CAAP shall thereafter award the contract to the next Lowest 

Calculated Responsive Bid. 
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Section IV. General Conditions of Contract 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Notes on the General Conditions of Contract 

The General Conditions of Contract (GCC) in this Section, read in conjunction with 

the Special Conditions of Contract in Section V and other documents listed 

therein, should be a complete document expressing all the rights and obligations 

of the parties. 

 

Matters governing performance of the Supplier, payments under the contract, or 

matters affecting the risks, rights, and obligations of the parties under the contract 

are included in the GCC and Special Conditions of Contract. 

 

Any complementary information, which may be needed, shall be introduced only 

through the Special Conditions of Contract. 
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1. Scope of Contract 
 

This Contract shall include all such items, although not specifically 

mentioned, that can be reasonably inferred as being required for its 

completion as if such items were expressly mentioned herein. All the 

provisions of RA No. 9184 and its 2016 revised IRR, including the Generic 

Procurement Manual, and associated issuances, constitute the primary 

source for the terms and conditions of the Contract, and thus, applicable in 

contract implementation. Herein clauses shall serve as the secondary 

source for the terms and conditions of the Contract. 

 

This is without prejudice to Sections 74.1 and 74.2 of the 2016 revised IRR 

of RA No. 9184 allowing the GPPB to amend the IRR, which shall be applied 

to all procurement activities, the advertisement, posting, or invitation of 

which were issued after the effectivity of the said amendment. 

 

Additional requirements for the completion of this Contract shall be provided 

in the 

Special Conditions of Contract (SCC). 

 

2. Advance Payment and Terms of Payment 
 

2.1. Advance payment of the contract amount is provided under Annex 

“D” of the revised 2016 IRR of RA No. 9184. 

 

2.2. The Procuring Entity is allowed to determine the terms of payment 

on the partial or staggered delivery of the Goods procured, provided 

such partial payment shall correspond to the value of the goods 

delivered and accepted in accordance with prevailing accounting and 

auditing rules and regulations. The terms of payment are indicated 

in the SCC. 

 

3. Performance Security 
 

Within ten (10) calendar days from receipt of the Notice of Award by the 

Bidder from the Procuring Entity but in no case later than prior to the 

signing of the Contract by both parties, the successful Bidder shall furnish 

the performance security in any of the forms prescribed in Section 39 of the 

2016 revised IRR of RA No. 9184. 

 

 

 



 

________________________\_____________________________________________________ 
           CCTV Surveillance System Command Center Integration and Connectivity for Airports and Facilities (16 Sites) 

Page 28 of 79 
 

4. Inspection and Tests 
 

The Procuring Entity or its representative shall have the right to inspect 

and/or to test the Goods to confirm their conformity to the Project or 

Framework Agreement. In addition to tests in the SCC, Section IV 

(Technical Specifications) shall specify what inspections and/or tests the 

Procuring Entity requires, and where they are to be conducted. The 

Procuring Entity shall notify the Supplier in writing, in a timely manner, of 

the identity of any representatives retained for these purposes.  

 

All reasonable facilities and assistance for the inspection and testing of 

Goods, including access to drawings and production data, shall be provided 

by the Supplier to the authorized inspectors at no charge to the Procuring 

Entity. 

 

All reasonable facilities and assistance for the inspection and testing of 

Goods, including access to drawings and production data, shall be provided 

by the Supplier to the authorized inspectors at no charge to the Procuring 

Entity. 

 

5. Warranty 

6.1. In order to assure that manufacturing defects shall be corrected by 

the Supplier, a warranty shall be required from the Supplier as 

provided under Section 62.1 of the 2016 revised IRR of RA No. 9184. 

 

6.2. The Procuring Entity shall promptly notify the Supplier in writing of 

any claims arising under this warranty. Upon receipt of such notice, 

the Supplier shall, repair or replace the defective Goods or parts 

thereof without cost to the Procuring Entity, pursuant to the Generic 

Procurement Manual. 

 

6. Liability of the Supplier 

The Supplier’s liability under this Contract shall be as provided by the laws 

of the Republic of the Philippines. 

 

If the Supplier is a joint venture, all partners to the joint venture shall be 

jointly and severally liable to the Procuring Entity. 
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Section V. Special Conditions of Contract 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Notes on the Special Conditions of Contract 

Similar to the BDS, the clauses in this Section are intended to assist the Procuring 

Entity in providing contract-specific information in relation to corresponding 

clauses in the GCC found in Section IV. 

 

The Special Conditions of Contract (SCC) complement the GCC, specifying 

contractual requirements linked to the special circumstances of the Procuring 

Entity, the Procuring Entity’s country, the sector, and the Goods purchased. In 

preparing this Section, the following aspects should be checked: 

 

a. Information that complements provisions of the GCC must be 

incorporated. 

 

b. Amendments and/or supplements to provisions of the GCC as 

necessitated by the circumstances of the specific purchase, must also 

be incorporated. 

 

However, no special condition which defeats or negates the general intent and 

purpose of the provisions of the GCC should be incorporated herein. 
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Special Conditions of Contract 
GCC 

Clause 
 

1.0 Delivery and Documents – 

 

For purposes of the Contract, “EXW,” “FOB,” “FCA,” “CIF,” “CIP,” “DDP” 

and other trade terms used to describe the obligations of the parties 

shall have the meanings assigned to them by the current edition of 

INCOTERMS published by the International Chamber of Commerce, 

Paris. The Delivery terms of this Contract shall be as follows:  

 

“The delivery terms applicable to the Contract are DDP delivered to 

the following airport sites: Puerto Princesa Intl, Bicol Intl, Iloilo Intl, 

Kalibo Intl, Bacolod, Zamboanga, Pagadian, General Santos, 

Davao Intl, Butuan, Cauayan, Basco, Naga, Virac, Masbate and 

Tacloban. In accordance with INCOTERMS.” 

 

“The delivery terms applicable to this Contract are delivered to the 

following airport sites: Puerto Princesa Intl, Bicol Intl, Iloilo Intl, 

Kalibo Intl, Bacolod, Zamboanga, Pagadian, General Santos, 

Davao Intl, Butuan, Cauayan, Basco, Naga, Virac, Masbate and 

Tacloban. Risk and title will pass from the Supplier to the Procuring 

Entity upon receipt and final acceptance of the Goods at their final 

destination.” 

 

Delivery of the Goods shall be made by the Supplier in accordance 

with the terms specified in Section VI (Schedule of Requirements). 

 

For purposes of this Clause the Procuring Entity’s Representative at 

the Project Site is the ADG II, CSIS or his representative. 

 

Incidental Services –  

 

The Supplier is required to provide all of the following services, 

including additional services, if any, specified in Section VI. Schedule of 

Requirements:  

 

a. performance or supervision of on-site assembly and/or start-up of 

the supplied Goods; 

 

b. furnishing of a detailed operations and maintenance manual for 
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each appropriate unit of the supplied Goods;  

 

c. performance or supervision or maintenance and/or repair of the 

supplied Goods, for a period of time agreed by the parties, provided 

that this service shall not relieve the Supplier of any warranty 

obligations under this Contract; and  

 

d. training of the Procuring Entity’s personnel, at the Supplier’s plant 

and/or on-site, in assembly, start-up, operation, maintenance, and/or 

repair of the supplied Goods. 

 

The Contract price for the Goods shall include the prices charged by 

the Supplier for incidental services and shall not exceed the prevailing 

rates charged to other parties by the Supplier for similar services. 

 

Spare Parts –  

 

The Supplier is required to provide all of the following materials, 

notifications, and information pertaining to spare parts manufactured 

or distributed by the Supplier: 

 

a. such spare parts as the Procuring Entity may elect to 

purchase from the Supplier, provided that this election shall 

not relieve the Supplier of any warranty obligations under 

this Contract; and  

 

b. in the event of termination of production of the spare parts:  

 

i. advance notification to the Procuring Entity of the 

pending termination, in sufficient time to permit the 

Procuring Entity to procure needed requirements; 

and  

 

ii. following such termination, furnishing at no cost to 

the Procuring Entity, the blueprints, drawings, and 

specifications of the spare parts, if requested. The 

spare parts and other components required are listed 

in Section VI (Schedule of Requirements) and the costs 

thereof are included in the contract price. 

 

The Supplier shall carry sufficient inventories to assure ex-stock 

supply of consumable spare parts or components for the Goods 
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for a period of five (5) years. 

 

Spare parts or components shall be supplied as promptly as 

possible, but in any case, within three (3) months of placing the 

order. 
 Packaging – 

 

The Supplier shall provide such packaging of the Goods as is required 

to prevent their damage or deterioration during transit to their final 

destination, as indicated in this Contract. The packaging shall be 

sufficient to withstand, without limitation, rough handling during 

transit and exposure to extreme temperatures, salt and precipitation 

during transit, and open storage. Packaging case size and weights shall 

take into consideration, where appropriate, the remoteness of the 

Goods’ final destination and the absence of heavy handling facilities at 

all points in transit. 

 

The Supplier shall provide such packaging of the Goods as is required 

to prevent their damage or deterioration during transit to their final 

destination, as indicated in this Contract. The packaging shall be 

sufficient to withstand, without limitation, rough handling during 

transit and exposure to extreme temperatures, salt and precipitation 

during transit, and open storage. Packaging case size and weights shall 

take into consideration, where appropriate, the remoteness of the 

Goods’ final destination and the absence of heavy handling facilities at 

all points in transit. 

 

The outer packaging must be clearly marked on at least four (4) sides 

as follows: 

 

Name of the Procuring Entity  

Name of the Supplier  

Contract Description  

Final Destination  

Gross weight  

Any special lifting instructions  

Any special handling instructions  

Any relevant HAZCHEM classification 

 

A packaging list identifying the contents and quantities of the package 

is to be placed on an accessible point of the outer packaging if 

practical. If not practical the packaging list is to be placed inside the 
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outer packaging but outside the secondary packaging. 

Transportation – 

 

Where the Supplier is required under Contract to deliver the Goods 

CIF, CIP, or DDP, transport of the Goods to the port of destination or 

such other named place of destination in the Philippines, as shall be 

specified in this Contract, shall be arranged and paid for by the 

Supplier, and the cost thereof shall be included in the Contract Price. 

 

Where the Supplier is required under Contract to deliver the Goods 

CIF, CIP, or DDP, transport of the Goods to the port of destination or 

such other named place of destination in the Philippines, as shall be 

specified in this Contract, shall be arranged and paid for by the 

Supplier, and the cost thereof shall be included in the Contract Price. 

 

Where the Supplier is required under Contract to deliver the Goods 

CIF, CIP, or DDP, transport of the Goods to the port of destination or 

such other named place of destination in the Philippines, as shall be 

specified in this Contract, shall be arranged and paid for by the 

Supplier, and the cost thereof shall be included in the Contract Price. 

 

The Procuring Entity accepts no liability for the damage of Goods 

during transit other than those prescribed by INCOTERMS for DDP 

deliveries. In the case of Goods supplied from within the Philippines 

or supplied by domestic Suppliers risk and title will not be deemed to 

have passed to the Procuring Entity until their receipt and final 

acceptance at the final destination. 

 

Intellectual Property Rights – 

 

The Supplier shall indemnify the Procuring Entity against all third-party 

claims of infringement of patent, trademark, or industrial design rights 

arising from use of the Goods or any part thereof. 
2.2 The terms of payment shall be as follows: 

 

The project shall be paid on the schedule indicated which shall not 

exceed the ceiling specified: 

 

Project Activity / 

Milestone 
Deliverables Payment Schedule 

Installation of Cabling 

and Roughing-ins 

Accomplishment 

Report  

15% of the Project 

Implementation Cost   
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Installation and 

Configuration of Devices 

and its Component 

Accomplishment 

Report 

55% of the Project 

Implementation Cost  
 

Installation of HQ Leased 

Line and Branch DSL 

Accomplishment 

Report 

15% of the Project 

Implementation Cost 
 

Final Acceptance  

TIAC Inspection 

Report/ Final Report 

Submitted 

15% of the Project 

Implementation Cost   
 

 TOTAL  100%  

 

 
4.0 The Inspections and Tests that will be covered are the following: 

 

1.) Physical condition of Goods; 

2.) Conformity of Goods to the Technical Specifications; 

3.) Authenticity of Goods; and 

4.) Whether Goods delivered are functioning. 
 

The inspections and tests that will be conducted shall include but not 

limited to physical inspection and inventory, or whatever additional 

tests that the Technical Inspection Team may require. 
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Section VI. Schedule of Requirements 

To be delivered schedule expressed as weeks/months stipulated hereafter a 

delivery date which is the date of delivery to the Project Sites. 

 
Item 

Number 
Description Qty Total Delivered, 

Weeks/Months 

1 CCTV SURVEILLANCE SYSTEM 

COMMAND CENTER INTEGRATION 

AND CONNECTIVITY FOR AIRPORTS 

AND FACILITIES (16 SITES) 

1 lot 1 lot One Hundred 

Twenty (120 cd) 

calendar days upon 

receipt of Notice to 

Proceed 
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Notes for Preparing the Technical Specifications 

 

A set of precise and clear specifications is a prerequisite for Bidders to respond realistically and competitively to 

the requirements of the Procuring Entity without qualifying their Bids. In the context of Competitive Bidding, the 

specifications (e.g. production/delivery schedule, manpower requirements, and after-sales service/parts, 

descriptions of the lots or items) must be prepared to permit the widest possible competition and, at the same 

time, present a clear statement of the required standards of workmanship, materials, and performance of the 

goods and services to be procured. Only if this is done will the objectives of transparency, equity, efficiency, 

fairness, and economy in procurement be realized, responsiveness of bids be ensured, and the subsequent task of 

bid evaluation and post-qualification facilitated. The specifications should require that all items, materials and 

accessories to be included or incorporated in the goods be new, unused, and of the most recent or current 

models, and that they include or incorporate all recent improvements in design and materials unless otherwise 

provided in the Contract. 

 

Samples of specifications from previous similar procurements are useful in this respect. The use of metric units is 

encouraged. Depending on the complexity of the goods and the repetitiveness of the type of procurement, it may 

be advantageous to standardize the General Technical Specifications and incorporate them in a separate 

subsection. The General Technical Specifications should cover all classes of workmanship, materials, and 

equipment commonly involved in manufacturing similar goods. Deletions or addenda should then adapt the 

General Technical Specifications to the particular procurement. 

 

Care must be taken in drafting specifications to ensure that they are not restrictive. In the specification of 

standards for equipment, materials, and workmanship, recognized Philippine and international standards should 

be used as much as possible. Where other particular standards are used, whether national standards or other 

standards, the specifications should state that equipment, materials, and workmanship that meet other 

authoritative standards, and which ensure at least a substantially equal quality than the standards mentioned, will 

also be acceptable. The following clause may be inserted in the Special Conditions of Contract or the Technical 

Specifications. 

 

Sample Clause: Equivalency of Standards and Codes 

 

Wherever reference is made in the Technical Specifications to specific standards and codes to be met by the goods 

and materials to be furnished or tested, the provisions of the latest edition or revision of the relevant standards 

and codes shall apply, unless otherwise expressly stated in the Contract. Where such standards and codes are 

national or relate to a particular country or region, other authoritative standards that ensure substantial 

equivalence to the standards and codes specified will be acceptable. 

 

Reference to brand name and catalogue number should be avoided as far as possible; where unavoidable they 

should always be followed by the words “or at least equivalent.” References to brand names cannot be used when 

the funding source is the GOP. 

 

Where appropriate, drawings, including site plans as required, may be furnished by the Procuring Entity with the 

Bidding Documents. Similarly, the Supplier may be requested to provide drawings or samples either with its Bid or 

for prior review by the Procuring Entity during contract execution. 

 

Bidders are also required, as part of the technical specifications, to complete their statement of compliance 

demonstrating how the items comply with the specification. 

Section VII. Technical Specifications 
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SECTION VII. TECHNICAL SPECIFICATIONS 

 
INSTRUCTIONS: 

 

 The specifications given are the minimum requirements unless indicated otherwise. A 

Bidder’s proposal must match or exceed the specifications. 

 

 Bidders must state here either “Comply” or “Not Comply” against each of the individual 

parameters of each Specification stating the corresponding performance parameter of 

the equipment offered. Statements of “Comply” or “Not Comply” must be supported by 

evidence in a Bidders Bid and cross-referenced to that evidence. Evidence shall be in the 

form of manufacturer’s un-amended sales literature, unconditional statements of 

specification and compliance issued by the manufacturer, samples, independent test 

data etc., as appropriate. A statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence presented will render the Bid 

under evaluation liable for rejection. A statement either in the Bidders statement of 

compliance or the supporting evidence that is found to be false either during Bid 

evaluation, post-qualification or the execution of the Contract may be regarded as 

fraudulent and render the Bidder or supplier liable for prosecution subject to the 

provisions of ITB Clause 3.1 (a)(ii) and/or GCC Clause 2.1 (a)(ii). 
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CCTV SURVEILLANCE SYSTEM COMMAND CENTER INTEGRATION AND 

CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES) 

 

 

 

 

 

 

 

 

BIDDING DOCUMENT 

COMPETITIVE PUBLIC BIDDING 

 

 

 

 

 

Terms of Reference 
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1. Overview 

 

The CCTV Surveillance System Command Center Integration and Connectivity Project is 

a strategic security modernization initiative of the Civil Aviation Authority of the 

Philippines (CAAP), designed to strengthen aviation security, enhance operational 

coordination, and safeguard the nation’s airports and facilities. For Calendar Year (CY) 

2025, the project will cover the integration and connectivity of 16 priority sites to the 

CAAP Main Command Center, marking the first phase of a nationwide roll-out. 

 

Each site will be equipped with advanced video analytics—including Facial Recognition 

and Automatic Plate Number Recognition (APNR)—with capabilities extended to the 

Command Center for centralized monitoring and rapid incident assessment. Operations 

will be supported by 24/7 surveillance, with 90-calendar-day recording and storage 

capacity per site, ensuring the availability of historical data for investigative and 

compliance purposes. The system will be linked through a dedicated, secure 

communication network, reinforced by enterprise-grade network security firewalls to 

safeguard against cyber threats. 

 

1.1 Rationale and Background 

As air travel continues to grow and security challenges evolve, CAAP recognizes the 

urgent need to deploy a technology-driven, unified surveillance platform that enhances 

situational awareness and enables proactive threat management. Current surveillance 

systems operate independently, limiting the ability to share intelligence and coordinate 

responses across facilities. 

This project addresses those gaps by enabling real-time data sharing, centralized 

oversight, and automated identification capabilities across multiple sites. Although 

budget constraints limit the initial implementation to 16 sites, the infrastructure is 

strategically designed for future scalability, ensuring seamless integration of additional 

airports and facilities as funding becomes available. The initiative also aligns with 

international aviation security standards, supporting CAAP’s mandate to protect 

passengers, personnel, and assets while ensuring the safe and efficient operation of the 

civil aviation sector. 

1.2 Vision Response: 

 

The Civil Aviation Authority of the Philippines envisions a fully integrated, technology-

driven security ecosystem that safeguards the nation’s airports and aviation facilities 

with precision, efficiency, and resilience. Through the CCTV Surveillance System 

Command Center Integration and Connectivity Project, CAAP aims to establish a unified 

platform where real-time intelligence, advanced video analytics, and secure 
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communication converge to strengthen operational readiness and ensure the safety of 

passengers, personnel, and assets. By leveraging cutting-edge tools such as Facial 

Recognition and Automatic Plate Number Recognition, coupled with robust 

cybersecurity measures, CAAP seeks to elevate situational awareness and incident 

response to international standards.  

 

This initiative represents the first strategic step toward a nationwide surveillance 

network, enabling proactive security management, deterring unlawful activities, and 

fostering public confidence in the safety and reliability of the Philippine aviation sector. 

 

2. Scope of Work: 

Given the logistical and financing challenge to implement CCTV Surveillance System 

Command Center Integration and Connectivity across all airports and facilities, it is 

proposed that the following airport sites shall be part of the project: 

 

2.1 Puerto Princesa Intl Airport 

2.2 Bicol Intl Airport 

2.3 Iloilo Intl Airport 

2.4 Kalibo Intl Airport 

2.5 Bacolod Airport 

2.6 Zamboanga Airport 

2.7 Pagadian Airport 

2.8 General Santos Airport 

2.9 Davao Intl Airport 

2.10 Butuan Airport 

2.11 Cauayan Airport 

2.12 Basco Airport 

2.13 Naga Airport 

2.14 Virac Airport 

2.15 Masbate Airport 
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2.16 Tacloban Airport 

3. PROJECT ESTIMATES 

 

3.1 APPROVED BUDGET COST AND BILL OF QUANTITIES: 

 

The Civil Aviation Authority of the Philippines (CAAP), through its Corporate Operating 

Budget (COB) for CY 2025 intends to apply the sum of Seventy Million Five Hundred 

Thirteen Thousand Two Hundred Twenty-seven Pesos and 79/100 

(PhP70,513,227.79) inclusive of VAT, being the Approved Budget for the Contract (ABC) 

to payments under the contract for the CCTV SURVEILLANCE SYSTEM COMMAND 

CENTER INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 

SITES). 
 

Bids received in excess of the ABC shall be automatically rejected at opening of the 

financial proposal. 

 

Bill of Materials: 

 

Qty Unit Description 

Command Center – CAAP Main Office 

  Connectivity 

36 months 300Mbps Leased Line Subscription (3 years) 

1 lot One time Installation Cost 

  Information Security 

  Firewall Appliance 

1  unit 120G, 18 x GE RJ 45 Appliance or any equivalent 

1  unit Dual WAN Business Gigabit VPN Router 

  Firewall Annual Subscription 

3 years 
120G Unified Threat Protection (3 yrs) 

(IPS, Advanced Malware Protection, Application Control, URL, 

DNS & Video Filtering, Antispam Service) 

  Server Hardware 

1 unit 

HCP Running Server 

Remote Site Management Server 

Single-socket Rackmount Server E-2434×1/ 16GB DDR5*1/2T 

7.2K SATA × 2/ Dual power /1U/Windows Server Standard 2022 

  Software Licenses 
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1 unit 

VMS Centralization Base Software License with Advanced 

Smart Search Technology 

AI-Powered Precision that is able to filter video by timeframe, 

object type, event type, or attributes like clothing color or 

vehicle make. This ensures you get the exact footage in just 

seconds which allows businesses to respond to incidents 

faster and reduces operational downtime. 

904 units Camera Channel Licenses 

  Managed Switch 

1 unit 

Layer 3 24-Port 10/100/1000T 802.3at PoE with 4-port shared 

100/1000X SFP + 4-Port 10G SFP+ Stackable Managed Gigabit 

Switch (370W, Multicast Routing: PIM-DM/SM, DVM RP) 

ARM A9 800MHz CPU, 512Mbytes RAM or any equivalent 

Must be able to be configured to connect to several switches 

of the same series to build a virtually logical facility 

1 unit Data Cabinet 42U Floor Standing with Glass Door Include 4 

fans (HQ/Main Office) 

1 unit 2000VA/1800WATTS 6 x 7Ah 6xIEC-C13, UPS with mounting kit 

  Miscellaneous Requirements at CAAP Main/ Command 

Center: 

1 lot Additional Cabling & Rough-ins for Connectivity 

1 lot Labor Works 

1 lot Testing and Commissioning 

  Various Airport Sites (16 Sites) 

  Connectivity 

12 months Leased Line 20 Mbps for Each Airport Site at least 20 Mbps for 

Each Airport Site (1 year) or any equivalent 

1 lot One time Installation Cost 

Network Video Recorder and Storage 

 10  units 

64-Channel NVR 

With 16 SATA, supports up to 16-ch FR/LPR 

IP Video Input 64-ch: 

Incoming Bandwidth 320 Mbps 

Outgoing Bandwidth 400 Mbps 

HDMI 1 Output: 8K (7680 × 4320)/30Hz, 4K (3840 × 2160)/60Hz, 

4K (3840 × 2160)/30Hz, 2K (2560 × 
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1440)/60Hz, 1920 × 1080/60Hz, 1600 × 1200/60Hz, 1280 × 

1024/60Hz, 1280 × 720/60Hz, 

1024 × 768/60Hz 

Two-Way Audio 1-ch, RCA (2.0 Vp-p, 1 KΩ, using the audio 

input) 

Decoding Format H.265+/H.265/H.264+/H.264 

Recording Resolution: 32 MP/24 MP/12 MP/8 MP/7 MP/6 MP/5 

MP/4MP/3MP/1080p/UXGA/720p/VGA/4CIF/DCIF/2CIF/CIF/QCIF 

Audio Compression: G.711ulaw/ G.711alaw/ G.722/ G.726/ 

AAC/ MP2L2/PCM 

Network Protocol: TCP/IP, DHCP, IPv4, IPv6, DNS, DDNS, NTP, 

RTSP, SADP, SMTP, SNMP, NFS, iSCSI, ISUP, UPnP™, HTTP, 

HTTPS 

Network Interface 2, RJ-45 10/100/1000 Mbps self-adaptive 

Ethernet interface 

RAID Type: RAID0, RAID1, RAID5, RAID6, RAID10 

Serial Interface 1 RS-485 (full-duplex), 1 RS-232, SATA 16 SATA 

interfaces supporting hot-plug, eSATA 1 eSATA interface 

Capacity Up to 16 TB capacity for each disk 

Power Supply 100 to 240 VAC, 50 to 60 Hz 

Consumption ≤ 50 W (without HDD) 

Chassis 2U chassis 

Dual-stream recording saves bandwidth 

Adopt stream over TLS encryption technology 

The NVR supports RAID 0, 1, 5, 6, 10, and N+M hot spare for 

even more reliable data storage, effectively avoiding data loss 

risks. 

• Intelligent Analytics 

o AI by NVR: Facial recognition 

o AI by NVR and Camera: Facial recognition, Perimeter 

protection, Video structurization, Motion Detection, 

ANPR, People counting,  

• Facial Recognition 

o Face Picture Library: Up to 16 face picture libraries, 

with up to 50,000 face pictures in total 

o Face Picture Comparison: 8-channel 

o Facial Detection and Analytics: Face picture 

comparison, human face capture, face picture search 

o Facial Detection and Analytics Performance: 4-ch 

human face capture 
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Recoding Retention Capacity at least 90 calendar days per 

NVR (or any equivalent) 

  HDD – 10TB 

100 units 

10TB SATA 6Gb/s, 10000GB, 3.5", 7200RPM, 256 cache, No 

Encryption, 512E/4KN (10 units per NVR) 

10 units x 10TB = 100TB per NVR 

  Note: 64 cameras at 2MP, 30 fps at 90 days retention 

32 units 

Bandwidth Compression Box/Appliance for 16 sites 

Manages up to 256 video channels 

Supports 16 channels of 1080P video simultaneous 

compression 

  Analytics Cameras 

  Facial Recognition Dome Camera (2 per Site) 

32 units 

Ultra-low light technology, 1/1.8"" Progressive Scan CMOS, ICR, 

Perimeter detection; Face recognition; multi-target-type 

detection; Face recognition (Detects up to 120 faces 

simultaneously); multi-target type Detection (Able to get 13 

human body features) 

32 units Facial Recognition Software License 

  
Automatic Plate Number Recognition/ ANPR Bullet 

Camera (2 per Site) 

32 units 

Ultra-low light technology, 1/1.8"" Progressive Scan CMOS, ICR, 

Perimeter detection; ANPR; Multi-target-type detection; Road 

Traffic and Vehicle Detection (License plate recognition rate 

≥98%) 

32 units Automatic Plate Number Recognition Software License 

  Analytics Licenses 

32 licenses Face Recognition license (1 license per channel) 

32 licenses ANPR License (1 license per channel) 

  Information Security 

  Firewall Appliance x 16 Sites 
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16 units 40F, 5 x GE RJ45 appliance (1 yr for 16 Sites) 

  Firewall Annual Subscription (1 Year) x 16 Sites 

16 units 

1-Year Unified Threat Protection  

(IPS, Advanced Malware Protection, Application Control, URL, 

DNS & Video Filtering, Antispam Service) 

  Workstations 

20 sets 

14th Gen Intel i7-14700 Processor (20 Core 2.1GHz to 5.4Ghz, 

33MB, 65W) Memory Hard Drive Graphics Card 

nVidia T400, 4GB GDDR6, 3 mD 

M.2 256GB PCIe NVMe Gen 4 Solid State Drive + 2TB (7200rpm) 

3.5" SATA Hard Drive 

16GB (1x16GB) DDR5 MT/s non-ECC Memory or any equivalent 

20 units 

Monitor 24” display 

8-bit LVDS HD (1920 × 1080) display, 3D noise reduction, Dual 

interface of HDMI and VGA 

  Managed Switch 

10 units 

Layer 3 24-Port 10/100/1000T 802.3at PoE with 4-port shared 

100/1000X SFP + 4-Port 10G SFP+ Stackable Managed Gigabit 

Switch (370W, Multicast Routing: PIM-DM/SM, DVM RP) 

  Main Distribution Frame 

10 units 

Pv6/IPv4, 24-Port 10/100/1000T 95W 802.3bt PoE + 4-Port 10G 

SFP+ Managed Switch (720W PoE budget, PoE PD alive check 

and schedule management, 250m Extend mode, 802.1Q VLAN, 

IGMP Snooping, TLSv1.2, SSHv2, SNMPv3, Cybersecurity, ACL, 

ERPS Ring, Cloud Viewer Pro app, NMS Viewer Pro app and 

NMS MQTT, supports 100FX, 1000X, 2.5G SFP and 10G SFP+ 

10 units Wall Mount Equipment Rack 12U 

10 units 
10G SFP+ Fiber Transceiver (WDM, TX:1270nm, RX:1330nm, 

DDM) - 10KM 

10 units 
Fiber distribution panel SC coupler, contain LC coupler and 

pigtail, plastic 

10 units Fiber patch cord, 1-meter, single Mode Duplex LC-SC PVC 

10 units AVR Servo type 5000 watts 
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10 units 1000VA/500 watts UPS 

10 units Cable Manager 1U Horizontal 

10 units Fiber Splicing 

  IDF for 2 FR at Entrances & 2 ANPR at Parking/Main Gate 

16 units 

Industrial L2+ 8-Port 10/100/1000T 802.3at PoE + 2-Port 10G 

SFP+ Wall-mount Managed Ethernet Switch with LCD Touch 

Screen 

16 units 
48V, 480W DIN-rail Power Supply (NDR-480-48, adjustable 48-

56V DC Output) 

16 units 
10G SFP+ Fiber Transceiver (WDM, TX:1330nm, RX:1270nm, 

DDM) - 10KM 

16 units 
Fiber distribution panel SC coupler, contain LC coupler and 

pigtail, plastic 

16 units Fiber patch cord, 1-meter, single Mode Duplex LC-SC PVC 

16 units AVR Servo type 1000 watts 

16 units 9U deep type cabinet with exhaust blowers 

  Roughing Ins / Materials for Control Room 

3,150 meters 4-Core Fiber Optic Cable 

21 units Power Cabling AWG 12/3 (Per roll) 

21 meters Data Cabling 

2,100 
lengths 

EMT pipe 

3,150 
units 

Pipe hanger 

700 
units 

Junction box 

210 
units 

Square box 

21 units Pullbox 6x6x4 

General Requirements: 
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10 lots 
Control Room Civil Works, Restoration and MDF Cable 

Dressing/Management; 

1 lot 

Installation of Device, equipment & material installation, Fiber 

optic cable, cable pulling and laying / CCTV installation  

Rough-ins materials and pipes including harnessing and 

tagging / labelling 

Integration to Command Center 

Testing, Configuration and Commissioning 

Labor and Engineering 

Project Management 

Training and Transfer of Technology 

  Note: Minimum Specifications or any equivalent 

  
Project: Inclusion (Training, Warranty, Bonds/Insurance, As-

built Plan); 

  Preventive Maintenance during warranty period 

  
Warranty: Two (2) year warranty on devices and One (1) year 

workmanship 

 

4. GENERAL SCOPE OF WORK/BID REQUIREMENT: 

4.1 Provision of Connectivity via Leased line internet subscription at Command 

Center with 300Mbps for 3 years and each airport sites with at least 20Mbps for 

1 year. 

4.2 Provision of Information Security using Firewall Appliance with 3-year Unified 

Protection for Command Center and 1 year for each Airport Sites.  

4.3 Supply, Delivery, Installation and Commissioning of Analytics Cameras, Software 

and Servers (Facial Recognition/ FR and Automatic Plate Number Recognition/ 

APNR). 

4.4 Integration of CCTV Surveillance System for 16 Airport Sites to Command Center 

at CAAP Main Office via secure network.  

4.5 Upgrade of Operator Workstations on selected airport sites; 

4.6 Supply and Delivery and Installation of Network Video Recorders with HDD 

storage (10 pcs X 10TB = 100TB per NVR), Maximum of 64 CH with 90 days 

retention at 2MP and 30fps. 

4.7 Control Room Civil Works, Restoration and MDF Cable Dressing/Management; 
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4.8 Training and Transfer of Technology for all components of the project including 

training, users, technical operation manuals. 

NOTE: The costs associated with the TIAC inspection, including travel expenses, 

accommodation and per diems for its members, will be covered by CAAP. 

4.9 Important Requirement/s: 

4.9.1 Cameras, Video Management Software/System (VMS) and Network Video 

Recorders (NVR), Encoders must be in one platform and therefore must have the 

ability to integrate with existing Alarm/Security and Access Systems. The system 

must be capable or ready for integration to the existing command center project 

of CSIS. 

4.9.2 The Contractor shall within ten (10) calendar days after issuance of Notice to 

Proceed, submit to the CAAP for approval of the brands of components and other 

accessories to be supplied including all shop drawing for its installation and a list 

of materials (with description and specifications) proposed to be used in the 

project. All components and other accessories to be installed without prior 

approval of CAAP shall be at the risk rejection. 

4.9.3 The manufacturer should have a minimum of twenty (20) years’ experience in the 

manufacture of digital video recording systems specifically for security 

surveillance applications. 

4.9.4 Certificate from Manufacturer or Principal as Authorized Distributor or Exclusive 

Partner of the CCTV Systems Cameras and its network components/devices 

offered. 

4.9.5 The assigned Project Manager for this project must have a Project Management 

Professional (PMP) Certification and shall be at least a Professional Electronics 

Communication Engineer (PECE) or Professional Electrical Engineer (PEE). 

4.9.6 Minimum PCAB License required must have a License Particular – Specialty in 

Electrical or Communication Facilities Minimum Principal Classification should be 

at least “C or D” and Size Range (Specialty) should be at least “Small B”. 

4.9.7 The bidder is required to have and submit a Value-Added Service (VAS) 

Certification issued by the National Telecommunication Commission for future 

networking requirements. 
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4.9.8 Bidder must be duly registered to the National Privacy Commission (NPC) for the 

Data Privacy Act Compliance.  Proof of Registration must be presented. 

4.9.9 Manufacturer of all CCTV equipment, Network Switches, and Servers must be CE 

or UL & ISO Certified. 

4.9.10 Warranty and Maintenance Coverage. The Bidder should provide a quarterly 

preventive maintenance during the warranty period. A helpdesk hotline should 

be provided for 24/7 technical remote and on-site support. 

4.9.11 The bidder shall submit a two (2) year maintenance strategy including spare part 

delivery or functional replacement for all equipment offered after the warranty 

period. 

4.9.12 The bidder must conduct on-site inspection/survey and shall include all of the 

following documents and shall form part of the bidder’s technical documents: 

1. Certification from CAAP that on - site inspection was conducted by the 

bidder. Bidder must present its Authority to Conduct Site Inspection duly 

signed by the ADG II, CSIS at the site prior to inspection. 

2. Photocopy of company ID of the person who conducted the site 

inspection. 

3. Photocopy of the CAAP Visitor’s logbook. 

For security purposes, only bidders who presented a proof of purchase of 

bidding documents (photocopy or original copy of receipt) is allowed to 

conduct on-site inspection/survey and will be provided with the CCTV 

Layout Plan for Cameras. 

4.9.13 Bidder must be ISO 9001 and 27001 certified for Quality Management and 

Information Security. Proof of Certification must be presented. 

5. Network Video Recorders Key Features:  

Home Page 

 

a. Provide three predefined home page modes on Web Client, including system 

installation and management mode, security control and management mode, 

and attendance management mode 

b. Supports customizing home page mode on Web Client 
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c. Supports customizing control panel on Control Client 

d. Supports switching Home page mode for visualization and non-visualization 

management 

e. Providing different report dashboards for resource status, intelligent analysis 

results, access records, vacant parking spaces, alarms, etc., on the Home page of 

Web Client 

f. Provide wizards for video management, access control, vehicle management, 

alarm detection, and digital signage management on Web Client; 

 

Live View and Playback 

 

a. Up to 64 channels live view simultaneously 

b. Custom window division configurable 

c. Viewing maps and real-time events during live view and playback 

d. Stream type self-adaptive, transcoded playback, and frame- extracting playback 

e. Fisheye dewarping of multi-channel 

f. Controlling PTZ in visualization way 

g. Supports decoding stream from cameras with high-definition, camera 

 

Recording and Storage 

 

a. Recording schedule for continuous recording, event recording and command 

recording 

b. Storing videos on encoding devices; 

c. Providing main storage and auxiliary storage 

d. Providing video copy-back 

e. Storing alarm pictures on NVRs; 

f. Supports search of VCA event related videos, video footages, and event 

triggered video footages. 

 

Event and Alarm Management 

 

a. Camera linkage, alarm pop-up window and multiple linkage actions 

b. Multiple events for video security, access control, resource group, resource 

maintenance, etc. 

c. Supports adding combined alarms in a visualization way 

 

Third-Party Integration 

 

a. Able to Send the original data such as attendance data to a third-party database 

(Microsoft® SQL Server, MySQL, PostgreSQL, or Oracle), thus the client can 

access third-party Time & Attendance and payment system 
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6. Civil, Wiring, Roughing –Ins Works as May Be Required: 

Where wiring must be between buildings, or outside anywhere, it shall be underground 

and shall be designed and installed to be weather proof. Underground conduit must be 

61 centimeters deep (where the conduit crosses a road, driveway, parking lot, or any 

paved surface it must be at least 81 centimeters deep) and be encased in concrete at 

least ten centimeters (10cm) thick. All underground works shall be restored with proper 

compaction, and proper materials (sand, gravel, etc.) 

 

All underground works that crosses pavement shall also be restored with a minimum of 

20.32 cm. of concrete on the surface, and a larger if used by heavy vehicles. All conduits 

that are on the outside walls of any and all buildings shall be properly installed and 

secured. Stainless steel pull boxes shall be installed in appropriate places. All conduits 

that are located on the outside walls, windows ledges, or any other place outside shall 

be fully encased in concrete at least 7.62 cm. thick on all sides. The concrete encasement 

shall be properly finished and painted (minimum of 2 coats) to match the color and type 

of building. No conduit or cable shall be installed on the roof of any building. Inside 

buildings, where possible, conduits shall go in ceilings and walls. Where not possible or 

too costly, they may go on walls or ceilings. 

 

All conduits shall be place where they are least visible and least likely to be damaged. All 

conduits shall be installed to make the joints entirely watertight and pest (termite) proof 

(including pull box connections). All exposed conduits must be covered with wood false 

beams using marine plywood. These false beams and any other civil works 

accomplished must be painted (2 coats minimum) to match the color of the walls and/or 

ceiling. 

 

The supplier is responsible for any damage done to the building(s) during installation. 

The Supplier must restore/repair any damage to the buildings. Cabling coming from the 

ceiling conduits going to the outlets (nodes) on the wall maybe installed with molding 

strip that properly protect the cables. The molding strips must have covers that properly 

secure the cable and shall fully encase the cable and the molding strip must be installed 

to a pull box in the ceiling connecting to the conduit. There shall be no gaps anywhere 

and flexible insulation to protect the cable in lieu of the molding the strip is not allowed. 

Tape shall not be used to fill gaps. All cabling shall be in molding strips or conduits with 

no exposed cabling whatsoever. Pull boxes must be installed at all reasonable and 

logical place in the conduit. Pull boxes must be stainless steel where they are exposed 

or outside of a building (including outside building walls). The size of the pull boxes is 

dependent on the number of cables in the conduit, but as minimum must be 75 mm by 

75 mm. 
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For underground wiring (communications, electrical, or any type) handholds are 

required. Hand holes shall be box-shaped, using reinforced concrete (reinforce bars 

must be a minimum of .12 mm thick, larger preferred, and at least every 10.16 cm). They 

shall have a concrete slopped floor with drain, with gravel underneath for proper 

draining. All concrete walls and floors shall be a minimum of 10.16 cm. thick. These 

should be placed whenever possible in non-vehicular areas. Hand holes must be at a 

minimum .61m x .91m x .91m (inside dimensions). 

 

The hand-hole covers must be reinforced concrete or steel plate (12 mm thick minimum) 

that are sealed, and support the weight of a vehicle. The covers must be designed in a 

manner that provides weatherproofing. The grounding and bonding must follow the 

Philippine Electrical Code, hand holes are required at service entrance, service exits, 

branches in conduits, a bend of 90 degrees or more, and straight runs every 30 meters. 

 

6.1 Physical Cable Installation 

 

 Cable pathways 

 

a. Pathways shall be designed and installed to meet applicable local and 

national building and electrical codes or regulations. 

b. Grounding / Earthing and bonding of pathways shall comply with 

applicable codes and regulations. 

c. Pathways shall not have exposed sharp edges that may come into contact 

with telecommunications cables. 

d. The number of cables placed in a pathway shall not exceed manufacture 

specifications, nor, will the geometric shape of a cable be affected. 

e. Pathways shall not be located in elevator shaft. 

 

Cable routing 

 

a. All horizontal cables, regardless of media type, shall not exceed 90 m (295 

ft.) from the telecommunications outlets in the work area to the horizontal 

cross connect. 

b. The combined length of jumpers, or patch cords and equipment cables in 

the telecommunications room and the work area should not exceed 10 m 

(33 ft.) unless used in conjunction with a multi-user telecommunications 

outlet. 
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c. Horizontal pathways shall be installed or selected such that the minimum 

bend radius of horizontal cables is kept within manufacturer specifications 

both during and after installation. 

d. In open ceiling cabling, cable supports shall be provided by means that is 

structurally independent of the suspended ceiling, its framework, or 

supports. These supports shall be spaced no more than 1.5 m (5 ft.) apart. 

e. Telecommunications pathways, spaces and metallic cables, which run 

parallel with electric power or lighting, which is less than or equal to 480 

Vrms, shall be installed with a minimum clearance of 50 mm (2 in.). 

f. The installation of telecommunications cabling shall maintain a minimum 

clearance of 3 m (10 ft.) from power cables in excess of 480 Vrms. 

g. No telecommunications cross-connects shall be physically located within 6 

m (20 ft.) of electrical distribution panels, step down devices, or 

transformers, which carry voltages in excess of 480 Vrms. 

h. 4-pair UTP cables shall be run from the telecommunications room serving 

that floor to every individual information outlet. The customer prior to 

installation of cabling shall approve all cable routes. 

i. The contractor shall observe the bending radius and pulling strength 

requirements of the 4-pair UTP and fiber optic cable during handling and 

installation. 

j. Each run of UTP cable between horizontal portions of the cross-connect in 

the telecommunication room and the information outlet shall not contain 

splices. 

k. In the telecommunications room where cable trays or cable racking are 

used, the contractor shall provide appropriate means of cable 

management such as reusable color-coded hook and loop cable managers 

(ties) to create a neat appearance and practical installation. In a false ceiling 

environment, a minimum of 3 inches (75 mm) shall be observed between 

the cables supports and the false ceiling. 

l. Continuous conduit runs installed by the contractor should not exceed 30.5 

m (100 ft.) or contain more than two (2) 90-degree bends without utilizing 

appropriately sized pull boxes. 

m. All horizontal pathways shall be designed, installed and grounded to meet 

applicable local and national building and electrical codes. 
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n. The number of horizontal cables placed in a cable support or pathway shall 

be limited to a number of cables that will not cause a geometric shape of 

the cables. 

o. Maximum conduit pathway capacity shall not exceed a 40% fill. However, 

Perimeter and Furniture fill is limited to 60% fill for move and changes. 

p. Horizontal distribution cables shall not be exposed in the work area or 

other locations with public access. 

q. Cables routed in a suspended ceiling shall not be draped across the ceiling 

tiles. Cable supports shall be mounted a minimum of 75 mm (3 in.) above 

the ceiling grid supporting the tiles. 

 

Work area termination 

 

a. All UTP cables wired to the telecommunications outlet/connector shall 

have 4-pairs terminated in eight-position modular outlets in the work area. 

All pairs shall be terminated. 

b. The telecommunications outlet/connector shall be securely mounted at 

planned locations. 

c. The height of the telecommunications faceplates shall be to applicable 

codes and regulations. 

 

Pulling tension 

 

a. The maximum cable pulling tension shall not exceed manufacturer’s 

specifications. 

 

Bend radius 

 

a. The maximum cable bend radii shall not exceed manufacturer’s 

specifications. 

b. In space with UTP cable terminations, the maximum bend radius for 4-pair 

cables shall not exceed four times the outside diameter of the cable and 

ten times for multi-pair cable. This shall be done unless this violates 

manufacturer’s specifications. 

c. During the actual installation, bend radius on 4-pair cable shall not exceed 

eight times the outside diameter of the cable and ten times for multi-pair 

cable. This shall be done unless this violates manufacturer’s specifications. 
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Slack 

 

a. In the work area, a minimum of 300 mm (12 in.) should be left for UTP, 

while 1 m (3 ft.) be left for fiber cables. 

b. In telecommunications room a minimum of 3 m (10 ft.) of slack should be 

left for all cable types. This slack must be neatly managed on trays or other 

support types. 

Cable tie wraps 

 

a. Tie wraps shall be used at appropriate intervals to secure cable and to 

provide strain relief at termination points. These wraps shall not be over 

tightened to the point of deforming or crimping the cable sheath. 

 

Grounding 

 

a. All grounding / earthing and bonding shall be done to applicable codes and 

regulations 

 

Fire protection 

 

a. Properly installed fire stop system shall be installed to prevent or retard 

the spread of fire, smoke, water, and gases through the building. This 

requirement applies to openings designed for telecommunications use 

that may or may not be penetrated by cables, wires, or raceways. 

b. Fir stops shall be done to applicable code. 

 

Workmanship 

 

a. All work shall be done of the highest standards in the telecommunications 

industry. All equipment and materials are to be installed in a neat and 

secure manner, while cables are to be properly dressed. Workers must 

clean any debris and trash at the close of each workday. 

 

6.2 Electrical Installation 

 

The CCTV System must run in a complete independent electrical circuit. It cannot use 

the same circuit breaker used by the airport terminal. The independent electrical 

connection must tap directly from the main commercial feeder line and distributed to 
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the command center up to the individual CCTV cameras. The electrical circuit must also 

connect to the Diesel Generator Set so that there will be no interruption of electrical 

supply. 

 

Electrical/power cabling for Camera and other network devices as maybe required: 

 

6.3 Panel boards 

 

The Supplier shall furnish and install the necessary panel boards of multi-breaker type 

including the breakers. Circuit breakers shall be tropicalized and shall be of the magnetic 

thermal type with ratings and number of poles as indicated in the plans. Panel boards 

to be used shall be flush-mounted and shall be set plumb in symmetry with the 

surrounding objects. Panel boards shall be installed in a perfectly fit cabinet of 

appropriate size provided with stop-in-door trim and good quality cylinder locks. The 

box enclosure shall be made from 2.0mm thick B.I. 

 

6.4 Conduit Works 

 

Electrical Metallic Tubing (EMT) system is required for this project except where flexible 

conduit necessary for connections to equipment in the cabinets. Standard conduits shall 

be used and shall be sheradized or zinc coated galvanized rigid steel conduit pipes. 

Conduit runs shall be concealed in drop ceilings and/or embedded in concrete 

structures where concealment is not possible. No conduit of less than 15 mm nominal 

diameter shall be installed in lieu of a larger size. Conduit runs shall be continuous from 

outlet to outlet and no running thread shall be used in any conduit runs. Conduit shall 

be saved and properly reamed and threaded. All joints shall be screwed tight and butted 

in couplings. Conduit shall enter knockouts of conduit boxes and cabinet squarely. 

Locknuts shall be screwed tight to insure electrical continuity or raceway grounding. 

Bends and offset shall be made with approved hickey or conduit bending apparatus. 

The use of pipe tee or vise for bending conduit shall not be permitted. Conduits which 

have been deformed or crushed in any manner, shall not be installed. 

 

The supplier shall cap or plug effectively in accordance with approved methods the ends 

of all conduits, which are to be left empty within the cabinet and conduit boxes so as to 

prevent the entrance of white ants and dirt within the conduit system. The cap shall be 

so placed that it can be easily removed when so desired. 

 

6.5 Wires and Wiring Methods 

 

All conductors shall be soft drawn copper conductors having conductivity of not less 

than 98% of that of pure copper. They shall be products of BPS-approved manufacturer 

such as Phelps Dodge, American, and Columbia and approved equivalents. Wiring for 
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all systems shall be in G.I. rigid steel conduits or EMT using type “THW”/ “THHN” 

conductors. Conduit shall be embedded in columns, walls, and toppings of floor slabs 

to allow flush mounting of various electrical devices. Conduit to be used for lighting 

system may be concealed inside the ceilings. Proper fittings shall be provided to ends of 

the conduit or EMT. Wiring installation through wooden double-walled partition will use 

galvanized RS conduits. In all cases, the wiring installations shall be concealed from vise. 

All conduits and conduit fittings shall be galvanized or sheradized and shall conform to 

BPS/UL standards. Minimum size of conduits to be used shall be 15mm nominal 

diameters or shall be as indicated on the plans. The smallest size of the conductor to be 

used shall be 2.0 sq.mm, THW. Larger size than 2.0 sq.mm shall be indicated on the 

plans. Circuit homeruns for power shall be 3.5 sq.mm or as indicated in the plans. All 

splices, taps and joints for all systems using conductors up to 14 sq.mm shall be 

electrically and mechanically secured before wrapping them in insulating tape up to a 

thickness equal to that of the insulation of the conductor. For conductors larger than 14 

sq.mm, proper type solderless connectors shall be used and shall be properly protected 

with both plastic and friction tapes to provide proper insulation. 

 

6.6 Grounding Installation 

 

The supplier shall furnish and install all ground cables, connection ground rods and all 

other materials required for a permanent and effective grounding system for the 

project. Grounding, in general, shall conform to the provisions of the Philippine Electrical 

Code and as recommended by the equipment manufacturer. All enclosures for electrical 

equipment regardless of voltage shall be grounded. Each shall be grounded in a 

common grounding system. Grounding rods shall be copper clad steel with minimum 

diameter of 20mm and minimum length of 3000mm. Ground clamps shall be of high 

compression, solderless cast design frame of higher copper alloy bronze with minimum 

thickness of 4.7 mm and hardware made from silicon bronze. The clamps shall be of 

shape and size to fit the point of application and type of connection to be made from 

cable to rod, pipe and curved or flat surfaces. Connections shall be such that the clamps 

and connections can be inspected and checked for maintenance purposes. 

 

6.7 Surveillance System and Data Center Design 

Must provide as built designs and engineering designs for all components within the 

command center, Data Center and Outdoor Camera locations. 

8. OTHER CONSIDERATIONS PRIOR TO ACCEPTANCE: 

8.1. Testing and Commissioning 
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Testing and Commissioning shall be carried out once all materials and equipment 

has been fully installed and tested. No commissioning shall be commenced without 

prior approval of the authorized personnel of the project. 

 

8.2. Training and Transfer of Technology 

 

The Contractor shall provide technical training for all assigned technical personnel 

and user training for all personnel who will use the system.  

 

The following training will be provided: 

 

a. User and Administrator Training 

b. IP Camera Operation including settings for Video Analytics 

c. Video Management System 

d. Outdoor and indoor Installation of equipment and Fiber Optic Network 

e. Installation, Configuration and troubleshooting of all equipment 

f. Switches and Server Training  

g. Technical Troubleshooting  

 

Training of Personnel: 

 

a. CSIS Representatives 6 pax for User Training 

b. CSIS Representatives 4 pax for Technical Training 

 

Duration of Training: 

 

User Training: 1 week (or if deem necessary to extend) 

Technical Training: 2 weeks (or if deem necessary to extend) 

 

9. Warranty Period  

 

The Contractor shall provide two (2) years on both equipment and on maintenance 

services for the warranty of equipment. Quarterly preventive maintenance shall be 

performed as part of the warranty agreement. A technical hotline/helpdesk support 

shall be provided by the bidder/supplier which is available 24/7 for remote and on-site 

support free of charge. 
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10. Intellectual Property Rights and Transfer of Technology 

 

The Contractor shall grant the purchaser personal, non-exclusive, non-transferable 

rights to use the security and surveillance software only in connection with this project, 

such right referred to as license to Use. All specification, plans, drawings, pattern, 

sample or information furnished by or on behalf of the Procuring Entity shall be turnover 

by the Contractor upon receipt of project completion and acceptance. 

 

11. As – Built Drawing  

 

The Contractor shall supply to CAAP As-Built Drawings (in A1 or otherwise agreed by 

both parties) of the Works, including electronic files (in PDF file and in AutoCAD File), 

showing all Works as executed, within thirty (30) days after the Date of Completion. The 

PDF file shall be the official and binding electronic copy of the As-Built Plans of the 

Project. The AutoCAD File shall be for the exclusive use of the CAAP only and shall not 

be shared or given to third parties without the prior written consent of the CAAP. 

 

 

12. Operating and Maintenance Manual 

 

The Contractor shall prepare and submit a Complete Operating and Maintenance 

Manual to the CAAP for approval, 30-60 days prior to the scheduled date of training. 

All manuals shall be written in the English language and all drawing drawn to SI/metric 

units. Documents shall be made in well-structured manner relevant to the System and 

its Sub-systems. 

All manuals shall be provided in electronic format, and copies of properly bound oil and 

dirt resistant hard copies. The material for the hard copies shall be approved by the 

CAAP. 

A. Maintenance Manuals 

The maintenance manuals shall provide all necessary detail to perform the work 

required, and shall include the judicious use of diagrams, drawings, photographs, 

illustrations, etc., as appropriate for the task at hand, including necessary safety 

precautions. Detailed maintenance and troubleshooting procedures and test and 

repair procedures shall be provided for all electronic assemblies and circuit boards. 

Manuals shall identify all tools (special and standard) needed to perform the work. 

This listing of tools shall be provided in the section describing the discrete task being 

performed. 
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Scheduled Maintenance Manual shall describe all work and inspections to be 

performed according to pre-set time periods or operating hours. An appropriate 

troubleshooting guide and/or parts repair /replacement shall be provided. 

B. Operating Manuals 

The Operating Manuals shall contain all information required for the proper 

operation of the system, including all related sub-system. The operating manuals 

shall include general system familiarization material and the location, function and 

operation of all controls, switches, indicators, and user interfaces. 

 

Bids not complying with the any of the items in the Terms of Reference (TOR) 

shall be disqualified. 

 

 

 

 

 

Section VIII. Checklist of Technical and 

Financial Documents 
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Notes on the Checklist of Technical and Financial Documents 
 

The prescribed documents in the checklist are mandatory to be submitted in the 

Bid, but shall be subject to the following: 

 

a. GPPB Resolution No. 09-2020 on the efficient procurement measures 

during a State of Calamity or other similar issuances that shall allow the use 

of alternate documents in lieu of the mandated requirements; or 

 

b. Any subsequent GPPB issuances adjusting the documentary requirements 

after the effectivity of the adoption of the PBDs. 

 

The BAC shall be checking the submitted documents of each Bidder against this 

checklist to ascertain if they are all present, using a non-discretionary “pass/fail” 

criterion pursuant to Section 30 of the 2016 revised IRR of RA No. 9184. 
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Checklist of Technical and Financial Documents 

I. TECHNICAL COMPONENT ENVELOPE  

Class “A” Documents 

Legal Documents  

   (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages); or 

Technical Documents  

   (b) Statement of the prospective bidder of all its ongoing government and private 

contracts, including contracts awarded but not yet started, if any, whether similar or not 

similar in nature and complexity to the contract to be bid; (BF – Form 1) 

   (c) Statement of the bidder’s Single Largest Completed Contract (SLCC) similar to the 

contract to be bid, except under conditions provided for in Sections 23.4.1.3 and 23.4.2.4 

of the 2016 revised IRR of RA No. 9184, within the relevant period as provided in the 

Bidding Documents; (BF – Form 2) 

   (d) Original copy of Bid Security. If in the form of a Surety Bond, submit also a 

certification issued by the Insurance Commission; or Original copy of Notarized Bid 

Securing Declaration;  

   (e) Conformity with the Technical Specifications, which may include 

production/delivery schedule, manpower requirements, and/or after sales/parts, if 

applicable;  

   (f) Latest official OEM Equipment Technical Characteristics, Specifications and/or 

Sales Materials reflecting all performance and functional specifications of proposed 

equipment. (the language that shall be used be in English) 

   (g) Certificate from Manufacturer or Principal as Authorized Distributor of the CCTV 

Systems Cameras and its network components/devices offered; 

   (h) Minimum PCAB License required must have a License Particular – Specialty in 

Electrical or Communication Facilities Minimum Principal Classification should be at 

least “C or D” and Size Range (Specialty) should be at least “Small B”; 

   (i) Project Management Certification at least a Professional Electronics 

Communication Engineer or Professional Electrical Engineer; 
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   (j)Value Added Service (VAS) Certification issued by the National Telecommunication 

Commission for future networking requirements; 

   (k) National Privacy Commission Certification as Data Privacy Act Compliant; 

   (l) ISO 9001 and 27001 Certification for Quality Management and Information 

Security; 

   (m) Authority to Conduct Site Inspection duly signed by ADG II/Chief, CSIS or his duly 

authorized representative (BF-Form 5); 

   (n) Certificate of Site Inspection duly signed by the CSIS Representative (BF-Form 6); 

   (o) Original duly signed Omnibus Sworn Statement (OSS); and if applicable, Original 

Notarized Secretary’s Certificate in case of a corporation, partnership, or cooperative; or 

Original Special Power of Attorney of all members of the joint venture giving full power 

and authority to its officer to sign the OSS and do acts to represent the Bidder; (BF – 

Form 3) 

   (p) Legal Clearance to be issued by the CAAP Enforcement and Legal Service with 

respect to the non-pendency of any cases of prospective bidders against the Authority;  

   (q) Certification under oath attesting that they have no pending case(s) against the 

Government, in addition to the eligibility requirements for bidders as prescribed under 

the Revised Implementing Rules and Regulations (Revised IRR) of RA 9184; 

   (r) Bid Bulletin (if applicable); 

Financial Documents  

   (s) The Supplier’s audited financial statements, showing, among others, the 

Supplier’s total and current assets and liabilities, stamped “received” by the BIR or its 

duly accredited and authorized institutions, for the preceding calendar year which 

should not be earlier than two (2) years from the date of bid submission; and  

   (t) The prospective bidder’s computation of Net Financial Contracting Capacity 

(NFCC); or A committed Line of Credit from a Universal or Commercial Bank in lieu of its 

NFCC computation (BF – Form 4); 

Class “B” Documents 
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   (v) If applicable, a duly signed joint venture agreement (JVA) in case the joint venture 

is already in existence; or duly notarized statements from all the potential joint venture 

partners stating that they will enter into and abide by the provisions of the JVA in the 

instance that the bid is successful.  

Other documentary requirements under RA No. 9184 (as applicable)  

   (w) [For foreign bidders claiming by reason of their country’s extension of reciprocal 

rights to Filipinos] Certification from the relevant government office of their country 

stating that Filipinos are allowed to participate in government procurement activities for 

the same item or product.  

   (x) Certification from the DTI if the Bidder claims preference as a Domestic Bidder or 

Domestic Entity 

II. FINANCIAL COMPONENT ENVELOPE 

   (y) Original of duly signed and accomplished Bid Form; (BF – Form 7) 

   (z)Original of duly signed and accomplished Financial Proposal Submission Sheet; 

(BF – Form 8) 

   (AA) Bill of Quantities; (BF – Form 9) 

   (BB) Goods Offered from Abroad; (BF – Form 10) and 

   (CC) Goods Offered within the Philippines (BF – Form 11) 

 

 

 

 
 

 
 

 

 

 

 

 

(BF-Form 1) 
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STATEMENT OF ALL ONGOING GOVERNMENT AND PRIVATE CONTRACTS INCLUDING 

CONTRACTS AWARDED BUT NOT YET STARTED 

 

NAME OF CONTRACT TO BE BID: CCTV SURVEILLANCE SYSTEM COMMAND CENTER INTEGRATION 

AND CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES) 

 

This is to certify that ________________________________________ has the following ongoing government and 

private contracts including contracts awarded but not yet started within the last Five (5) years: 

 

Name of the 

Contract 

Date of 

the 

Contract 

Contract 

Duration 

Owner’s  

Name & Address 

Kind of 

Goods 

Amount of 

Contract 

Value of 

Outstanding 

Contract 

Date of 

Delivery 

I.  GOVERNMENT NONE 

II.  PRIVATE        

        

        

        

        

        

        

        

 

INSTRUCTIONS: 

 

a.) State all ongoing contracts including those awarded but not yet started (government and private contracts which 

may be similar to the project called for bidding) as of the day before the deadline of submission and opening of 

bids. 

b.) If there is no ongoing contract including awarded but not yet started as of the aforementioned period, state none 

or equivalent term. 

c.) The total amount of the ongoing and awarded but not yet started contracts should be consistent with those used 

in the Net Financial Contracting Capacity (NFCC) in case an NFCC is submitted as an eligibility document. 

 

Note: The supporting documents stated below shall be presented during the post-qualification. Failure to comply 

shall be grounds for the disqualification of the bidder: 

 

1.) Notice of Award; 

2.) Notice to Proceed; and 

3.) Contract Agreement. 

 

CERTIFIED CORRECT: 

___________________________________ 

Name & Signature of Authorized Representative 

                ___________________________ 

Position 

                                     ________________ 

Date 

 

(BF-Form 2) 
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STATEMENT OF THE BIDDER’S SINGLE LARGEST COMPLETED  

CONTRACT (SLCC) OR TWO (2) SIMILAR COMPLETED CONTRACTS 

 

NAME OF CONTRACT TO BE BID: CCTV SURVEILLANCE SYSTEM COMMAND CENTER INTEGRATION AND 

CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES) 

 
This is to certify that ______________________________________ has the following Single Largest Completed 

Contract (SLCC) similar to the contract to be bid equivalent to at least Fifty Percent (50%) of the Approved 

Budget to the Contract (ABC) or at least two (2) Similar Completed Contracts and the aggregate contract 

amounts should be equivalent to at least “fifty percent (50%)” of the ABC, with the largest of these similar 

contracts being equivalent to at least “twenty five percent (25%)” of the ABC and completed within the 

last Five (5) years: 

 

Name of the 

Contract 

Date of the 

Contract 

Contract 

Duration 

Owner’s  

Name & Address 

Kind of 

Goods 

Amount of 

Completed 

Contract 

Date of 

Delivery 

End-User’s 

Acceptance 

 

 

 

 

 

       

 

Instructions: 

 

a.) Cut-off date:  The day before the submission and opening of bids. 

b.) In the column for “End-user’s Acceptance”, indicate the date of acceptance or Official Receipt. 

  

Note: The documents listed below must be submitted as attachments to BF–Form 2. Failure to comply 

will result in the disqualification of the bidder. 
 

1.) Contract Agreement; 

2.) Certificate of Completion; and 

3.) Certificate of Performance 

 

 

CERTIFIED CORRECT: 

 

____________________________________ 

Name & Signature of Authorized Representative 

 

              _______________________________ 

Position 

                     ___________________________ 

Date 

 

(BF-Form 3) 
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OMNIBUS SWORN STATEMENT 
 

 

REPUBLIC OF THE PHILIPPINES ) 

CITY/MUNICIPALITY OF ______ ) S.S. 

 

A F F I D A V I T  

 

I, _______________, of legal age, ________, ___________, and residing at ____________________, after having 

been duly sworn in accordance with law, do hereby depose and state that: 

 

1.  I am the duly authorized and designated representative of _______________________________ 

with office address at _________________________________________; 

 

2. I am granted full power and authority to do, execute and perform any and all acts 

necessary to participate, submit the bid, and to sign and execute the ensuing contract for 

CCTV SURVEILLANCE SYSTEM COMMAND CENTER INTEGRATION AND CONNECTIVITY FOR 

AIRPORTS AND FACILITIES (16 SITES) of the CIVIL AVIATION AUTHORITY OF THE 

PHILIPPINES (CAAP), as shown in the attached duly notarized Secretary’s Certificate. 

3. __________________________________________________ is not “blacklisted” or barred from bidding by 

the Government of the Philippines or any of its agencies, offices, corporations, or Local 

Government Units, foreign government/foreign or international financing institution 

whose blacklisting rules have been recognized by the Government Procurement Policy 

Board; 

 

4. Each of the documents submitted in satisfaction of the bidding requirements is an 

authentic copy of the original, complete, and all statements and information provided 

therein are true and correct; 

5. __________________________________________________ is authorizing the Head of the CAAP or its 

duly authorized representative(s) to verify all the documents submitted; 

 

6. None of the officers, directors, and controlling stockholders of 

_____________________________________ is related to the Head of the CAAP, members of the Bids 

and Awards Committee (BAC), the Technical Working Group, and the BAC Secretariat, the 

head of the Project Management Office or the end-user unit, and the project consultants 

by consanguinity or affinity up to the third civil degree; 

 

7. ____________________________________________ complies with existing labor laws and standards; 

and 

8. _____________________________________________________ is aware of and has undertaken the 

following responsibilities as a Bidder: 

 

a) Carefully examine all of the Bidding Documents; 
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b) Acknowledge all conditions, local or otherwise, affecting the implementation of the 

Contract; 

 

c) Made an estimate of the facilities available and needed for the contract to be bid, if 

any; and 

 

d) Inquire or secure Supplemental/Bid Bulletin(s) issued for the CCTV SURVEILLANCE 

SYSTEM COMMAND CENTER INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND 

FACILITIES (16 SITES). 

 

9. __________________________________________________________ did not give or pay directly or 

indirectly, any commission, amount, fee, or any form of consideration, pecuniary or 

otherwise, to any person or official, personnel or representative of the government in 

relation to any procurement project or activity. 

 

 

IN WITNESS WHEREOF, I have hereunto set my hand this __ day of ___, 20__ at ____________, 

Philippines. 

 

      _____________________________ ________ 

     Bidder’s Representative/Authorized Signatory 

 

 

SUBSCRIBED AND SWORN to before me this ___ day of [month] [year] at [place of 

execution], Philippines. Affiant/s is/are personally known to me and was/were identified by me 

through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. 

No. 02-8-13-SC). Affiant/s exhibited to me his/her Passport, with his/her photograph and 

signature appearing thereon, with no. ____________. 

 

 Witness my hand and seal this ___ day of [month] [year].   

 

 

 

      NAME OF NOTARY PUBLIC 

      Serial No. of Commission _______________ 

      Notary Public for _______ until __________ 

      Roll of Attorneys No. __________________ 

      PTR No. ______ [date issued], [place issued] 

      IBP No. ______  [date issued], [place issued] 

 

 

Doc. No. _____ 

Page No. _____ 

Book No. _____ 

Series of ____ 

(BF-Form 4) 
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FINANCIAL DOCUMENTS FOR ELIGIBILITY CHECK 

 

A. Summary of the Applicant Supplier’s/Distributor’s/Manufacturer ’s assets and liabilities on the basis 

of the attached Income Tax Return and Audited Financial Statement, stamped “RECEIVED” by the 

Bureau of Internal Revenue (BIR) or BIR authorized collecting agent, for the immediately preceding 

year and a certified copy of Schedule of Fixed Assets particularly the list of construction equipment. 

 

Item 

No. 
Particular Year 2024 

   

   

   

   

   

   

 

B. The Net Financial Contracting Capacity (NFCC) based on the above data is computed as follows: 

 

NFCC = K (Current Assets – Current Liabilities ) minus value of all outstanding works under ongoing 

contracts including awarded contracts yet to be started 

 

NFCC = Php  

 

K = 15 regardless of the period or duration of the project. 

 

Or 

 

Commitment from a licensed bank to extend to it a credit line if awarded the contract or cash deposit 

certificate in the amount of at least 10% of the proposed project to bid. 

 

Name of Bank:________________________ Amount:_____________________ 

 

Herewith attached are certified true copies of the Income Tax Return and Audited Financial Statement 

stamped “RECEIVED” by the BIR or BIR authorized collecting agent for the immediately preceding year and 

the cash deposit certificate or certificate of commitment from a licensed bank to extend a credit line. 

 

Submitted by: 

 
 

Name of Bidder 

 

Bidder’s Authorized Representative 

(Signature over Printed Name) 
 

 

Date 
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(BF-Form 5) 

 

AUTHORITY TO CONDUCT SITE INSPECTION 

 
PUBLIC BIDDING FOR THE CCTV SURVEILLANCE SYSTEM COMMAND CENTER 

INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES)  

(BID NO. 25 –_____ –___  BRAVO) 

 

This is to authorize _____________________________________________ of the 

_____________________________________________________ to conduct Site Inspection in at the 

following airport sites: Puerto Princesa Intl, Bicol Intl, Iloilo Intl, Kalibo Intl, Bacolod, 

Zamboanga, Pagadian, General Santos, Davao Intl, Butuan, Cauayan, Basco, Naga, Virac, 

Masbate and Tacloban Airports. 

Issued this _________________ day of _____________________ 20____ at CAAP Main Office, Old 

Mia Road, Pasay City, Metro Manila. 

 

 

 

MGEN RICARDO C. BANAYAT, AFP (RET) 

Assistant Director General II, CSIS   

 

 

 

Name & Position of Bidder’s Authorized Representative 

Name of Bidder 
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(BF-Form 6) 

 

Date: __________________ 

 

CERTIFICATE OF SITE INSPECTION 

 

This is to certify that _____________________________________________ represented by 

_____________________________________________________ has conducted Site Inspection/Survey 

at _____________________ on _____________________ in connection with their intention to 

participate in the Public Bidding for the CCTV SURVEILLANCE SYSTEM COMMAND 

CENTER INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 

SITES) (BID NO. 20 – __ – __BRAVO). 

 

_______________________________________________ 

Name & Signature of CSIS Representative 

__________                ___________________________ 

Position 

________                                     ________________ 

Date 

 

 

 

Name of Bidder 

Name of Authorize Representative 
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(BF-Form 7) 

 

BID FORM 
 

 

 

 

 

To: Civil Aviation Authority of the Philippines (CAAP) 

MIA Road corner Ninoy Aquino Avenue, Pasay City, 1300 

CAAP Bids and Awards Committee  

Telephone No.: (02) 944-2358 

       E-mail: bac@caap.gov.ph 

 

Gentlemen and/or Ladies: 

 

 Having examined the Bidding Documents including Bid Bulletin Numbers ____________, 

the receipt of which is hereby duly acknowledged, we, the undersigned, offer to the 

________________________ at various radar sites (8 sites)/ [supply/deliver/perform] 

[description of the Goods] in conformity with the said Bidding Documents for the sum of 

____________________________________________ or such other sums as may be ascertained in 

accordance with the Schedule of Prices attached herewith and made part of this Bid. 

 

 We undertake, if our Bid is accepted, to deliver the goods in accordance with the 

delivery schedule specified in the Schedule of Requirements. 

 

 If our Bid is accepted, we undertake to provide a performance security in the form, 

amounts, and within the times specified in the Bidding Documents. 

 

 We agree to abide by this Bid for the Bid Validity Period specified in   for ITB Clause 

14.2 and it shall remain binding upon us and may be accepted at any time before the 

expiration of that period. 

 

Commissions or gratuities, if any, paid or to be paid by us to agents relating to this 

Bid, and to contract execution if we are awarded the contract, are listed below:2 

 

Name and 

address of 

agent 

 Amount and 

Currency 

 

 Purpose of 

Commission or 

gratuity 

 
2 Applicable only if the Funding Source is the ADB, JICA or WB. 

Date:  

Invitation to Bid No.:  
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(if none, state “None”) 

 

  

 Until a formal Contract is prepared and executed, this Bid, together with your 

written acceptance thereof and your Notice of Award, shall be binding upon us. 

 

We understand that you are not bound to accept the Lowest Calculated Bid or any 

Bid you may receive. 

  

 We certify/confirm that we comply with the eligibility requirements as per ITB 

Clause 10.1 of the Bidding Documents. 

 

 We likewise certify/confirm that the undersigned is granted full power and 

authority by the ______________________________________________ to participate, submit the bid, 

and to sign and execute the ensuing contract on the latter’s behalf CCTV SURVEILLANCE 

SYSTEM COMMAND CENTER INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND 

FACILITIES (16 SITES) of the CIVIL AVIATION AUTHORITY OF THE PHILIPPINES (CAAP). 

 

 We acknowledge that failure to sign each and every page of this Bid Form, including 

the attached Schedule of Prices, shall be a ground for the rejection of our bid.  

 

Dated this _____ day of _________. 

 

 

                 

[signature] [in the capacity of] 

 

Duly authorized to sign Bid for and on behalf of _________________________________ 
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  (BF-Form 8)   

FINANCIAL PROPOSAL SUBMISSION SHEET 

 

                                   Date: _______________ 

 

ATTY. DANJUN G. LUCAS 

Chairperson, Bids and Awards Committee  

Civil Aviation Authority of the Philippines 

MIA Road corner Ninoy Aquino Avenue,  

1300 Pasay City, Metro Manila 

 

We, the undersigned, offer to provide for the CCTV SURVEILLANCE SYSTEM 

COMMAND CENTER INTEGRATION AND CONNECTIVITY FOR AIRPORTS AND FACILITIES 

(16 SITES) in accordance with your Bidding Documents for CAAP. Our Financial Proposal 

is for the sum of ______________________________________________ This Financial Proposal shall 

be binding upon us up to the expiration of the Bid Validity period on (120thday from 

the Opening of Bids). 

 

We acknowledge and accept the CAAP’s right to inspect and audit all our records 

relating to our Bid, irrespective of whether or not we enter into a contract with it as a 

result of this Bid. 

 

We confirm that we have read, understood and accept the contents of the above 

mentioned Bidding Documents as well as any and all Supplemental/Bid Bulletins issued 

and other attachments and inclusions included in the Bidding Documents provided. 

 

We acknowledge that the CAAP is not bound to accept any Bid received by it. 

 

  Yours sincerely, 

 
 

  
 

Name & Position of Signatory 

 

 

Name of Bidder 

 

 
Address 
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 (BF-Form 9)   

 

BILL OF QUANTITIES 

 

Project: CCTV SURVEILLANCE SYSTEM COMMAND CENTER INTEGRATION AND 

CONNECTIVITY FOR AIRPORTS AND FACILITIES (16 SITES) 

 

Item 

No. 

Description Quantity Unit Unit Cost Total 

      

      

      

      

      

      

      

 

TOTAL BID AMOUNT (Php) _______________________________________ 

 

TOTAL BID AMOUNT IN WORDS  _______________________________________ 

 _______________________________________ 

 _______________________________________ 

 

 

 

 

SUBMITTED BY: 

 

                   Signature: __________________________ 

                                                                                

       Printed Name: _______________________ 

                    

       Position: ___________________________ 

        

       Name of Company: ___________________ 

              

        Date: ______________________________ 

  

 (BF-Form 10)   
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For Goods Offered From Abroad  

 

Name of Bidder  .  Invitation to Bid3 Number  __.  Page   of 

 . 

 

 

1 2 3 4 5 6 7 8 9 
Item Descriptio

n 

Country 

of origin 

Quantity Unit price CIF port of 

entry (specify port) 

or CIP named place 

(specify border point 

or place of 

destination) 

Total CIF or 

CIP price per 

item 

(col. 4 x 5) 

Unit Price 

Delivered Duty 

Unpaid (DDU) 

Unit price 

Delivered Duty 

Paid (DDP) 

Total Price 

delivered 

DDP 

(col 4 x 8) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

        

 

 

 

 

 

 

 
 (BF-Form 11)   

 
3 If ADB, JICA and WB funded projects, use IFB. 
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For Goods Offered From Within the Philippines 

 

Name of Bidder  .  Invitation to Bid4 Number  .  Page   of 

 . 

 

 

1 2 3 4 5 6 7 8 9 10 
Item Descriptio

n 

Country 

of origin 

Quantity Unit price 

EXW per item 

Cost of local 

labor, raw 

material, 

and 

component2 

Total price 

EXW per 

item 

(cols. 4 x 5) 

Unit prices 

per item final 

destination 

and unit price 

of other 

incidental 

services 

Sales and 

other taxes 

payable per 

item if 

Contract is 

awarded 

Total Price 

delivered Final 

Destination 

(col  8 + 9) x 4 

 

 

 

 

 

 

 

 

 

 

 

 

         

 

 

 

 

 

 

 

 

 

 
 

 

 
 

4 If ADB, JICA and WB funded projects, use IFB. 
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