Republic of the Philippines
CIVIL AVIATION AUTHORITY OF THE PHILIPPINES

BID BULLETINNO. _ 1
7 1 NOY , 2025

. Attention is hereby invited to the Bidders of the project PURCHASE/INSTALLATION OF
METEOROLOGICAL INSTRUMENTS FOR CATARMAN AIRPORT (SINGLE SITE) - Bid 25-103-07

BRAVO.

Il Please note the following amendments to the project requirements.

Reference Clause/Item Change Type Amendment
VI. Schedule of | Subsection IV: Revision
Requirements Frangible 10 meters Mast Qty | Unit

with Lightning Protection
and Obstacle Light

ICAO Compliant Frangible
10-m Mast complete with:
Foundation kits with
Plywood box

Provision for lightening rod
Passive Lightning Rod

LED Obstacle Lights
Universal Mounting Arm for
wind sensors

Accessories, Connectors &
Mounting Kits

Testing & Personnel Training

] set

V. Special 5 Addition The Contractor/Supplier shall ensure that all
Conditions of meteorological sensors maintain a valid
Contract calibration certificate throughout the Defect
Liability Period (DLP) and Warranty Period
(total of two (2) years). OEM recommended
calibration interval shall be the basis for the
validity of the calibration certificate.

VII. Technical A.10 Revision The Contractor must submit Calibration
Specifications Certificates with Test Reports of all the
meteorological sensors prior to acceptance
test. This may be sourced from PAGASA or
from any ISO/IEC 17025 accredited testing
and calibration laboratory (including the
OEM's factory/laboratory). ISO/IEC 17025
Certificate of Accreditation of the laboratory
must accompany the Test Report. Cost of the
certification shall be borne by the contractor.

G.1.1 Addition The Contractor/Supplier shall ensure that all
meteorological sensors maintain a valid
calibration certificate throughout the Defect
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Lability Period (DLP) and Warranty Period

(total of two (2) years) including the sensor
spares (if available). |
Note: If a senor’s calibration status expires
prior to the end of the Warranty Period (based
on OEM recommended calibration interval),
the Contractor/Supplier shall shoulder the
cost, logistics, and execution of the re-
calibration to restore its validity through the
end of the Warranty Period. )
Addition To ensure service continuity during repair or
calibration, the contractor shall provide a
service unit (or the spare may be used), |
provided its calibration certificate/test report

remains valid. B 1

. For the information and guidance of all concerned.

LEANDROR. VARQUEZ
OIC, Air Mavigation Service

MGEN RI
Vice-Chai

O C BANAYAT AFP (RET)
Bids and Awards Committee - Bravo
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