Republic of the Philippines
CIVIL AVIATION AUTHORITY OF THE PHILIPPINES

BID BULLETIN NO.1
November 07, 2025

I Attention is hereby invited to the Bidders of the Project - SUPPLY,
DELIVERY, [INSTALLATION, CONFIGURATION, TESTING, AND
COMMISSIONING OF UNIFIED COMMUNICATION PLATFORM - PHASE 1
(17 SITES) with BID NO. 25-92-10 BRAVO.

Il. Please be informed of the following clarification/s:

On the submitted Bidding
Document

Section VII. Technical Specifications
See Annex A for the Technical

letter C (Pjge 40 g Specifications of DMR Fixed Base Station
DMR Fixed Base Station an and DMR Handheld Radios

DMR Handheld Radios

Amendment/ Clarification

*** Nothing Follows***

. This shall be an integral part of the Bidding Documents, and the same shall
be enclosed in the technical bid envelope/components and shall be marked
accordingly.

IV. Bids not complying with the above instruction shall be disqualified.

For the information and guidance of all concerned.

0. OGABAR
End-User

Noted by:

MGEN RI C BANAYAT, AFP (RET)
Vice Chairperson
Bids and Awards Committee - Bravo




Annex A: Technical Specification of DMR Fixed Base Station and DMR
Handheld Radios

DMR Fixed Base Station:

General Technical Specifications

C.5.1

Frequency range: 136-174MHz

C.5.2

Channel Capacity: not less than 1000

C53

Channel Spacing: 12.5KHz / 20KHz / 25KHz

| C.54

Operating Voltage: DC: 13.6V+15%

Frequency Stability: £ 0.5ppm

f C.5.5
‘ C.5.6

Antenna Impedance: 50Q

C57

Display: 2.4-inch LCD

C.6

Receiver Technical Specifications

.61

Sensitivity Digital: 0.18uV/BER 5%

C62

Spurious Response Rejection: 75dB@12.5/20/25KHz

£o

Intermodulation: 75dB @12.5/20/25Khz

C.64

Rated Audio Distortion: <3%; Audio Response: +1 ~-3dB

£65

Hum and Noise: 40dB @12.5KHz / 43dB@20KHz / 45dB @25Khz

C.6.6

Rated Audio Power Output: Internal(20Q Load) - 3W, External (8Q Load) -
7.5W

c.6.7

Max Audio Power Output: Internal(20Q Load) - 8W, External (8Q Load) - 20W

C.7

Transmitter Technical Specifications

C.7.1

RF Power Output : 5-50W (adjustable)

C.7.2

Hum and Noise: 40dB @12.5KHz / 43dB@20KHz / 45dB @25Khz

C.73

Audio Response: +1 ~-3dB; Audio Distortion: <3%

C74

Digital Protocol: ETSI-TS102 361-1,-2,-3

C.7.5

Digital Vocoder Type: AMBE +2

Environmental Technical Specifications

C8.1

Operating Temperature: -30°C ~+60°C

(0L

Storage Temperature: -40°C ~+85°C

Dustproof & Waterproof: IP54

c8.4

Humidity / Shock &Vibration: Per MIL-STD-810H Standard

DMR Handheld Radio:

C.9

General Technical Specifications

Co.1

Frequency range: 136-174MHz

€.9.2

Channel Capacity: not less than 200

C93

Channel Spacing: 12.5KHz / 25KHz

Cc9.4

Operating Voltage: 7.4V

€95

Frequency Stability: + 0.5ppm

C9.6

Antenna Impedance: 50Q

|
Cc.8.3




C.9.7

Battery: at least 2000mAh

Ca8

Battery Life (5/5/90): Analog/Digital - 12/16 hours

C.10

Receiver Technical Specifications

C.10.1

Sensitivity Digital: 0.22pV/BER 5%

C.10.2

Spurious Response Rejection: 70dB@12.5/25KHz

C.10.3

Intermodulation: 70dB @12.5/25Khz

C.10.4

Rated Audio Distortion: <3%; Audio Response: +1 ~-3dB

C.10.5

Hum and Noise: 40dB @12.5KHz / 45dB @25Khz

C.11

Transmitter Technical Specifications

o %

RF Power Output: 1-5W

C.11.2

Hum and Noise: 40dB @12.5KHz / 45dB @25Khz

C.11.3

Audio Response: +1 ~-3dB; Audio Distortion: <3%

C11.4

Digital Protocol: ETSI-TS102 361-1,-2,-3

C.11.5

Digital Vocoder Type: AMBE +2

c.12

Environmental Technical Specifications

C1a

Operating Temperature: -30°C ~+60°C

C12:2

Storage Temperature: -40°C ~+85°C

123

Dustproof & Waterproof: IP54

C12.4

Humidity / Shock &Vibration: Per MIL-STD-810G Standard




