BAGONG PILIPINAS

Republic of the Philippines
CIVIL AVIATION AUTHORITY OF THE PHILIPPINES

0 DEC

BID QIULLETIN NO.

6
EC 2025

|, Attention is hereby invited to the Bidders of the project PURCHASE/INSTALLATION OF AWOS
FOR PUERTO PRINCESA INTERNATIONAL AIRPORT - Bid 25-102-11 BRAVO.

Il.  Please note the following amendments to the project requirements.,

Reference

Clause/ltem

Change Type

Amendment

VII. Technical
Specifications

A9

Clarification

The Meteorological (MET) Instrument is continuously
exposed to harsh outdoor environments, including
humidity, rainfall, coastal salt spray, industrial
pollutants, and prolonged UV exposure. To ensure
long-term reliability, structural integrity, and data
accuracy, the materials and protective coatings used
in weather stations must demonstrate proven
resistance to corrosion and environmental
degradation.

For compliance purposes, ISO 2997 and/or ISO 12944
is the minimum required standard.

This standard provides the baseline criteria for
corrosion resistance in components exposed to
saline, coastal, and high-humidity environments.

The additional referenced standards—ASTM B117, JIS
Z 2371, ASTM G85, MIL-STD-810H (Method 509.7), ISO
12944-6, and SO 20340—are internationally
recognized test methods that may be used as optional
or alternative evidence of enhanced durability. These
standards are commonly applied to critical weather-
station components such as anemometers, rain
gauges, sensor housings, mounting brackets,
meteorological masts, offshore weather buoys, and
other exposed hardware.

VI. Schedule of
Requirements

Vil

For Information

The spare Central Rack Server shall serve as the
redundant unit for the Central Processing system to
be installed.

For Information

Forward Scatter Visibility Meter is a type of Forward
Scatter Sensor, specifically designed to measure the
atmospheric extinction coefficient for the assessment
of Runway Visual Range (RVR) along a runway, as
clarified in Bid Bulletin No. 3.

Accordingly, this requirement explicitly pertains to a
visibility meter and not to a Forward-Scatter Visibility
sensor.
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1. For the information and guidance of all concerned.

Vice-Chair,\Bids and Awards Committee - Bravo
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