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BAGONG PILIPINAS

Republic of the Philippines

CIVIL AVIATION AUTHORITY OF THE PHILIPPINES

BID BULLETIN NO. 2
0 5 DEC 2005

Attention is hereby invited to the Bidders of the project Establishment of Six ADS-B (Laoag,
Tagaytay, Jomalig, Mt. Majic, Gensan, Puerto Princesa - Bid 25-108-11 BRAVO.

Please note the following amendments to the project requirements.

Reference

Clause/lte
m

Change
Type

Amendments

Invitation to
Bid

ltem No. 2

Clarification

References for installed systems shall be
for stand-alone ADS-B systems including
the requirement for the 10 years
experience in OEM manufacturing.

To further clarify, this means that the
ADS-B system being offered has been
installed in 3 different countries other
than the country of origin, and that the
ADS-B OEM has been in the ADS-B
manufacturing business for at least the
last 10 years reckoned on the date of
submission and opening of bids.

Instruction to
Bidders

BDS 5.2

Amendment

For this purpose, contracts similar to the
Project shall be:

Supply, Delivery, Installation of ADS-B
Ground Station or Navigational Aids (i.e
VOR, DME and ILS) or Surveillance (stand
alone ADS-B, SSR/PSR)

Competed within the last 10 years to the
deadline for the submission and receipt
of bids.

Attachment 1

For Jomalig
Ground
Station
(Shelter
Column)

Amendment

Yes
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Section VII - Section Deletion | This section is no longer required.
Technical 15.4 Bidders are, however, reminded to
Specifications properly accomplish the Omnibus
Sworn Statement.
Section VI - 1.2 and Clarification | Shelter is required both for Gensan and
Schedule of Attachment Jomalig sites only.
Requirements | 1 Summary
Section VIl - Attachment | Amendment | 50 VHF-Transmitter / Receiver
Technical 1- 4-Tx/RX plus 121.5 (Main and Standby)
Specifications | Summary
and see also Section 3.10 of the Technical
Technical Specifications
Specificatio
n3.10 (Schedule of Requirements Ill.1 shall be
accordingly corrected to include
provision of 121.5 MHz)
Section Vil - Attachment | Clarification | Refer to Section 3.10 of the Technical
Technical 1- Specifications describing the antenna
Specifications | Summary requirements.
and
Technical
Specificatio
n3.9
Section VIl - Section Amendment | The Batteries to be used for the storage
Technical 4.6.7 of energy shall be maintenance free,
Specifications designed for solar power system use,
deep cycle batteries, rated and designed
to operate to the required autonomy.
Lithium Polymer (LiPo) or any industry
standard maintenance-free batteries
are acceptable for storage of solar
power energy. Appropriate charging
units for the type shall be provided.
Section VIl - Attachment | Clarification | For General Santos, 360° coverage with
Technical 1 Summary sector antenna directed to southeast

Specifications

sector.

For Jomalig, 360° coverage with one
sector antenna directed to east sector.

Bidder's may provide separate sector
antenna to cover east and west sectors,
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however, both of which shall still provide
360° coverage of the station.

The objective of the Sector antennas are
to provide focus coverage at said sectors
of the station.

Section VII -
Technical
Specifications

Section
1.2.8.8

Clarification

The 7.3m main mast requirement from
ground shall be for General Santos
Airport due to height limitations of the
site. Jomalig main mast shall be
determined by the OEM to attain
coverage.

Antennas situated at CT (control tower)
rooftop shall follow heights covered by
lightning protection available at the
tower. At these sites, the Bidder shall
propose and install at appropriate
heights determined by the OEM. Only
antennas installed at CTs do not require
OBS light installation as this is already
covered by the OBS light of the control
tower.

(see also DC.7 of the Technical
Specifications)

Section VIl -
Technical
Specifications

Section 9.1

Clarification

Cost of the flight check aircraft to
conduct the flight check is not included
in the project. Conduct of Targets of
Opportunity is required as minimum.

Section Il -
Instruction to
Bidders

BDS 7.1

Amendment

Subcontracted portions shall not exceed
twenty percent (20%) of the contracted
Goods for this project.

The general contractor/bidder shall
have a valid PCAB Large "A” Size Range,
AA License Category in General
Engineering or General Building; and
Electrical; and Communications Facility
and/or Navigational Facility specialty.

Above-stated requirement is minimum.
Subcontracting is allowed only for the
construction of the electrical/civil works
component of the project. The sub-
contractor shall comply with the same
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eligibility and the name of the
subcontractor shall be disclosed in the
Bidding Documents.

Invitation to
Bid

Para 3.

Clarification

Bidding is restricted to Filipino
citizens/sole proprietorships,
partnerships, or organizations with at
least sixty percent (60%) interest or
outstanding capital stock belonging to
citizens of the Philippines, and to
Citizens or organizations of a country the
laws or regulations of which grant
similar rights or privileges to Filipino
Citizens, pursuant to RA 5183.

Evidence demonstrating the nature of
the relationship (i.e.,, branch wvs.
subsidiary) shall be presented for
evaluation. Subsidiaries are separate
legal entities and as such track record
cannot generally be credited to its
parent or sister company.

Section VIl -
Technical
Specifications

Clarification

Section 2.1.4 describes the requirement
for the tuning report that shall
demonstrate the successful integration
of the data to the ATM System

Section VIl -
Technical
Specifications,
General

G.6

Clarification

Integration of both the surveillance data
and voice to the ATMC ATMS and VCS,
respectively, are included in the project
scope.

Section VIl -
Technical
Specifications

1.1.4.2

Clarification

Asterix CAT21 is the required standard
for ADS-B message exchange for the
project. This is also the data format
adopted by APANPIRG for deployment
of ADS-B Ground Stations and Sharing
of ADS-B data in the Asia/Pacific Region.

Section VIl -
Technical
Specifications

1.1.4.3

Clarification

The project requires separate server for
the data sharing output.
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Section VIl - 17611 Clarification | End-to-end system checks simply mean
Technical that the system shall have system
Specifications monitoring of all the Ground Stations.
Section VI - 1.1.6.1.1 (d) | Clarification | Monitor of surveillance data function to
Technical confirm reception of ADS-B surveillance
Specifications data, OEM may provide additional
functions or data inspection feature for
monitoring surveillance data.
Section VIl - 1.2.3 Clarification | No further processing of information is
Technical necessary for Mode C, Mode 3/A.

Specifications

Detection/acquisition of information
shall suffice.

For the information and guidance of all concerned.

Noted hy:

n/
MGEN RI & C BANAYAT AFP (RET)

Vice-Chairperson, Bids and Awards Committee - Bravo
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