
t..., Republic of the Philippines
CrVIL AVIATION AUTHORITY OF THE PHILIPPINES

MEMORANDUM

TO ALL CONCERNED

FROM AERODROME AND AIR NAVIGATION SAFETY OVERSIGHT OFFICE 
(AANSOO)

SUBJECT NOTICE OF PROPOSED RULE MAKING (NPRM) NO. 005-2026

RE: PROPOSED SUPPLEMENTAL AMENDMENTS TO THE MANUAL 
OF STANDARDS FOR AERONAUTICAL INFORMATION SERVICES 
(MOS-AIS)

The Aerodrome and Air Navigation Safety Oversight Office (AANSOO) of the Civil 
Aviation Authority of the Philippines (CAAP) proposes amendments to the Philippine 
Manual of Standards for Aeronautical Information Services (MOS-AIS) which includes 
the following:

• The Amendment introduces three (3) new chapters: Chapter 7, Aeronautical 
Charts, which prescribes the mandatory, non-mandatory, and conditionally 
required aeronautical charts to be produced and maintained to support the safe 
and efficient conduct of civil aviation operations in the Philippines, in accordance 
with CAR-ANS Part 4, Chapter 8, Manual of Operations, which establishes the 
requirements for the development and maintenance of the Manual of 
Operations to ensure compliance with regulatory standards and Chapter 9, AIS 
Contingency Plan \Nh\&i provides the framework for the contingency planning to 
guarantee continuity of aeronautical information services.

• The Aeronautical Information Service Department (AISD) is identified as the 
responsible office for ensuring the effective provision of Aeronautical 
Information Services (AIS).

• The Philippine Atmospheric, Geophysical and Astronomical Services 
Administration (PAGASA) is identified as the responsible authority responsible 
for providing meteorological information.

CAAP invites all concerned individuals and operators to review the proposed 
amendments and provide comments, suggestions, or recommendations using
Attachment B - NPRM Response Form, within ten (10) calendar days from the 
issuance of this Memorandum through:

MIA Road. Comer Ninoy Aquino Avenue, Pasay City, Philippines, 1300 
+632 8246 4988 | opcen@caap.gov.ph | https://caap.gov.ph

mailto:opcen@caap.gov.ph
https://caap.gov.ph


PROPOSED SUPPLEMENTAL AMENDMENTS TO THE MANUAL OF STANDARDS FOR 
AERONAUTICAL INFORMATION SERVICES (MOS-AIS)

Email: rssd@caap.gov.ph

Postal Mail:
Chief ASSl, AANSOO
Aerodrome and Air Navigation Safety Oversight Office 
Regulatory Safety Standards Division (RSSD)
Civil Aviation Authority of the Philippines 
MIA Road, Pasay City

All comments should made reference to: "NPRM: 005-2026" in the subject line. The 
complete text of the proposed amendments is available for download at the CAAP 
website; www.caap.gov.ph.

For information and guidance.

CAPTAIN BENZAR BRYAN N. BALAGTAS
Chief ASSl, AANSOO
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Notice of Proposed Rule Making (NPRM)  
 
 
Notice No. AANSOO-005-2026 Issuing Office: Civil Aviation Authority of the 

Philippines (CAAP) 
 
Aerodrome and Air Navigation 
Safety Oversight Office (AANSOO) 
 
Regulatory Safety Standards 
Division (RSSD) 

Issue Date. 1 July 2026 

Publication Date. 31 July 2026 

Expiry Date. 10 July 2026 

Related Reg. Manual of Standards 
for Aeronautical Information 
Services (MOS-AIS) 

Status:  
Supplemental Amendments 

 

PROPOSED NEW/AMENDMENTS TO NATIONAL REGULATIONS/STANDARDS 
 
 

The text of the new/amendments is arranged to show deleted text with a line through it and new 
text highlighted with grey shading, as shown below: 

 
Text to be deleted is shown with a line through it. text to be deleted 

New text to be inserted is highlighted with grey shading. new text to be inserted 

Text to be deleted is shown with a line through it, 
followed by the replacement text which is highlighted 
with grey shading. 

new text to replace existing text 

 
 

INTRODUCTION 
... 
1 Manual of Standards for Aeronautical Information Services (MOS-AIS) 
 
1.1 The MOS-AIS is complementary to the rules and regulations contained in CAR-ANS Part 15, 
Governing Aeronautical Information Services and CARANS Parts 4, Governing Aeronautical 
Charts. It is supplemented whenever necessary by regional procedures contained in the 
Regional Supplementary Procedures (ICAO Document 7030). Compliance with the provisions 
contained in this manual shall apply to Air Navigation Service Provider (ANSP) providing Charting 
and Aeronautical Information Services and aeronautical charts. 
 
1.2 This document is divided into the following sections: 
… 
Chapter 7 prescribes the mandatory, non-mandatory, and conditionally required aeronautical 
charts to be produced and maintained to support the safe and efficient conduct of civil aviation 
operations in the Philippines, in accordance with CAR-ANS Part 4. It also provides recommended 
practices for the magnetic variation specifications and ICAO chart types, such as the Aerodrome 
Obstacle Chart – ICAO Type A (Operating Limitations), Precision Approach Terrain Chart – ICAO, 
Enroute Chart – ICAO, and Visual Approach Chart – ICAO, Aerodrome/Heliport Chart – ICAO, 
Aerodrome Ground Movement Chart – ICAO, ATC Surveillance Minimum Altitude Chart – ICAO 
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and Electronic Aeronautical Charts. 
 
Chapter 8 emphasizes the development and maintenance of the Manual of Operations to 
ensure compliance with regulatory standards. The manual serves as the key reference for staff 
and regulators, supporting the safe, reliable, and continuous provision of aeronautical 
information services. 
 
Chapter 9 outlines the framework for the contingency planning to guarantee continuity of 
aeronautical information services. It requires disaster recovery strategies, dependable data 
backup, restoration, and recovery procedures to safeguard data integrity and ensure service 
availability during disruptions or system failures. 
… 
Appendix 7 details the predetermined distribution of NOTAM.  
 
Appendix 8 details the terrain and obstacle data requirements. 
 
1.3 This manual is based on ICAO Document 10066, Procedures for Air Navigation Services – 
Aeronautical Information Management (PANS- AIM) and in part on ICAO Document 8126, 
Aeronautical Information Services Manual and ICAO Document 9839, Manual on the Quality 
Management System for Aeronautical Information Services, Some recommendations from ICAO 
Annex 4 and 15. Although the MOS-AIS is generally directed to providers of Aeronautical 
Information Services, data originators, commercial data houses of aeronautical data and 
aeronautical information and other users should be familiar with the procedures contained in 
this manual. 
… 
1.7 The following may also be issued as and when required to supplement the Manual of 
Standards: 
 
a) Memorandum Circular (MC) - this is a mandatory requirement to be complied by the ANSP. It 
is published for purposes of immediate promulgation of local standards and recommended 
practices in response to, but not limited to, amendments to ICAO Annexes CAR-ANS and PANS-
AIM MOS-AIS. The MC is incorporated as an amendment to this manual after it is duly 
promulgated. 
 
b) Memorandum Circular (MC) - this is a mandatory requirement to be complied by the ANSP. It 
is published for purposes of immediate promulgation of local standards and recommended 
practices in response to, but not limited to, amendments to ICAO Annexes and PANS-AIM. The 
MC is incorporated as an amendment to this manual after it is duly promulgated.  
 
c) Advisory Circular (AC) – this is developed for purposes of providing supplementary guidance 
material to the procedures in this manual. An AC is intended to provide recommendations and 
guidance to illustrate a means, but not necessarily the only means, of complying with the 
procedures. It may provide interpretive and explanatory information on how conformance to 
certain procedures may be achieved. 
 
1.8 In this manual, where compliance with a requirement is recognized as necessary for the 
safety or regularity of air navigation, the term “shall” or “must” is applied. This indicates that the 
requirement is mandatory. Where the service provider is unable to comply with a requirement 
in this manual, the service provider shall explain the basis for its non-compliance and propose 
alternative steps, including safety assessments undertaken to ensure that an equivalent level of 
safety is established and an indication of when compliance with the required procedures can be 
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expected. The ATMSID will review the service provider’s proposal and may impose conditions or 
restrictions prior to granting an approval. The alternative means of compliance shall be included 
in the AIS operations manual and must be updated by the time compliance to the required 
stadard standard is met. 
 
2. Differences Published in AIP 
A list of significant differences between the MOS-AIS and ICAO Document 10066, Procedures for 
Air Navigation Services – Aeronautical Information Management (PANS-AIM) shall be included 
and published in the AIP Philippines. 
… 
4. Related documents 
 
The users of MOS-AIS are invited to read the following documents for guidance and additional 
information: 
 
a) CAAP Advisory Circular on Aeronautical Information Services (AC ANS 15.1)  
... 
5. Previous publications 
 
This edition of MOS-AIS supersedes the following earlier version/edition of this manual: 
 
a) Manual of Standards for Aeronautical Information Services (MOS-AIS),Version 1.0 July 2016. 
 
CHAPTER 1 DEFINITIONS 
… 
Aeronautical chart. A representation of a portion of the Earth, its culture and relief, specifically 
designated to meet the requirements of air navigation. 
… 
Air defence defense identification zone (ADIZ). Special designated airspace of defined 
dimensions within which aircraft are required to comply with special identification and/or 
reporting procedures additional to those related to the provision of air traffic services. 
… 
Area navigation route (Applicable as of 04 November 2021). An ATS route established for the 
use of aircraft capable of employing area navigation. 
… 
Conventional navigation route (Applicable as of 04 November 2021). An ATS route established 
by reference to ground navigation aids. 
… 
Manoeuvring Maneuvering area. That part of an aerodrome to be used for the take-off, 
landing and taxiing of aircraft, excluding aprons. 
… 
Movement area. That part of an aerodrome to be used for the take-off, landing and taxiing of 
aircraft, consisting of the maneuvering manoeuvring area and the apron.  
 
Navigation specification. A set of aircraft and flight crew requirements needed to support 
performance-based navigation operations within a defined airspace. There are two kinds of 
navigation specifications: 
... 
Note 1.— The Performance-based Navigation (PBN) Manual (ICAO Document 9613), Volume II, 
contains detailed guidance on navigation specifications. 
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Note 2.— The concept of RNP has been overtaken by the concept of PBN. The term “RNP” is now 
solely used in the context of navigation specifications that require performance monitoring and 
alerting, e.g. RNP 4 refers to the aircraft and operating requirements, including a 4 NM lateral 
performance with on-board performance monitoring and alerting that are detailed in ICAO 
Document 9613. 
… 
Pavement classification rating (PCR) (Applicable as of 28 November 2024). A number 
expressing the bearing strength of a pavement. 
… 
Quality. Degree to which a set of inherent characteristics fulfills requirements (ISO 9000). All ISO 
Standards are listed at the end of this chapter. 
... 
CHAPTER 2 AERONAUTICAL INFORMATION MANAGEMENT 
… 
2.1.1 Collection 
… 
2.1.1.6 Appendix 1 shall be considered as a reference for aeronautical data and aeronautical 
information origination and publication requirements. 
 
Note 1.— Appendix 1 presents the scope of data and information that can be collected and 
maintained by the AIS. 
 
Note 1.— Appendix 1 presents the scope of data and information that can be collected and 
maintained by the AIS. 
 
Note 2.— Appendix 1 provides a common data description that can be used by data originators 
and the AIS. 
… 
2.1.2 Processing 
… 
Note 2.— Guidance material on the aeronautical data quality requirements (accuracy, 
resolution, integrity and traceability and protection requirements) may be found in the World 
Geodetic System — 1984 (WGS-84) Manual (ICAO Document 9674). 
... 
Note 4.— Guidance material on the management of aeronautical data quality is included in the 
Manual on the Quality Management System for Aeronautical Information Management (ICAO 
Document 9839). 
... 
CHAPTER 3 QUALITY AND TRAINING MANAGEMENT 
… 
Note 12.— Detailed guidance can be found in the Manual of Quality Management System for 
Aeronautical Information Management (ICAO Document 9839) 
… 
CHAPTER 5 AERONAUTICAL INFORMATION PRODUCTS AND SERVICES 
… 
5.2 AERONAUTICAL INFORMATION IN A STANDARDIZED PRESENTATION0 
... 
5.2.1.1.3 When the AIP Data Set (as specified in 5.3.3.1) is provided, the following sections of the 
AIP may be omitted and a reference to the data set availability shall be provided: 
… 
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l) ENR 5.2 Military exercise and training areas and air defencse identification zone (ADIZ); 
… 
5.2.1.2.5 Charts, maps or diagrams should be used to complement or as a substitute for the 
tabulations or text of AIP. 
 
Note.— Where appropriate, charts produced in conformity with CAR-ANS Part 4 may be used to 
fulfill this requirement. 
… 
5.2.1.2.11 Index maps and diagrams included in the AIP should comply with the following 
specifications: 
... 
d) Colours: The number of colours used should be kept to a minimum. If more than one colour is 
used, the colours should offer adequate contrast. 
... 
5.2.1.4 Specifications for AIP Supplements 
... 
5.2.1.4.1 Each AIP Supplement shall be allocated a serial number which shall be consecutive and 
based on the calendar year. 
 
Note.— Guidance material on the use of AIP Supplements together with examples of such use is 
contained in ICAO Document 8126  AC ANS 15.1. 
… 
5.2.3 Printed products 
... 
5.2.3.1.13 AIP Supplement pages should be coloured in order to be conspicuous, preferably in 
yellow. 
... 
5.2.3.2.1 Differentiation and identification of AIC topics according to subjects using colour coding 
should be practisced where the numbers of AIC in force are sufficient to make identification in 
this form necessary. 
 
5.2.3.2.2 AIC should be colour coded by subject where there are sufficient circulars in force to 
warrant such identification, e.g.: 
... 
5.2.4 Electronic AIP (eAIP) 
... 
5.2.4.3 When provided, the eAIP should be available on a physical distribution medium (CD, DVD, 
etc.) and/or online on the Internet. 
 
Note.— Guidance material on the use of the Internet is contained in Guidelines on the Use of 
the Public Internet for Aeronautical Applications (ICAO Document 9855). 
 
5.2.5 NOTAM 
 
5.2.5.1 General specifications 
 
5.2.5.1.1 Except as otherwise provided in 5.2.5.1.4 and 5.2.5.1.5, each NOTAM shall contain the 
information in the order shown in the NOTAM Format in Appendix 3. 
 
Note.— Detailed guidance material covering NOTAM, SNOWTAM, ASHTAM and pre-flight 
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information bulletin (PIB) production is contained in ICAO Document 8126 AC ANS15.1. 
 
5.2.5.1.2 NOTAM text shall be composed of the significations/uniform abbreviated phraseology 
assigned to the ICAO NOTAM Code complemented by ICAO abbreviations, indicators, identifiers, 
designators, call signs, frequencies, figures and plain language. 
 
Note 1.— The ICAO NOTAM Code together with significations/uniform abbreviated phraseology, 
and ICAO abbreviations, are contained in the Procedures for Air Navigation Services — ICAO 
Abbreviations and Codes (PANS-ABC, ICAO Document 8400). 
… 
5.2.5.1.9 Each NOTAM shall deal with only one subject and one condition of the subject. 
 
Note.— Guidance material concerning the combination of a subject and a condition of the 
subject in accordance with the NOTAM Selection Criteria is contained in ICAO Document 8126 
AC ANS15.1. 
… 
5.2.5.1.13 Location indicators included in the text of a NOTAM shall be those contained in 
Location Indicators (ICAO Document 7910). 
 
5.3 DIGITAL DATA 
 
5.3.1 General provisions 
… 
5.3.1.1 To facilitate and support the use of exchange of digital data sets between data providers 
and data users, the ISO 19100 series of standards for geographic information should be used as 
a reference framework. 
 
Note.— Guidance material concerning the use of the ISO 19100 series of standards is contained 
in ICAO Document 8126. 
 
5.3.1.2 A description of available digital data sets shall be provided in the form of data product 
specifications on which basis air navigation users will be able to evaluate the products and 
determine whether they fulfill the requirements for their intended use (application). 
... 
5.3.3 Data sets 
… 
5.3.3.1.1 The AIP data set shall include data about the following subjects, with the properties 
indicated in brackets being included as a minimum (if applicable): 
… 
h) runway direction (designator, true bearing, threshold, take-off run available (TORA), take-off 
distance available (TODA), accelerate-stop distance available (ASDA), landing distance available 
(LDA)); 
… 
5.3.3.2.2.4 The obstacle data product specification, supported by geographical coordinates for 
each aerodrome included within the data set, shall describe the following areas: 
… 
Note.— Area 4 terrain data and Area 2 obstacle data are normally sufficient to support the 
production of the Precision Approach Terrain Chart — ICAO. When more detailed obstacle data 
are required for Area 4, these may be provided in accordance with the Area 4 obstacle data 
requirements specified in Appendix 6, Table A6-2. Guidance on appropriate obstacles for this 
chart is given in the Aeronautical Chart Manual (ICAO Document 8697). 
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... 
5.3.3.3 Aerodrome mapping data sets 
… 
5.3.3.4.2 The instrument flight procedure data set should also cover the data publication 
requirements contained in the Procedures for Air Navigation Services — Aircraft Operations 
(PANS-OPS, ICAO Document 8168), Volume II — Construction of Visual and the Instruments 
Flight Procedures. 
 
5.4 DISTRIBUTION SERVICES 
 
5.4.1 General 
… 
5.4.1.2 Different delivery methods and data media may require different procedures to ensure 
the required data quality. 
 
Note.— Further guidance on digital data set distribution can be found in the Manual on System-
wide Information Management (SWIM) Concept (ICAO Document 10039). 
... 
5.4.2 NOTAM distribution 
... 
5.4.2.2 The international exchange of ASHTAM (see 5.2.5.1.65), or NOTAM for the distribution of 
information on volcanic activity, shall include volcanic ash advisory centers and the centers 
designated by regional air navigation agreement for the operation of AFS Secure Aviation Data 
Information Service (SADIS) and the World Area Forecast System (WAFS) Internet file service 
(WIFS), and shall take account of the requirements of long-range operations. 
... 
5.5 PRE-FLIGHT INFORMATION SERVICES 
… 
5.5.5 Automated pre-flight information systems for the supply of aeronautical data and 
aeronautical information for self-briefing, flight planning and flight information service shall: 
… 
Note.— ICAO abbreviations and codes and location indicators are given respectively in the 
PANS-ABC (ICAO Document 8400) and ICAO Document 7910. 
 
5.5.6 Automated pre-flight information systems providing a harmonized, common point of 
access by operations personnel, including flight crew members and other aeronautical 
personnel concerned, to aeronautical data and aeronautical information in accordance with 
5.5.3 and meteorological information in accordance with CAR-ANS Part 3, 3.9.4.1, should be 
established by an agreement between the civil aviation authority or the agency to which the 
authority to provide service has been delegated in accordance with CAR-ANS Part 15, 15.2.1.1 c) 
AISD and the Philippine Atmospheric, Geophysical and Astronomical Services Administration 
(PAGASA). relevant meteorological service provider. 
 
5.5.7 Where automated pre-flight information systems are used to provide the harmonized, 
common point of access by operations personnel, including flight crew members and other 
aeronautical personnel concerned, to aeronautical data, aeronautical information and 
meteorological information, the civil aviation authority or the agency to which the authority to 
provide service has been delegated in accordance with CAR-ANS Part 15, 15.2.1.1 c) AISD shall 
remain responsible for the quality and timeliness of the aeronautical data and aeronautical 
information provided by means of such a system. 
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Note.— The meteorological authority concerned PAGASA remains responsible for the quality of 
the meteorological information provided by means of such a system in accordance with CAR-
ANS Part 3, 3.9.4.3. 
5.6 Exchange of aeronautical data and aeronautical information 
 
5.6.1 Formal arrangements should be established between AISD Philippines and their users in 
relation to the provision of the service. 
 
Note.— Guidance material on such formal arrangements is contained in the Aeronautical 
Information Services Manual (ICAO Document 8126). 
 
CHAPTER 6 AERONAUTICAL INFORMATION UPDATES DATA REQUIREMENTS 
… 
6.1.2 Specifications for AIP amendments 
 
6.1.2.1 The AIP Amendment regular interval shall be specified in the AIP, Part 1 — General (GEN). 
 
Note.— Guidance material on the establishment of intervals between publication dates of AIP 
Amendments is contained in the Aeronautical Information Services Manual (ICAO Document 
8126). 
… 
6.1.3 Specifications for AIP Supplements 
 
When an error occurs in an AIP Supplement or when the period of validity of an AIP Supplement 
is changed, a new AIP Supplement shall be published as a replacement. 
… 
Note 2.— Guidance material on the use of AIP Supplements together with examples of such use 
is contained in ICAO Document 8126. AC ANS 15.1 
... 
6.1.4 Specifications for NOTAM 
 
6.1.4.7.4 In the case of an AIP Supplement that is valid for fourteen days or more, the Trigger 
NOTAM shall remain valid for at least fourteen days. 
 
Note.— Guidance material for the origination of NOTAM announcing the existence of AIRAC AIP 
Amendments or AIP Supplements (Trigger NOTAM) is contained in ICAO Document 8126 AC 
ANS15.1. 
... 
CHAPTER 7 RECOMMENDED PRACTICES FOR AERONAUTICAL CHARTS 
 
7.1 Mandatory Aeronautical Charts 
 
7.1.1 The following aeronautical charts are mandatory for civil aviation operations in the 
Philippines: 
 
a) Aerodrome Obstacle Chart — ICAO Type A; 
b) Precision Approach Terrain Chart — ICAO; 
c) Enroute Chart — ICAO; 
d) Instrument Approach Chart — ICAO; 
e) Aerodrome/Heliport Chart — ICAO; and 



 
 
  

 
 

Republic of the Philippines 
Civil Aviation Authority of the Philippines 

 

 

Notice of Proposed Rule Making Form 
 
 

 CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 9 of 19 

 

f) World Aeronautical Chart — ICAO, 1:1000 000 
 
7.2 NON-MANDATORY AERONAUTICAL CHARTS 
 
7.2.1 The aeronautical charts listed below are classified as non-mandatory charts. These charts 
should be produced only if the availability of these charts would contribute to the safety, 
regularity, and efficiency of aircraft operations. 
 
a) Aerodrome Obstacle Chart — ICAO Type B; 
b) Aerodrome Ground Movement Chart — ICAO; 
c) Aircraft Parking/Docking Chart — ICAO; 
d) Aeronautical Chart — ICAO 1:500 000; 
e) Aeronautical Navigation Chart — Small Scale; and 
f) Plotting Chart — ICAO 
 
7.3 CONDITIONALLY REQUIRED AERONAUTICAL CHARTS 
 
7.3.1 The requirement for production of the four charts listed below is “conditional”, which 
means that the availability of these charts is required only if certain conditions/circumstances 
prevail. 
 
a) Area Chart — ICAO; 
b) Standard Instrument Departure (SID) Chart — ICAO; 
c) Standard Terminal Arrival (STAR) Chart — ICAO; and 
d) Visual Approach Chart — ICAO 
 
Note.— For detailed provisions regarding chart availability, refer to CAR-ANS Part 4. 
 
CHAPTER 7.4 RECOMMENDED PRACTICES FOR AERONAUTICAL CHARTS 
 
7.1.1 7.4.1 General Specifications 
 
7.1 4.1.1 Magnetic Variation 
… 
Editorial Note.— Renumbering of the subsequent provisions. 
 
CHAPTER 8 MANUAL OF OPERATIONS  
 
8.1 The AIS shall develop and maintain an approved Manual of Operations (MANOPS) 
demonstrating compliance with the requirements of CAR-ANS Part 15 and this standard. 
 
8.2 The MANOPS shall contain, as a minimum, the following: 
 
a) services to be provided; 
b) the hours of service; 
c) personnel qualification requirements and responsibilities, including an organizational chart 
outlining each personnel position; 
d) detailed description of the AIS systems and procedures used in the provision of aeronautical 
information services/aeronautical information management; 
e) training, checking, and competency assessment of personnel; 
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f) quality management system; 
g) contingency plans for complete, high-level loss of service or disaster recovery strategy 
affecting organizational services, including emergency response, recovery procedures, and 
backup or redundant systems; 
h) procedures for reporting AIS system faults and defects; 
i) maintenance and control of documents and records; and 
j) any other information requested by the CAAP regulatory body. 
 
8.3 The MANOPS shall comprise of a main manual addressing all key areas, supplemented by 
referenced supporting documents such as quality manual, training manual and unit-specific 
instructions. 
 
8.4 The MANOPS shall be written in English for ease of understanding. 
 
8.5 The AIS shall amend and update its MANOPS and associated procedures, as necessary, to 
ensure continued accuracy, relevance, and compliance with applicable regulatory and 
operational requirements. 
 
CHAPTER 9 AIS CONTINGENCY PLAN 
 
9.1 The AIS shall establish and maintain a contingency plan to ensure the continuity of 
aeronautical information services during a complete high-level loss of service or disaster 
recovery strategy. Such contingency arrangements shall include disaster recovery measures, 
reliable data backup, restoration, and recovery procedures to prevent loss of aeronautical data 
and information and to ensure service availability in the event of hardware failure, operating 
system failure, or application unavailability. 
 
9.2 The AIS shall establish, implement, and maintain a contingency plan to ensure continuity 
of aeronautical information services in the event of a complete or significant loss of service. 
 
9.3 The contingency plan shall include a disaster recovery strategy supported by dependable 
data backup, restoration, and recovery procedures to prevent loss of aeronautical data and 
aeronautical information. 
 
9.4 Backup and recovery arrangements should ensure the availability and integrity of 
aeronautical data and information in the event of system disruption, including but not limited to 
hardware failure, operating system failures and application unavailability. 
 
9.5 The AIS shall implement backup management procedures appropriate to operational 
requirements to ensure timely restoration of services and data following a disruption. 
 
APPENDIX 1 AERONAUTICAL DATA CATALOGUE 
Note 1.— The Appendix 1 (Aeronautical Data Catalogue) is available electronically and may be 
downloaded at CAAP official website (www.caap.gov.ph). 
… 
(7) Accuracy requirements for aeronautical data are based on a 95 per cent percent confidence 
level. For those fixes and points that are serving a dual purpose, e.g. holding point and missed 
approach point, the higher accuracy applies. Accuracy requirements for obstacle and terrain 
data are based on a 90 per cent  percent confidence level. 
… 
(11) Chart resolution. 
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Note 8.— The Aeronautical Data Catalogue contains quality requirements  for aeronautical data 
as originally provided in: CAR-ANS Part 4 — Aeronautical Charts, Appendix 6; CAR-ANS Part 11 — 
Air Traffic Services, Appendix 5; MOS — Aerodromes; CAR-ANS Part 15 — Aeronautical 
Information Services, Appendices 7 and 8, and the Procedures for Air Navigation Services — 
Aircraft Operations (PANS-OPS, ICAO Document 8168), Volume II — Construction of Visual and 
Instrument Flight Procedures. The framework of the Aeronautical Data Catalogue is designed to 
adapt to future quality requirements for the remaining aeronautical data properties and sub-
properties. 
… 
GEN 2.2 Abbreviations used in aeronautical information products 
A list of alphabetically arranged abbreviations and their respective significations used by 
Philippines in its AIP and in the distribution of aeronautical data and aeronautical information 
with appropriate annotation for those national abbreviations that are different from those 
contained in the Procedures for Air Navigation Services — ICAO Abbreviations and Codes (PANS-
ABC, ICAO Document 8400). 
 
Note.— A list of alphabetically arranged definitions/glossary of terms may also be added. 
... 
GEN 2.6 Conversion of units of measurement 
 
Tables for conversion or, alternatively, conversion formulase between: 
1) nautical miles and kilometers and vice versa; 
2) feet and meters and vice versa; 
3) decimal minutes of arc and seconds of arc and vice versa; and 
4) decimal minutes of arc and seconds of arc and vice versa; and 
other conversions as appropriate. 
… 
GEN 4 CHARGES FOR AERODROMES/HELIPORTS AND AIR NAVIGATION SERVICES 
… 
Brief description of type of charges which may be applicable at aerodromes/heliports available 
for international use, including: 
... 
8) methods of payment. 
... 
 
ENR 1.6 ATS surveillance services and procedures 
… 
ENR 1.6.2 Secondary surveillance radar (SSR) 
… 
Note.— The SSR description is of particular importance in areas or routes where the possibility 
of interceptioneexists. 
... 
ENR 3 ATS ROUTES 
Note 1.— Bearings, tracks and radials are normally magnetic. In areas of high latitude, where it is 
determined by the appropriate authority that reference to Magnetic North is impractical, 
another suitable reference, i.e. True North or Grid North, may be used. 
 
Note 2.— Change-over points established at the midpoint between two radio navigation aids, or 
at the intersection of the two radials in the case of a route which changes direction between the 
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navigation aids, need not be shown for each route segment if a general statement regarding 
their existence is made. 
 
Note 3.— Guidance material on the organization of ATS route publication is contained in the 
Aeronautical Information Services Manual (ICAO Document 8126). Advisory Circular (AC) 
ANS15.1. 
 
ENR 3.1 Conventional navigation routes 
… 
2) tracks or VOR radials to the nearest degree, geodesic distance to the nearest tenth of a 
kilometer or tenth of a nautical mile between each successive designated significant point and, 
in the case of VOR radials, change-over points; 
... 
ENR 3.4 En-route holding 
… 
Note.— Obstacle clearance criteria related to holding procedures are contained in Procedures 
for Air Navigation Services — Aircraft Operations (PANS-OPS, ICAO Document 8168), Volumes I 
and II. 
... 
ENR 5.2 Military exercise and training areas and air defence defense identification zone 
(ADIZ) 
 
#AIP-DS# Description, supplemented by graphic portrayal where appropriate, of established 
military training areas and military exercises taking place at regular intervals, and established air 
defense defence identification zone (ADIZ), including: 
... 
ENR 6 EN-ROUTE CHARTS 
The requirement is for the En-route Chart — ICAO and index charts to be included in this 
section. 
… 
AD 1 AERODROMES/HELIPORTS — INTRODUCTION 
... 
AD 1.5 Status of certification of aerodromes 
A list of aerodromes in the Philippines, indicating the status of certification, including: 
... 
AD 2 AERODROMES 
... 
**** AD 2.2 Aerodrome geographical and administrative data 
 
The requirement is for aerodrome geographical and administrative data, 
including: 
 
1) aerodrome reference point (geographical coordinates in degrees, minutes and seconds) and 
its site; 
2) direction and distance of aerodrome reference point from center of the city or town which the 
aerodrome serves; 
3) direction and distance of aerodrome reference point from center of the city or town which the 
aerodrome serves; 
aerodrome elevation to the nearest meter or foot, reference temperature and mean low 
temperature; 
... 
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**** AD 2.8 Aprons, taxiways and check locations/positions data 
... 
Details related to the physical characteristics of aprons, taxiways and locations/positions of 
designated checkpoints, including: 
 
1) until 27 November 2024, designation, surface and strength of aprons; 
1) as of 28 November 2024, designation, surface and strength (PCR) of aprons; 
2) until 27 November 2024, designation, width, surface and strength of taxiways; 
2) as of 28 November 2024, designation, width, surface and strength (PCR) of taxiways; 
... 
**** AD 2.12 Runway physical characteristics 
 
Detailed description of runway physical characteristics, for each runway, including: 
 
1) designations; 
2) true bearings to one-hundredth of a degree; 
3) dimensions of runways to the nearest meter or foot; 
4) until 27 November 2024, strength of pavement (PCN and associated data) and surface of each 
runway and associated stopways; 
4) as of 28 November 2024, strength of pavement (PCR and associated data) and surface of each 
runway and associated stopways; 
... 
**** AD 2.19 Radio navigation and landing aids 
 
#AIP-DS# Detailed description of radio navigation and landing aids associated with the 
instrument approach and the terminal area procedures at the aerodrome, including: 
 
1) until 3 November 2021, type of aids, magnetic variation to the nearest degree, as appropriate, 
and type of supported operation for ILS/MLS, basic GNSS, SBAS, and GBAS, and for VOR/ILS/MLS 
also station declination to the nearest degree used for technical line-up of the aid; 
 
1) as of 4 November 2021, 
a) type of aids; 
b) magnetic variation to the nearest degree, as appropriate; 
c) type of supported operation for ILS/MLS/GLS, basic GNSS and SBAS; 
d) classification for ILS; 
e) facility classification and approach facility designation(s) for GBAS; and 
f) for VOR/ILS/MLS also station declination to the nearest degreeused for technical line-up of the 
aid; 
 
1) type of aids, magnetic variation to the nearest degree, as appropriate, type of supported 
operation for ILS/MLS/GLS, basic GNSS and SBAS, classification for ILS, facility classification and 
approach facility designation(s) for GBAS and for VOR/ILS/MLS also station declination to the 
nearest degree used for technical line-up of the aid; 
... 
**** AD 2.24 Charts related to an aerodrome 
 
The requirement is for charts related to an aerodrome to be included in the following order: 
... 
13) Instrument Approach Chart — ICAO (for each runway and procedure type); 
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... 
**** AD 2.25 Visual segment surface (VSS) penetration (Applicable as of 4 November 2021) 
 
Visual segment surface (VSS) penetration, including procedure and procedure minima affected. 
Note. — Criteria related to the VSS are contained in PANS-OPS Volume II, paragraph 5.4.6, Part I 
— Section 4, Chapter 5 paragraph 5.4.6. 
... 
AD 3. HELIPORTS 
… 
**** AD 3.10 Heliport obstacles 
… 
5) obstacle marking, and type and colour of obstacle lighting (if any); and 
… 
**** AD 3.19 Local heliport regulations 
Detailed description of regulations applicable to the use of the heliport, including the 
acceptability of training flights, non-radio and microlight aircraft and similar, and to ground 
manoeuvring maneuvering and parking but excluding flight procedures. 
... 
**** AD 3.21 Flight procedures 
Detailed description of the conditions and flight procedures, including radar and/or ADS-B 
procedures, established on the basis of airspace organization established at the heliport. When 
established, detailed description of the low visibility procedures at the heliport, including:z 
… 
INSTRUCTIONS FOR THE COMPLETION OF THE NOTAM FORMAT 
… 
2 NOTAM numbering 
 
Each NOTAM shall be allocated a series identified by a letter and a fourdigit number followed by 
a stroke and a two-digit number for the year (e.g. A0023/03). Each series shall start on 1 January 
with number 0001. 
 
3 Qualifiers (Item Q) 
 
Item Q) is divided into eight fields, each separated by a stroke. An entry shall be made in each 
field. Examples of how fields are to be filled are shown in ICAO Document 8126 Advisory Circular 
(AC) ANS15.1. The definition of the fields is as follows: 
 
1) FIR 
a) If the subject of the information is located geographically within one FIR, the ICAO location 
indicator shall be that of the FIR concerned. When an aerodrome is situated within the overlying 
FIR of another State, the first field of Item Q) shall contain the code for that overlying FIR (e.g. Q) 
RPHI/… A) RPLL); LFRR/…A) EGJJ); 
... 
2) NOTAM CODE 
 
All NOTAM Code groups contain a total of five letters and the first letter is always the letter Q. 
The second and third letters identify the subject, and the fourth and fifth letters denote the 
status or condition of the subject reported upon. The two-letter codes for subjects and 
conditions are those contained in the PANS-ABC (ICAO Document 8400). For combinations of 
second and third, and fourth and fifth letters, refer to the NOTAM Selection Criteria (Doc. ICAO 
Document 8126 or OPADD) or insert one of the following combinations, as appropriate: 
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a) If the subject is not listed in the NOTAM Code (PANS-ABC, ICAO Document 8400) or in the 
NOTAM Selection Criteria (Doc. ICAO Document 8126), insert “XX” as the second and third 
letters; If subject is “XX”, use “XX” also for condition (e.g. QXXXX). 
 
b) If the condition of the subject is not listed in the NOTAM Code (ICAO Document 8400) or in the 
NOTAM Selection Criteria (Doc. ICAO Document 8126), insert “XX” as the fourth and fifth letters 
(e.g. QFAXX); 
... 
3) TRAFFIC 
... 
Note.— Depending on the NOTAM subject and content, the qualifier field TRAFFIC may contain 
combined qualifiers. Guidance concerning the combination of TRAFFIC qualifiers with subject 
and conditions in accordance with the NOTAM Selection Criteria (Doc. ICAO Document 8126). 
... 
4) PURPOSE 
... 
Note.— Depending on the NOTAM subject and content, the qualifier field PURPOSE may contain 
the combined qualifiers BO or NBO. Guidance concerning the combination of PURPOSE 
qualifiers with subject and conditions in accordance with the NOTAM Selection Criteria (Doc. 
ICAO Document 8126). 
... 
5) SCOPE 
... 
Note.— Depending on the NOTAM subject and content, the qualifier field SCOPE may contain 
combined qualifiers. Guidance concerning the combination of SCOPE qualifiers with subject and 
conditions in accordance with the NOTAM Selection Criteria (Doc. ICAO Document 8126). 
... 
4 Item A) 
 
Insert the ICAO location indicator as contained in ICAO Document 7910 of the aerodrome or FIR 
in which the facility, airspace, or condition being reported on is located. More than one FIR/UIR 
may be indicated when appropriate. If there is no available ICAO location indicator, use the ICAO 
nationality letter as given in ICAO Document 7910, Part 2, plus “XX” and followed up in Item E) by 
the name, in plain language. 
... 
5 Item B) 
 
For date-time group use a ten-figure group, giving year, month, day, hours and minutes in UTC. 
This entry is the date-time at which the NOTAMN comes into force. In the cases of NOTAMR and 
NOTAMC, the date-time group is the actual date and time of the NOTAM origination. The start of 
a day shall be indicated by “0000”. 
... 
7 Item D) 
... 
Note.— Guidance concerning a harmonized definition of Item D) content is provided in ICAO 
Document 8126. 
… 
APPENDIX 4 SNOWTAM FORMAT 
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(Applicable as of 04 November 2021; see Chapter 5, 5.2.5.1.4) 
... 
INSTRUCTIONS FOR THE COMPLETION OF THE SNOWTAM FORMAT 
 
Note.— Origin of data, assessment process and the procedures linked to the surface conditions 
reporting system are prescribed in the Procedures for Air Navigation Services — Aerodromes 
(PANS-Aerodromes, ICAO Document 9981). 
 
1 General 
... 
f) The abbreviated heading “TTAAiiii CCCC MMDDGGgg (BBB)” is included to facilitate the 
automatic processing of SNOWTAM messages in computer data banks. The explanation of these 
symbols is: 
... 
AA = geographical designator for States, e.g. LF = FRANCE, EG = United Kingdom RP = Philippines 
(see Location Indicators (ICAO Document 7910), Part 2, Index to Nationality Letters for Location 
Indicators); 
... 
CCCC = four-letter location indicator of the aerodrome to which the SNOWTAM refers (see 
Location Indicators (ICAO Document 7910)); 
... 
Note 2.— When reporting on more than one runway and individual dates/times of 
observation/assessment are indicated by repeated Item B, the latest date/time of 
observation/assessment is inserted in the abbreviated heading (MMYYDDGGgg). 
 
Example: Abbreviated heading of SNOWTAM No. 149 from Zurich Manila, 
measurement/observation of 7 November at 0620 UTC: 
 
SWLS0149 LSZH 11070620 SWRP0149 RPLL 11070620 
... 
3. Situational awareness section 
... 
Item S — Measured friction coefficient. Where reported, insert the measured friction coefficient 
and friction measuring device. 
 
Note.— This will only be reported for States that have an established programme program of 
runway friction measurement using a State-approved friction measuring device. 
... 
EXAMPLE OF COMPLETED SNOWTAM FORMAT 
 
Example SNOWTAM 1 
GG EADBZQZX EADNZQZX EADSZQZX 
170100 EADDYNYX 
SWEA0149 EADD 02170055 
(SNOWTAM 0149 
EADD 
02170055 09L 5/5/5 100/100/100 NR/NR/03 WET/WET/WET SNOW 
) 
 
Example SNOWTAM 2 
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GG EADBZQZX EADNZQZX EADSZQZX 
170140 EADDYNYX 
SWEA0150 EADD 02170135 
(SNOWTAM 0150 
EADD 
02170055 09L 5/5/5 100/100/100 NR/NR/03 WET/WET/WET SNOW 
02170135 09R 5/2/2 100/50/75 NR/06/06 WET/SLUSH/SLUSH 
) 
Example SNOWTAM 3 
GG EADBZQZX EADNZQZX EADSZQZX 
170229 EADDYNYX 
SWEA0151 EADD 02170225 
(SNOWTAM 0151 
EADD 
02170055 09L 5/5/5 100/100/100 NR/NR/03 WET/WET/WET SNOW 
02170055 09L 5/5/5 100/100/100 NR/NR/03 WET/WET/WET SNOW 
02170225 09C 2/3/3 75/100/100 06/12/12 SLUSH/WET SNOW/WET 
SNOW 
RWY 09L SNOW BANK R20 FM CL. RWY 09R ADJ SNOW BANKS. TWY 
B POOR. APRON NORTH POOR) 
 
Example SNOWTAM 4 
 
GG EADBZQZX EADNZQZX EADSZQZX 
170350 EADDYNYX 
SWEA0152 EADD 02170345 
(SNOWTAM 0152 
EADD 
02170345 09L 5/5/5 100/100/100 NR/NR/03 WET/WET/SLUSH 
02170134 09R 5/2/2 100/50/75 NR/06/06 WET/SLUSH/SLUSH 
02170225 09C 2/3/3 75/100/100 06/12/12 SLUSH/WET SNOW/WET 
SNOW 35 
DRIFTING SNOW. RWY 09L LOOSE SAND. RWY 09R CHEMICALLY 
TREATED. RWY 09C CHEMICALLY TREATED.) 
 
INSTRUCTIONS FOR THE COMPLETION OF THE ASHTAM FORMAT 
... 
2 Abbreviated heading 
... 
2.1 Following the usual aeronautical fixed telecommunication network (AFTN) communications 
header, the abbreviated heading “TT AAiiii CCCC MMYYGGgg (BBB)” is included to facilitate the 
automatic processing of ASHTAM messages in computer data banks. The explanation of these 
symbols is: 
... 
AA = geographical designator for Philippines = RP (see Location Indicators (ICAO Document 
7910), Part 2, Index to Nationality Letters for Location Indicators); 
... 
CCCC = four-letter location indicator of the flight information region concerned (see Location 
Indicators (ICAO Document 7910), Part 5, addresses of centers in charge of FIR/UIR); 
... 
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3 Content of ASHTAM 
... 
3.3 Item C — Name of volcano, and number of volcano as listed in the Manual on Volcanic Ash, 
Radioactive Material and Toxic Chemical Clouds (ICAO Document 9691), Appendix E, and on the 
World Map of Volcanoes and Principal Aeronautical Features. 
... 
3.10 Item J — The source of the information (e.g. “special air-report” or “vulcanological agency.) 
should always be indicated, whether an eruption has actually occurred or ash cloud reported, or 
not. 
... 
APPENDIX 7 PREDETERMINED DISTRIBUTION SYSTEM FOR NOTAM 
(Ssee Chapter 5, 5.4.2.4, and CAR-ANS Part 2, 2.7.4.1.14) 
 
1 The predetermined distribution system provides for incoming NOTAM (including ASHTAM) to 
be channelled channeled through the aeronautical fixed service (AFS) direct to designated 
addressees predetermined by CAAP while concurrently being routed to the international 
NOTAM office for checking and control purposes. 
... 
3) Fifth letter: 
 
The fifth letter differentiating between NOTAM (letter “N”), SNOWTAM (letter “S”), and ASHTAM 
(letter “V”). 
... 

-END- 
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INSTRUCTION 

a. This form can be accomplished through handwritten or computerized. 

 

 ITEM DESCRIPTION 

Notice No. 
Indicate the Notice No. staring with number 1 then followed by the year 
issued. 

Issue Date. Indicate the date of uploading in the CAAP official website. 

Publication 
Date. 

Indicate the date of the proposed publication date. 

Expiry Date. Indicate the deadline of submission of comments. 

Related Re. 
Indicate the related regulations/standards affected by the 
new/amendments.  

Status Indicate whether new issue or amendment to the regulations/standards. 

Issuing Office Indicate the name of the issuing office. 

Text Indicate the text of the new/amendments is arranged to show deleted 
text with a line through it and new text highlighted with grey shading. 
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