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PHILIPPINE CIVIL AVIATION REGULATIONS PART 7 

7.2.1 GENERAL REQUIREMENTS 

(a) … 

(b) … 

(c) …  

(d) An aircraft shall be equipped with: 
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(1) accessible and adequate medical supplies; 

(i) Medical supplies shall comprise: 

(A) one or more first-aid kits for the use of cabin crew in 

managing incidents of ill health; and 

(B) for aircraft required to carry cabin crew as part of the 

operating crew, one universal precaution kit (two for 

aircraft authorized to carry more than 250 

passengers) for the use of cabin crew members in 

managing incidents of ill health associated with a case 

of suspected communicable disease, or in the case of 

illness involving contact with body fluids; and 

(C) for aircraft authorized to carry more than 100 

passengers, on a sector length of more than two 

hours, a medical kit, for the use of medical doctors or 

other qualified persons in treating in-flight medical 

emergencies. 

Note: Guidance on the types, number, location and contents of the medical supplies 

is given in ICAO Annex 6 Part I, Attachment A. 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 8 

8.2.1.6 CIVIL AIRCRAFT FLIGHT MANUAL, MARKING AND PLACARD  

REQUIREMENTS 

(a) … 

(b) … 

(c) … 

(d) … 

(e) Each operator shall establish and maintain procedures to ensure that the 

Aircraft Flight Manual (AFM) or Rotorcraft Flight Manual (RFM) are kept 

current and updated by implementing changes made mandatory by the 

State of Manufacture, State of Design, or State of Registry. 

 

8.4.1.13  FLIGHT CREW MEMBER EMERGENCY DUTIES 
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(a) The operator shall, for each type of aircraft, assign to all flight crew 

members the necessary functions they are to perform in an emergency or 

in a situation requiring emergency evacuation. Annual training in 

accomplishing these functions shall be contained in the operator’s training 

program and shall include instruction in the use of all emergency and life-

saving equipment required to be carried, and drills in the emergency 

evacuation of the aircraft 

 

8.5.1.7  FLIGHT CREW MEMBERS AT DUTY STATIONS 

(a) … 

(b) … 

(c)  An operator shall, for each type of aircraft, assign to all flight crew members 

the necessary functions they are to perform in an emergency or in a 

situation requiring emergency evacuation. Annual training in 

accomplishing these functions shall be contained in the operator’s training 

program and shall include instruction in the use of all emergency and life-

saving equipment required to be carried, and drills in the emergency 

evacuation of the aircraft. 

 

8.6.2.2  OPERATING CONSIDERATIONS AND FACILITIES 

(a) … 

Note: “Reasonable means” in this provision is intended to denote the use, at the 

point of departure, of information available to the operator either through 

official information published by the aeronautical information services or 

readily obtainable from other sources. 

(b) The operator shall ensure that no flight will commence or continue as 

planned unless it has been ascertained by every reasonable means 

available thaht the airspace containing the the intended route from 

aerodrome of departure to aerodrome of arrival, including the intended 

take-off, destination and en-route alternate aerodromes, can be safely 

used for the planned operation. When intending to operate over or near 

conflict zones, a risk assessment shall be conducted and appropriate risk 

mitigation measures taken to ensure a safe flight.  
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Note 1: “Reasonable means” in this provision is intended to denote the use, at 

the point of departure or while the aircraft is in flight, of information available 

to the operator either through official information published by the 

aeronautical information services or readily obtainable from other sources. 

Note 2: Guidance on safety risk assessments is contained in the Safety 

Management Manual (Doc 9859). 

Note 3: The Risk Assessment Manual for Civil Aircraft Operations Over or Near 

Conflict Zones (Doc 10084) contains further guidance on risk assessment for air 

operators when flying over or near conflict zones. 

(c) The PIC shall not commence a flight unless it has been ascertained by every 

reasonable means available that the ground and/or water areas and 

facilities available and directly required for such flight and for the safe 

operation of the aircraft are adequate, including communication facilities 

and navigation aids.  

(d) Subject to their published conditions of use, aerodromes and their facilities 

shall be kept continuously available for flight operations during their 

published hours of operations, irrespective of meteorological weather 

conditions.  

(e) An operator shall, as part of its safety management system, assess the level 

of rescue and firefighting service (RFFS) protection available at any 

aerodrome intended to be specified in the operational flight plan in order 

to ensure that an acceptable level of protection is available for the airplane 

intended to be used.  

Note: CAR-SM includes safety management provisions for air operators. Further 

guidance is contained in the Safety Management Manual (Doc 9859). 

(f) Information related to the level of RFFS protection that is deemed 

acceptable by the operator shall be contained in the operations manual.  

Note 1: ‘’Reasonable means’’ in this Standard is intended to denote the use, at 

the point of departure or while the aircraft is in flight, of information available 

to the operator either through official information published by the 

aeronautical information services or readily obtainable from other sources 

ICAO Annex 6 Part I Attachment F contains guidance on assessing an acceptable 

level of RFFS protection at aerodromes.  
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Note 2: Guidance on safety risk assessments is contained in the Safety 

Management Manual (SMM)(ICAO Doc 9859) It is not intended that this 

guidance limit or regulate the operation of an aerodrome. The assessment 

performed by the operator does not in any way affect the RFFS requirements of 

Annex 14, Volume I, for aerodromes.  

Note 3.- The Risk Assessment Manual for Civil Aircraft Operations Over or Near 

Conflict Zones (ICAO Doc 10084) contains further guidance on risk assessment 

for air operators when flying over or near conflict zones 

(g) The operator shall ensure that any inadequacy of facilities observed in the 

course of operations is reported to the authority responsible for them, 

without undue delay. 

 

8.6.2.6.3  IFR DESTINATION ALTERNATE REQUIREMENT 

(a) … 

(b) … 

(c) … 

(d) For a flight to be conducted in accordance with the instrument flight rules, 

at least one destination alternate aerodrome shall be selected and 

specified in the operational and ATS flight plans, unless: 

(1) the duration of the flight from the departure aerodrome, or from 

the point of in-flight re-planning, to the destination aerodrome is 

such that, taking into account all meteorological conditions and 

operational information relevant to the flight, at the estimated time 

of use, a reasonable certainty exists that: 

(i) the approach and landing may be made under visual 

meteorological conditions; and 

(ii) separate runways are usable at the estimated time of use of 

the destination aerodrome with at least one runway having 

an operational instrument approach procedure; or 

(2) the aerodrome is isolated. Operations into isolated aerodromes do 

not require the selection of a destination alternate aerodrome(s) 

and shall be planned in accordance with 8.6.2.15.1 (c)(4)(iv); 
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(i) for each flight into an isolated aerodrome a point of no 

return shall be determined; and 

(ii) a flight to be conducted to an isolated aerodrome shall not 

be continued past the point of no return unless a current 

assessment of meteorological conditions, traffic and other 

operational conditions indicate that a safe landing can be 

made at the estimated time of use. 

Note 1: Separate runways are two or more runways at the same aerodrome 

configured such that if one runway is closed, operations to the other runway(s) 

can be conducted. 

Note 2: Guidance on planning operations to isolated aerodromes is contained 

in the Flight Planning and Fuel Management (FPFM) Manual (Doc 9976). 

 

8.6.2.12  EN ROUTE ALTERNATE AIRPORTS: EDTO OPERATIONS 

(a) … 

(b) … 

(c) … 

(d) … 

(e) En-route alternate aerodromes, required by 8.8.4.26 for extended 

diversion time operations by aircraft with two turbine engines, shall be 

selected and specified in the operational and air traffic services (ATS) flight 

plans. 

 

8.6.2.16  FLIGHT PLANNING DOCUMENT DISTRIBUTION AND RETENTION:  

  COMMERCIAL AIR TRANSPORT 

(a) … 

(b) … 

(c) … 

(d) … 

(e) The operations manual must describe the content and use of the 

operational flight plan. 
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8.7.1.1  APPLICABILITY 

(a) Each civil aircraft shall be operated in accordance with the comprehensive 

and detailed code of performance established by the Authority and in 

compliance with the acceptable provisions, as prescribed in this Subpart. 

(b) Except as provided in 8.8.4.23, single-engine airplanes shall only be 

operated in conditions of weather and light, and over such routes and 

diversions therefrom, that permit a safe forced landing to be executed in 

the event of engine failure. 

(c) For aircraft for which Parts IIIA and IIIB of Annex 8 are not applicable 

because of the exemption provided for in Article 41 of the Convention, the 

Authority ensures that the level of performance specified in 8.7.1.5 shall be 

met as far as practicable. 

 

8.8.4.26 ADDITIONAL REQUIREMENTS FOR OPERATIONS BY AIRPLANES WITH 

TURBINE ENGINES BEYOND 60 MINUTES TO AN EN-ROUTE ALTERNATE 

AERODROME INCLUDING EXTENDED DIVERSION TIME OPERATIONS 

(EDTO) 

 

8.8.4.26.1 REQUIREMENTS FOR OPERATIONS BEYOND 60 MINUTES TO AN EN-

ROUTE ALTERNATE AERODROME 

(a) Operators conducting operations beyond 60 minutes from a point on a 

route to an en-route alternate aerodrome shall ensure that: 

(1) For all airplanes: 

(i) en-route alternate aerodromes are identified; and  

(ii) the most up-to-date information is provided to the flight 

crew on identified en-route alternate aerodromes, including 

operational status and meteorological conditions; 

(2) for airplanes with two turbine engines, the most up-to-date 

information provided to the flight crew indicates that conditions at 

identified en-route alternate aerodromes will be at or above the 

operator’s established aerodrome operating minima for the 

operation at the estimated time of use. 
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Note: Guidance on compliance with the requirements of these 

provisions is contained in the Extended Diversion Time Operations 

(EDTO) Manual (Doc 10085). 

(b) In addition to the requirements in paragraph (a), all operators shall ensure 

that the following are taken into account and provide the overall level of 

safety intended by the provisions of PCAR Parts 7, 8, 9, 18 and CAR-SM: 

(1) operational control and flight dispatch procedures; 

(2) operating procedures; and 

(3) training programs. 

 

8.10.1.8.3  FLIGHT CREW MEMBER TRAINING PROGRAMS 

(a)  An operator shall establish and maintain a ground and flight training 

program, approved by the Authority, which ensures that all flight crew 

members are adequately trained to perform their assigned duties. The 

training program shall:  

(a)(1)  Include ground and flight training facilities and properly qualified 

instructors as determined by the Authority;  

(b)(2) Consist of ground and flight training in the type(s) of aircraft on which 

the flight crew member serves;  

(c)(3)  Include proper flight crew coordination and training in all types of 

emergency and abnormal situations or procedures caused by power 

plant, (for helicopters: transmission and rotor) engine, airframe or 

systems malfunctions, fire or other abnormalities, and, for airplanes, in 

upset prevention and recovery.  

(4) Include upset prevention and recovery training.  

(d)(5)  Include training in knowledge and skills related to visual and 

instrument flight procedures for the intended area of operation, 

human performance including threat and error management and in 

the transport of dangerous goods and, where applicable, procedures 

specific to environment in which the aircraft is to be operated;  

(e)(6)  Ensure that all flight crew members know the functions for which they 

are responsible and the relation of these functions to the functions of 
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other crew members, particularly in regard to abnormal or emergency 

procedures; and  

(f)(7)  Be given on a recurrent basis, as determined by the Authority and shall 

include an assessment of competence. 

Note 1: 8.8.1.17 prohibits the in-flight simulation of emergency or abnormal situations 

when passengers or cargo are being carried. 

Note 2: Flight training may, to the extent deemed appropriate by the State of the 

Operator, be given in flight simulation training devices approved by the State for that 

purpose. 

Note 3: The scope of the recurrent training required by 8.4.1.13 and 8.10.1.8.3 may be 

varied and need not be as extensive as the initial training given in a particular type of 

aircraft. 

Note 4: The use of correspondence courses and written examinations as well as other 

means may, to the extent deemed feasible by the State of the Operator, be utilized in 

meeting the requirements for periodic ground training. 

Note 5: For more information on dangerous goods operational requirements, see 

Subpart 9.6. 

Note 6: Guidance material to design training programs to develop knowledge and skills 

in human performance can be found in the Human Factors Training Manual (Doc 

9683). 

Note 7: Information for pilots and flight operations personnel on flight procedure 

parameters and operational procedures is contained in PANS-OPS (Doc 8168), Volume 

I. Criteria for the construction of visual and instrument flight procedures are contained 

in PANS-OPS (Doc 8168), Volume II. Obstacle clearance criteria and procedures used in 

certain States may differ from PANS-OPS, and knowledge of these differences is 

important for safety reasons. 

Note 8: Guidance material to design flight crew training programmes can be found in 

the Manual of Evidence-based Training (Doc 9995). 

Note 9: Guidance material on the different means used to assess competence can be 

found in the Attachment to Chapter 2 of the Procedures for Air Navigation Services — 

Training (PANS-TRG, Doc 9868). 
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Note 10: Procedures for upset prevention and recovery training in a flight simulation 

training device are contained in the Procedures for Air Navigation Services — Training 

(PANS-TRG, Doc 9868). 

Note 11: Guidance on upset prevention and recovery training in a flight simulation 

training device is contained in the Manual on Aeroplane Upset Prevention and Recovery 

Training (Doc 10011). 

(a) The requirement for recurrent flight training in a particular type of aircraft 

shall be considered fulfilled by: 

(1) the use, to the extent deemed feasible by the Authority, of flight 

simulation training devices approved by that State for that purpose; 

or 

(2) the completion within the appropriate period of the proficiency 

check required by 8.10.1.20 in that type of aircraft. 

 

IS: 8.8.4.23  ADDITIONAL REQUIREMENTS FOR SINGLE-ENGINE TURBINE POWERED 

AIRPLANES AT NIGHT AND/OR IN INSTRUMENT METEOROLOGICAL 

CONDITIONS (IMC) 

Airworthiness and operational requirements provided in accordance with 8.8.4.23, shall 

satisfy the following: 

(a) TURBINE ENGINE RELIABILITY 

(1) Turbine engine reliability shall be shown to have a power loss rate 

of less than 1 per 100 000 engine hours. 

Note: Power loss in this context is defined as any loss of power, the cause 

of which may be traced to faulty engine or engine component design or 

installation, including design or installation of the fuel ancillary or 

engine control systems. 

(2) The operator shall be responsible for engine trend monitoring. 

(3) To minimize the probability of in-flight engine failure, the engine 

shall be equipped with: 

(i) an ignition system that activates automatically, or is capable 

of being operated manually, for take-off and landing, and 

during flight, in visible moisture; 
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(ii) a magnetic particle detection or equivalent system that 

monitors the engine, accessories gearbox, and reduction 

gearbox, and which includes a flight deck caution indication; 

and 

(iii) an emergency engine power control device that permits 

continuing operation of the engine through a sufficient 

power range to safely complete the flight in the event of any 

reasonably probable failure of the fuel control unit 

(b) SYSTEMS AND EQUIPMENT 

(1) Single-engine turbine-powered airplane approved to operate at 

night and/or in IMC shall be equipped with the following systems 

and equipment intended to ensure continued safe flight and to 

assist in achieving a safe forced landing after an engine failure, 

under all allowable operating conditions: 

(i) two separate electrical generating systems, each one 

capable of supplying all probable combinations of 

continuous inflight electrical loads for instruments, 

equipment and systems required at night and/or in IMC;  

(ii) a radio altimeter;  

(iii) an emergency electrical supply system of sufficient capacity 

and endurance, following loss of all generated power, to as 

a minimum: 

(A) maintain the operation of all essential flight 

instruments, communication and navigation systems 

during a descent from the maximum certificated 

altitude in a glide configuration to the completion of 

a landing; 

(B) lower the flaps and landing gear, if applicable; 

(C) provide power to one pitot heater, which must serve 

an air speed indicator clearly visible to the pilot; 

(D) provide for operation of the landing light specified in 

(b)(x);  

(E) provide for one engine restart, if applicable; and  
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(F) provide for the operation of the radio altimeter; 

(iv) two attitude indicators, powered from independent sources; 

(v) a means to provide for at least one attempt at engine re-

start;  

(vi) airborne weather radar;  

(vii) a certified area navigation system capable of being 

programmed with the positions of aerodromes and safe 

forced landing areas, and providing instantly available track 

and distance information to those locations;  

(viii) for passenger operations, passenger seats and mounts 

which meet dynamically-tested performance standards and 

which are fitted with a shoulder harness or a safety belt with 

a diagonal shoulder strap for each passenger seat; 

(ix) in pressurized aircraft, sufficient supplemental oxygen for all 

occupants for descent following engine failure at the 

maximum glide performance from the maximum 

certificated altitude to an altitude at which supplemental 

oxygen is no longer required; 

(x) a landing light that is independent of the landing gear and is 

capable of adequately illuminating the touchdown area in a 

night forced landing; and 

(xi) an engine fire warning system. 

(c) MINIMUM EQUIPMENT LIST 

(1) The Authority requires the minimum equipment list of the operator 

approved in accordance with 8.8.4.23 to specify the operating 

equipment required for night and/or IMC operations, and for 

day/VMC operations. 

(d) FLIGHT MANUAL INFORMATION 

(1) The flight manual shall include limitations, procedures, approval 

status and other information relevant to operations by single 

engine turbine-powered airplane at night and/or in IMC. 

(e) EVENT REPORTING 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 13 of 83 

(1) The operator approved for operations by single-engine turbine-

powered airplane at night and/or in IMC shall report all significant 

failures, malfunctions or defects to the Authority who in turn will 

notify the State of Design. 

(2) The Authority reviews the safety data and monitors the reliability 

information so as to be able to take any actions necessary to ensure 

that the intended safety level is achieved. The Authority notifies 

major events or trends of particular concern to the appropriate 

Type Certificate Holder and the State of Design. 

(f) OPERATOR PLANNING 

(1) Operator route planning shall take account of all relevant 

information in the assessment of intended routes or areas of 

operations, including the following: 

(i) the nature of the terrain to be overflown, including the 

potential for carrying out a safe forced landing in the event 

of an engine failure or major malfunction;  

(ii) weather information, including seasonal and other adverse 

meteorological influences that may affect the flight; and  

(iii) other criteria and limitations as specified by the Authority. 

(2) The operator shall identify aerodromes or safe forced landing areas 

available for use in the event of engine failure, and the position of 

these shall be programmed into the area navigation system. 

Note 1: A ‘safe’ forced landing in this context means a landing in an area 

at which it can reasonably be expected that it will not lead to serious 

injury or loss of life, even though the aircraft may incur extensive 

damage. 

Note 2: Operation over routes and in weather conditions that permit a 

safe forced landing in the event of an engine failure, as specified in 

8.7.1.1 (b), is not required by IS 8.8.4.23 (f)(1) for aircraft approved in 

accordance with 8.8.4.23. The availability of forced landing areas at all 

points along a route is not specified for these aircraft because of the very 

high engine reliability, additional systems and operational equipment, 

procedures and training requirements specified in IS 8.8.4.23. 

(g) FLIGHT CREW EXPERIENCE, TRAINING AND CHECKING 
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(1) The Authority prescribes the minimum flight crew experience 

required for night/IMC operations by single-engine turbine-

powered airplane. 

(2) The operator’s flight crew training and checking shall be appropriate 

to night and/or IMC operations by single-engine turbine-powered 

airplane, covering normal, abnormal and emergency procedures 

and, in particular, engine failure, including descent to a forced 

landing in night and/or in IMC conditions. 

(h) ROUTE LIMITATIONS OVER WATER 

(1) The Authority applies route limitation criteria for single-engine 

turbine-powered airplane operating at night and/or in IMC on over 

water operations if beyond gliding distance from an area suitable 

for a safe forced landing/ditching having regard to the 

characteristics of the aircraft, seasonal weather influences, 

including likely sea state and temperature, and the availability of 

search and rescue services. 

(i) OPERATOR CERTIFICATION OR VALIDATION 

(1) The operator shall demonstrate the ability to conduct operations by 

single-engine turbine-powered airplane at night and/or in IMC 

through a certification and approval process specified by the 

Authority. 

Note: Guidance on the airworthiness and operational requirements is 

contained in ICAO Annex 6 Part I, Attachment E. 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 9 

9.1.1.6  ISSUANCE OR DENIAL OF AIR OPERATOR CERTIFICATE 

(a) … 

(b) … 

(c) … 

(d) … 
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(e) The air operator certificate shall authorize the operator to conduct 

commercial air transport operations in accordance with the operations 

specifications. 

Note: Provisions for the content of the air operator certificate and its associated 

operations specifications are contained in 9.1.1.7. 

 

9.1.1.13  ISSUANCE OR DENIAL OF AIR OPERATOR CERTIFICATE SAFETY 

OVERSIGHT OF AIR OPERATORS 

(a) … 

(b) … 

(c) The Authority has established a system for both the certification and the 

continued surveillance of the operator in accordance with IS 9.1.1.6 and 

CAR-SM Appendix 3 to ensure that the required standards of operations 

established in this Part are maintained. 

 

IS: 9.1.1.13  SAFETY OVERSIGHT OF AIR OPERATORS 

Note 1: Appendix 3 to CAR-SM contains the general provisions for a state safety oversight 

system. 

Note 2: This Subpart provides additional provisions for the safety oversight of international 

commercial air transport operators. 

(a) Primary Aviation Legislation 

(1) The Republic of the Philippines has enacted and implemented laws 

that enable the State to regulate the certification and continued 

supervision of air operators and the resolution of safety issues 

identified by the Authority and to ensure that compliance will result 

in an acceptable level of safety performance for the operations 

undertaken. 

Note 1: The term Authority as used in this Subpart refers to the Civil 

Aviation Authority of the Philippines as well as equivalent organizations, 

including inspectors and staff. 

Note 2: Guidance on the inspection, certification and continued 

surveillance of operations is contained in the Manual of Procedures for 
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Operations Inspection, Certification and Continued Surveillance (Doc 

8335) and the Airworthiness Manual (Doc 9760). 

(b) Specific Operating Regulations 

(1) The Republic of the Philippines has adopted regulations that 

provide for the certification and continued surveillance of aircraft 

operations and the maintenance of aircraft in conformity with the 

Annexes to the Convention on International Civil Aviation. 

(c) State Safety Oversight System and Functions 

(1) The Republic of the Philippines ensures that the Authority is 

responsible for the safety oversight of air operators. 

(2) The Authority uses a methodology to determine its inspector 

staffing requirements according to the size and complexity of civil 

air operations in the Republic of the Philippines. 

(3) The methodology in paragraph (2) is documented. 

(4) The Authority ensures that its inspectors have adequate support, 

credentials and transportation to accomplish, independently, their 

certification and continued surveillance tasks. 

(d) Qualified Technical Personnel 

(1) The Authority requires that the initial and recurrent training of its 

inspectors include aircraft-specific subjects. 

Note: Guidance on experience and training for inspectors is contained 

in the Manual of Procedures for Operations Inspection, Certification and 

Continued Surveillance (Doc 8335). 

(e) Technical Guidance, Tools and Provision of Safety-Critical Information 

(1) The Authority ensures that its inspectors are provided with technical 

guidance manuals containing the policies, procedures and 

standards to be used in the certification and continued surveillance 

of air operators. 

(2) The Authority ensures that its inspectors are provided with technical 

guidance manuals containing the policies, procedures and 

standards to be used in the resolution of safety issues, including 

enforcement. 
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(3) The Authority ensures that authority inspectors are provided with 

technical guidance manuals that address ethics, personal conduct 

and the avoidance of actual or perceived conflicts of interest in the 

performance of official duties. 

(f) Certification Obligations 

(1) The Authority requires, prior to commencement of new commercial 

air transport operations, air operators to demonstrate that they can 

safely conduct the proposed operations. 

Note: Advisory Circular 09-001 contains further information in this 

regard. 

(g) Continued Surveillance Obligations 

(1) The Authority uses an ongoing surveillance plan to confirm that 

operators continue to meet the relevant requirements for initial 

certification and that each air operator is functioning satisfactorily. 

(h) Resolution Of Safety Issues 

Note: Provisions for the resolution of safety issues are contained in 

Appendix 3 of CAR-SM. 

 

9.3.1.2  OPERATIONS MANUAL 

(a) … 

(b) … 

(c) Each operator shall prepare and keep current an Operations Manual that 

contains the operator’s procedures and policies for the use and guidance 

of its personnel. 

(d)(c)  The operator shall provide, for the use and guidance of operations 

personnel concerned, an operations manual in accordance with IS 9.3.1.2. 

Each operator shall issue the Operations Manual, or pertinent portions, 

together with all amendments and revisions to all personnel that are 

required to use it. The Operations Manual shall be amended or revised as 

is necessary to ensure that the information contained therein is kept up to 

date. All such amendments or revisions shall be issued to all personnel that 

are required to use this manual. 
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(e)(d) … 

(f)(e) …  

(g)(f) … 

(h)(g)  The operator shall provide, for the use and guidance of operations 

personnel concerned, an operations manual in accordance with IS 9.3.1.2. 

The operations manual shall be amended or revised as is necessary to 

ensure that the information contained therein is kept up to date. All such 

amendments or revisions shall be issued to all personnel that are required 

to use this manual. 

 

9.3.1.5 AIRCRAFT TECHNICAL LOG ENTRIES - JOURNEY RECORDS SECTION  

(a) Each aircraft journey log book (technical log) shall contain the following 

items and corresponding Roman numerals for each flight: (See 9.4.1.9 for 

maintenance section of the aircraft technical log):  

(1) I — Aircraft nationality and registration;  

(2) II — Date;  

(3) III — Names of crewmembers;  

(4) IV — Duty assignments of crewmembers;  

(5) V — Place of departure;  

(6) VI — Place of arrival;  

(7) VII — Time of departure;  

(8) VIII — Time of arrival;  

(9) IX — Hours of flight;  

(10) X — Nature of flight (private, aerial work, scheduled, or non-

scheduled);  

(11) XI — Incidents, observations, if any; and  

(12) XII — Signature of person in charge 

(b) Entries in the journey logbook shall be made currently and in ink or 

indelible pencil.  



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 19 of 83 

(c) Completed journey log books shall be maintained and retained to provide 

a continuous record of the last six months operations. 

 

IS: 9.3.1.2  CONTENTS OF OPERATIONS MANUAL 

(a) From 1 January 2006, aAn operations manual, which may be issued in 

separate parts corresponding to specific aspects of operations, provided in 

accordance with Subpart 9.3.1.2 shall be organized with the following 

structure: 

(1) … 

(2) … 

(3) … 

(4) … 

(b) An AOC holder may design a manual to be more restrictive than the 

Authority's requirements. 

(c) Each AOC holder shall ensure that the operations manual presents the 

items of information listed below, to meet the requirements of Subpart 

9.3.1.2 (g). The manual may consist of two or more parts containing 

together all such information in a format and manner based upon the 

outline presented in paragraph (d) below. Each part of the operations 

manual must contain all information required by each group of personnel 

addressed in that part. The operations manual referred to in paragraph (a) 

shall contain at the least the following: 

(1)  General policies.  

(2)  Duties and responsibilities of each crewmember, appropriate 

members of the ground organization, and management personnel.   

(3)  Reference to appropriate Civil Aviation Regulations.  

(4)  Flight dispatching, supervision and operational control, including 

procedures for coordinated dispatch or flight control or flight 

monitoring procedures and maintenance control procedures, as 

applicable.  

(5)  En route flight, navigation, and communication procedures, 

including procedures for the dispatch or release or continuance of 
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flight if any item of equipment required for the particular type of 

operation becomes inoperative or unserviceable en route.  

(6)  Appropriate information from the en route operations 

specifications, including for each approved route the types of 

aircraft authorized the type of operation such as VFR, IFR, day, night, 

etc., and any other pertinent information.  

(7)  Appropriate information from the airport operations specifications, 

including for each airport-  

(i) Its location (domestic and flag operations only);  

(ii) Its designation (regular, alternate, provisional, etc.) 

(domestic and flag operations only);  

(iii) The types of aircraft authorized (domestic and flag 

operations only);  

(iv) Instrument approach procedures;  

(v) Landing and takeoff minimums; and  

(vi) Any other pertinent information.  

(8)  Procedures for familiarizing passengers with the use of emergency 

equipment, during flight.  

(9)  Emergency equipment and procedures.  

(10)  The method of designating succession of command of flight crew 

members.  

(11)  Procedures for determining the usability of landing and takeoff 

areas, and for disseminating pertinent information thereon to 

operations personnel.  

(12)  Procedures for operating in periods of ice, hail, thunderstorms, 

turbulence, or any potentially hazardous meteorological condition.  

(13)  Airman training programs, including appropriate ground, flight, and 

emergency phases.  

(14)  Procedures for refueling aircraft, eliminating fuel contamination, 

protection from fire (including electrostatic protection), and 

supervising and protecting passengers during refueling.  
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(15)  Methods and procedures for maintaining the aircraft weight and 

centre of gravity within approved limits.  

(16)  Where applicable, pilot and dispatcher route and airport 

qualification procedures.  

(17)  Accident notification procedures.  

(18)  Procedures and information to assist personnel to identify packages 

marked or labeled as containing hazardous materials and, if these 

materials are to be carried, stored, or handled, procedures and 

instructions relating to the carriage, storage, or handling of 

Dangerous Goods, including the following:  

(i) Procedures for determining the proper shipper certification 

and proper packaging, marking, labeling, shipping 

documents, compatibility of materials, and instructions on 

the loading, storage, and handling.  

(ii) Notification procedures for reporting hazardous material 

incidents.  

(iii) Instructions and procedures for the notification of the pilot 

in command when there are Dangerous Goods aboard.  

(19)  Instruction on the use of autopilots and auto-throttles in IMC.  

Note: Instruction on the use of autopilots and auto throttles, together 

with IS: 9.3.1.2(c) (20) and (21), are essential for avoidance of approach 

and landing accidents and controlled flight unto terrain accidents.  

(20)  Limitation on high rates of descent near the surface.  

(21)  Instructions and training requirements for the avoidance of 

controlled flight into terrain and policy for the use of the ground 

proximity warning system (GPWS).  

(22)  Information and policy relating to fatigue management including:  

(i) policies pertaining to flight time, flight duty period, duty 

period-limitations and rest requirements for flight and cabin 

crew members in accordance with Subpart 8.11; and  

(ii) where applicable, policy and documentation pertaining to 

the operator's FRMS in accordance with IS: 8.11.1.2.  
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(23)  Other information or instructions relating to safety. 

(1) General  

(i) Instructions outlining the responsibilities of operations 

personnel pertaining to the conduct of flight operations.  

(ii) Information and policy relating to fatigue management 

including: 

(A) policies pertaining to flight time, flight duty period, 

duty period limitations and rest requirements for 

flight and cabin crew members in accordance with 

PCAR Part 8: 8.11.1.2 (a)(1); and  

(B) where applicable, policy and documentation 

pertaining to the operator’s FRMS in accordance with 

IS 8.11.1.2. 

(iii) A list of the navigational equipment to be carried including 

any requirements relating to operations where 

performance-based navigation is prescribed. 

(iv) Where relevant to the operations, the long-range navigation 

procedures, engine failure procedure for EDTO and the 

nomination and utilization of diversion aerodromes 

(v) The circumstances in which a radio listening watch is to be 

maintained.  

(vi) The method for determining minimum flight altitudes. 

(vii) The methods for determining aerodrome operating minima.  

(viii) Safety precautions during refueling with passengers on 

board.  

(ix) Ground handling arrangements and procedures. 

(x) Procedures, as prescribed in CAR-ANS Part 12, for pilots-in-

command observing an accident.  

(xi) (xi) The flight crew for each type of operation including the 

designation of the succession of command.  

(xii) Specific instructions for the computation of the quantities of 

fuel and oil to be carried, taking into account all 
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circumstances of the operation including the possibility of 

loss of pressurization and the failure of one or more engines 

while en route.  

(xiii) The conditions under which oxygen shall be used and the 

amount of oxygen determined in accordance with Subpart 

8.6.2.13.2 (b).  

(xiv) Instructions for mass and balance control.  

(xv) Instructions for the conduct and control of ground de-

icing/anti-icing operations.  

(xvi) The specifications for the operational flight plan.  

(xvii) (xvii) Standard operating procedures (SOPs) for each phase 

of flight.  

(xviii) Instructions on the use of normal checklists and the timing 

of their use.  

(xix) Departure contingency procedures.  

(xx) Instructions on the maintenance of altitude awareness and 

the use of automated or flight crew altitude call-out.  

(xxi) Instructions on the use of autopilots and auto-throttles in 

IMC. 

Note: Instructions on the use of autopilots and auto-throttles, 

together with (xxvi) and (xxx), are essential for avoidance of 

approach and landing accidents and controlled flight into 

terrain accidents.  

(xxii) Instructions on the clarification and acceptance of ATC 

clearances, particularly where terrain clearance is involved. 

(xxiii) Departure and approach briefings.  

(xxiv) Procedures for familiarization with areas, routes and 

aerodromes.  

(xxv) Stabilized approach procedure.  

(xxvi) Limitation on high rates of descent near the surface.  
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(xxvii) Conditions required to commence or to continue an 

instrument approach.  

(xxviii) Instructions for the conduct of precision and non-precision 

instrument approach procedures.  

(xxix) Allocation of flight crew duties and procedures for the 

management of crew workload during night and IMC 

instrument approach operations.  

(xxx) Instructions and training requirements for the avoidance of 

controlled flight into terrain and policy for the use of the 

ground proximity warning system (GPWS). 

(xxxi) Policy, instructions, procedures and training requirements 

for the avoidance of collisions and the use of the airborne 

collision avoidance system (ACAS).  

Note: Procedures for the operation of ACAS are contained in 

PANS-OPS (Doc 8168), Volume I, and in PANS-ATM (Doc 4444), 

Chapters 12 and 15.  

(xxxii) Information and instructions relating to the interception of 

civil aircraft including: 

(A) procedures, as prescribed in CAR-ANS Part 14, for 

pilots-in-command of intercepted aircraft; and 

(B) visual signals for use by intercepting and intercepted 

aircraft, as contained in CAR-ANS Part 14. 

(xxxiii) For aircraft intended to be operated above 15 000 m (49 000 

ft): 

(A) information which will enable the pilot to determine 

the best course of action to take in the event of 

exposure to solar cosmic radiation; and  

(B) procedures in the event that a decision to descend is 

taken, covering: 

(I) the necessity of giving the appropriate ATS 

unit prior warning of the situation and of 

obtaining a provisional descent clearance; and 
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(II) the action to be taken in the event that 

communication with the ATS unit cannot be 

established or is interrupted. 

Note: Guidance material on the information to be 

provided is contained in Circular 126 — 

Guidance Material on SST Aircraft Operations. 

(xxxiv) Details of the safety management system (SMS) provided in 

accordance with Chapters 3 and 4 of CAR-SM. 

(xxxv) Information and instructions on the carriage of dangerous 

goods, in accordance with Subpart 9.6, including action to be 

taken in the event of an emergency. 

Note: Guidance material on the development of policies and 

procedures for dealing with dangerous goods incidents on board 

aircraft is contained in Emergency Response Guidance for 

Aircraft Incidents Involving Dangerous Goods (Doc 9481). 

(xxxvi) Security instructions and guidance. 

(xxxvii) The search procedure checklist provided in accordance with 

9.5.1.6.  

(xxxviii) Instructions and training requirements for the use of 

automatic landing systems, a HUD or equivalent displays 

and EVS, SVS or CVS equipment as applicable. 

(xxxix) Instructions and training requirements for the use of the 

EFB, as applicable. 

(2) Aircraft operating information 

(i) Certification limitations and operating limitations.  

(ii) The normal, abnormal and emergency procedures to be 

used by the flight crew and the checklists relating thereto as 

required by 9.3.1.4.  

(iii) Operating instructions and information on climb 

performance with all engines operating, if provided in 

accordance with 9.3.1.26 (c).  

(iv) Flight planning data for pre-flight and in-flight planning with 

different thrust/power and speed settings. 
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(v) The maximum crosswind and tailwind components for each 

aircraft type operated and the reductions to be applied to 

these values having regard to gusts, low visibility, runway 

surface conditions, crew experience, use of autopilot, 

abnormal or emergency circumstances, or any other 

relevant operational factors.  

(vi) Instructions and data for mass and balance calculations.  

(vii) Instructions for aircraft loading and securing of load.  

(viii) Aircraft systems, associated controls and instructions for 

their use, as required by 9.3.1.4.  

(ix) The minimum equipment list and configuration deviation list 

for the aircraft types operated and specific operations 

authorized, including any requirements relating to 

operations where performance-based navigation is 

prescribed. 

(x) Checklist of emergency and safety equipment and 

instructions for its use. 

(xi) Emergency evacuation procedures, including type-specific 

procedures, crew coordination, assignment of crew’s 

emergency positions and the emergency duties assigned to 

each crew member. 

(xii) The normal, abnormal and emergency procedures to be 

used by the cabin crew, the checklists relating thereto and 

aircraft systems information as required, including a 

statement related to the necessary procedures for the 

coordination between flight and cabin crew. 

(xiii) Survival and emergency equipment for different routes and 

the necessary procedures to verify its normal functioning 

before take-off, including procedures to determine the 

required amount of oxygen and the quantity available. 

(xiv) The ground-air visual signal code for use by survivors, as 

contained in CAR-ANS Part 12. 

(3) Routes and aerodromes 
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(i) A route guide to ensure that the flight crew will have, for each 

flight, information relating to communication facilities, 

navigation aids, aerodromes, instrument approaches, 

instrument arrivals and instrument departures as applicable 

for the operation, and such other information as the 

operator may deem necessary for the proper conduct of 

flight operations. 

(ii) The minimum flight altitudes for each route to be flown.  

(iii) Aerodrome operating minima for each of the aerodromes 

that are likely to be used as aerodromes of intended landing 

or as alternate aerodromes.  

(iv) The increase of aerodrome operating minima in case of 

degradation of approach or aerodrome facilities. 

(v) Instructions for determining aerodrome operating minima 

for instrument approaches using eligible equipment for 

operational credit. 

(vi) The necessary information for compliance with all flight 

profiles required by regulations, including but not limited to, 

the determination of: 

(A) take-off runway length requirements for dry, wet and 

contaminated conditions, including those dictated by 

system failures which affect the take-off distance;  

(B) take-off climb limitations;  

(C) en-route climb limitations;  

(D) approach climb limitations and landing climb 

limitations; 

(E) landing runway length requirements for dry, wet and 

contaminated conditions, including systems failures 

which affect the landing distance; and  

(F) supplementary information, such as tire speed 

limitations. 

(4) Training 
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(i) Details of the flight crew training programs, as required by 

Subpart 8.10.1.8.3. 

(ii) Details of the cabin crew duties training program as required 

by 8.10.1.34 (c). 

(iii) Details of the flight operations officer/flight dispatcher 

training program when employed in conjunction with a 

method of flight supervision in accordance with Subpart 

8.4.1.1. 

Note: Details of the flight operations officer/flight dispatcher 

training program are contained in PCAR Part 8: 8.10.1.7. 

 

9.3.1.12 MINIMUM EQUIPMENT LIST AND CONFIGURATION DEVIATION LIST 

(a) … 

(b) … 

(c) … 

(d) … 

(e) The operator shall include in the operations manual a minimum equipment 

list (MEL), approved by the Authority which will enable the pilot-in-

command to determine whether a flight may be commenced or continued 

from any intermediate stop should any instrument, equipment or systems 

become inoperative. Where the State of the Operator is not the State of 

Registry, the State of the Operator shall ensure that the MEL does not affect 

the aircraft’s compliance with the airworthiness requirements applicable in 

the State of Registry. 

Note: Advisory Circular 08-017 contains guidance on the minimum equipment 

list. 

 

9.2.2.6  COCKPIT VOICE AND FLIGHT DATA RECORDER RECORDS 

(a) … 

(b) … 
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(c) The operator shall ensure, to the extent possible, in the event the aircraft 

becomes involved in an accident or incident, the preservation of all related 

flight recorder records and, if necessary, the associated flight recorders 

(cockpit voice recorder and flight data recorder), and their retention in safe 

custody pending their disposition as determined in accordance with Annex 

13. 

 

9.3.1.10  RESERVE OPERATING INSTRUCTIONS — GENERAL 

(a) An operator shall ensure that all operations personnel are properly 

instructed in their particular duties and responsibilities and the relationship 

of such duties to the operation as a whole. 

(b) An aircraft shall not be taxied on the movement area of an aerodrome 

unless the person at the controls: 

(1) has been duly authorized by the operator or a designated agent;  

(2) is fully competent to taxi the aircraft;  

(3) is qualified to use the radiotelephone; and 

(4) has received instruction from a competent person in respect of 

aerodrome layout, routes, signs, marking, lights, air traffic control 

(ATC) signals and instructions, phraseology and procedures, and is 

able to conform to the operational standards required for safe 

aircraft movement at the aerodrome. 

(c) An operator shall issue operating instructions and provide information on 

aircraft climb performance with all engines operating to enable the pilot-

in-command to determine the climb gradient that can be achieved during 

the departure phase for the existing take-off conditions and intended take-

off technique. This information shall be included in the operations manual. 

 

9.3.1.4  AIRCRAFT OPERATING MANUAL 

(a) … 

(b) … 

(c) … 

(d) … 
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(e) The operator shall provide operations staff and flight crew with an aircraft 

operating manual, for each aircraft type operated, containing the normal, 

abnormal and emergency procedures relating to the operation of the 

aircraft. The manual shall include details of the aircraft systems and of the 

checklists to be used. The design of the manual shall observe Human 

Factors principles. 

Note: Guidance material on the application of Human Factors principles can be 

found in the Human Factors Training Manual (Doc 9683). 

 

9.9   FLIGHT DATA ANALYSIS PROGRAM 

(a) An operator of an airplane of a certificated take-off mass in excess of 

1520,000 kg (and a helicopter of a certificated take-off mass in excess of 

7,000 kg or having a passenger seating configuration of more than 9 and 

fitted with flight data recorder) shall establish and maintain a flight data 

analysis program, as part of its safety management system. 

(b) … 

(c) … 

(d) … 

(e) … 

(f) … 

(g) An operator shall establish a flight safety documents system, for the use 

and guidance of operational personnel, as part of its safety management 

system. 

Note: Guidance on the development and organization of a flight safety 

documents system is provided in Advisory Circular 09-005. 

 

9.3.1.7.1   CABIN CREW AT EMERGENCY EVACUATION STATIONS 

(a) Each cabin crew member assigned to emergency evacuation duties shall 

occupy a seat provided in accordance with PCAR Part 7: 7.9.1 during take-

off and landing and whenever the pilot-in-command so directs. 
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9.3.1.7.2  PROTECTION OF CABIN CREW DURING FLIGHT 

(a) Each cabin crew member shall be seated with seat belt or, when provided, 

safety harness fastened during take-off and landing and whenever the 

pilot-in-command so directs. 

Note: The foregoing does not preclude the pilot-in-command from directing the 

fastening of the seat belt only, at times other than during take-off and landing. 

 

9.3.1.7.3 TRAINING 

(a) The operator shall establish and maintain a training program, approved by 

the Authority, to be completed by all persons before being assigned as a 

cabin crew member. Cabin crew members shall complete a recurrent 

training program annually. These training programs shall ensure that each 

person is: 

(1) competent to execute those safety duties and functions which the 

cabin crew member is assigned to perform in the event of an 

emergency or in a situation requiring emergency evacuation; 

(2) drilled and capable in the use of emergency and life-saving 

equipment required to be carried, such as life jackets, life rafts, 

evacuation slides, emergency exits, portable fire extinguishers, 

oxygen equipment, first-aid and universal precaution kits, and 

automated external defibrillators; 

(3) when serving on aircraft operated above 3 000 m (10 000 ft), 

knowledgeable as regards the effect of lack of oxygen and, in the 

case of pressurized aircraft, as regards physiological phenomena 

accompanying a loss of pressurization; 

(4) aware of other crew members’ assignments and functions in the 

event of an emergency so far as is necessary for the fulfilment of 

the cabin crew member’s own duties; 

(5) aware of the types of dangerous goods which may, and may not, be 

carried in a passenger cabin; and 

(6) knowledgeable about human performance as related to passenger 

cabin safety duties including flight crew-cabin crew coordination.  
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Note 1: Requirements for the training of cabin crew members in the 

transport of dangerous goods are included in the Dangerous Goods 

Training Programme contained in Annex 18 — The Safe Transport of 

Dangerous Goods by Air and the Technical Instructions for the Safe 

Transport of Dangerous Goods by Air (Doc 9284).   

Note 2: For more information on dangerous goods operational 

requirements, see 9.6.  

Note 3: Guidance material to design training programs to develop 

knowledge and skills in human performance can be found in the Cabin 

Crew Safety Training Manual (Doc 10002). 

 

9.1.1.2  RESERVED COMPLIANCE WITH LAWS, REGULATIONS, AND 

PROCEDURES 

(a) An operator shall ensure that all employees when abroad know that they 

must comply with the laws, regulations and procedures of those States in 

which operations are conducted. 

(b) An operator shall ensure that all pilots are familiar with the laws, 

regulations and procedures, pertinent to the performance of their duties, 

prescribed for the areas to be traversed, the aerodromes to be used and 

the air navigation facilities relating thereto. The operator shall ensure that 

other members of the flight crew are familiar with such of these laws, 

regulations and procedures as are pertinent to the performance of their 

respective duties in the operation of the aircraft. 

Note: Information for pilots and flight operations personnel on flight 

procedure parameters and operational procedures is contained in PANS-

OPS (Doc 8168), Volume I. Criteria for the construction of visual and 

instrument flight procedures are contained in PANS-OPS (Doc 8168), 

Volume II. Obstacle clearance criteria and procedures used in certain States 

may differ from PANS-OPS, and knowledge of these differences is 

important for safety reasons. 

(c) An operator or a designated representative shall have responsibility for 

operational control. 

(d) Responsibility for operational control shall be delegated only to the pilot-

in-command and to a flight operations officer/flight dispatcher if the 
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operator’s approved methos of control and supervision of flight operations 

requires the use of flight operations officer/flight dispatcher personnel. 

Note: Guidance on the operational control organization and the role of the 

flight operations officer/flight dispatcher is contained in the Manual of 

Procedures for Operations Inspection, Certification and Continued Surveillance 

(Doc 8335). Detailed guidance on the authorization, duties and responsibilities 

of the flight operations officer/flight dispatcher is contained in the Preparation 

of an Operations Manual (Doc 9376). The requirements for age, skill, knowledge 

and experience for licensed flight operations officers/flight dispatchers are 

contained in PCAR Part 2.   

(e) If an emergency situation which endangers the safety of the aircraft or 

persons becomes known first to the flight operations officer/flight 

dispatcher, action by that person in accordance with 8.12.1.4 (c) shall 

include, where necessary, notification to the appropriate authorities of the 

nature of the situation without delay, and requests for assistance if 

required 

(f) If an emergency situation which endangers the safety of the aircraft or 

persons necessitates the taking of action which involves a violation of local 

regulations or procedures, the pilot-in-command shall notify the 

appropriate local authority without delay. If required by the State in which 

the incident occurs, the pilot-in-command shall submit a report on any 

such violation to the appropriate authority of such State; in that event, the 

pilot-in-command shall also submit a copy of it to the Authority. Such 

reports shall be submitted as soon as possible and normally within ten 

days 

(g) Operators shall ensure that pilots-in-command have available on board the 

aircraft all the essential information concerning the search and rescue 

services in the area over which the aircraft will be flown. 

Note: This information may be made available to the pilot by means of the 

operations manual or such other means as is considered appropriate. 

(h) Operators shall ensure that flight crew members demonstrate the ability 

to speak and understand the language used for radiotelephony 

communications as specified in PCAR Part 2. 
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9.5.1.6  AIRCRAFT SEARCH PROCEDURE CHECKLIST 

(a)  Each operator shall ensure that there is on board a checklist of the 

procedures to be followed in searching for a bomb in case of a suspected 

sabotage and for inspecting aircraft for concealed weapons, explosives, or 

other dangerous devices when a well-founded suspicion exists that the 

aircraft may be the object of an act of unlawful interference. The checklist 

shall be supported by guidance on appropriate course of action to be taken 

should a bomb or suspicious object be found and information on the least-

risk bomb location specific to the aircraft. 

 

9.2.2.2  MANAGEMENT PERSONNEL REQUIRED FOR COMMERCIAL AIR 

TRANSPORT OPERATIONS 

(a) … 

(b) When conducting commercial air transport operations, the operator shall 

have qualified personnel, with proven competency in civil aviation, 

available and serving in the following positions or their equivalent: 

(1) …  

(2) …  

(3) …  

(4) … 

(5) … 

(6) … 

(7) … 

(8) Director of Cabin Crew Service  

 Note: “Competency in civil aviation” means that an individual shall have a 

technical qualification and management experience acceptable to the Authority 

for the position served. 

 

IS: 9.2.2.2  MANAGEMENT PERSONNEL REQUIRED FOR COMMERCIAL AIR 

TRANSPORT OPERATIONS 

(a) … 
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(b) … 

(c) … 

(d) … 

(e) … 

(f) … 

(g) … 

(h) The minimum qualifications for the Director of Cabin Crew Services are: 

(1) Had at least three (3) years experience as an operating cabin crew 

member 

(2) Has completed appropriate course covering the following as a 

minimum: 

(i) Pre-flight briefing: 

(A) operating as crew; 

(B) allocation of cabin crew stations and responsibilities; 

(C) consideration of the particular flight, including 

aircraft type, equipment, are and type of operation, 

and categories of passengers with particular 

attention to disabled, infants and stretchers, and 

(ii) Crew Resource Management (CRM): 

(A) discipline, responsibilities and chain of command; 

(B) importance of coordination and communication 

(C) pilot incapacitation, and 

(iii) Review of operator’s requirements and legal requirements: 

(A) passenger safety briefing, safety cards; 

(B) securing of galleys; 

(C) stowage of cabin baggage; 

(D) electronic equipment; 

(E) procedures when fueling with passengers on board; 

(F) turbulence; 
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(G) documentation, and 

(iv) human factors and crew resource management, and 

(v) accident and incident reporting, and 

(vi) flight and duty time limitations and rest requirements. 

(3) Holds or must have held a cabin crew competency card. 

(h)(i)  … 

(i)(j)  … 

(k)(l)  … 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 10 

10.1.1.7 SURVEILLANCE OF OPERATIONS BY A FOREIGN OPERATOR  

(a) The Authority recognizes as valid an air operator certificate issued by 

another Contracting State, provided that the requirements under which the 

certificate was issued are at least equal to the applicable Standards 

specified in Annex 6 Part I and in Annex 19. 

(b) The Republic of the Philippines has established a program with procedures 

for the surveillance of operations in its territory by a foreign operator and 

for taking appropriate action when necessary to preserve safety. 

(c) The operator shall meet and maintain the requirements established by the 

Republic of the Philippines in which the operations are conducted. 

Note: Guidance on the surveillance of operations by foreign operators may be 

found in the Manual of Procedures for Operations Inspection, Certification and 

Continued Surveillance (Doc 8335). 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 18 

18.1.5  APPROVALS AND EXEMPTIONS 

(a) Where specifically provided in the Technical Instructions, this Authority may 

grant a Specific approval, provided that in such instances an overall level of 

safety in transport is equivalent to the level of safety provided for in the 

Technical Instructions is achieved.  

(1) In instances:  
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(i) of extreme urgency; or  

(ii) when other forms of transport are inappropriate; or  

(iii) when full compliance with the prescribed requirements is 

contrary to the public interest, this Authority may grant an 

exemption from these provisions provided that in such 

instances every effort shall be made to achieve an overall 

level of safety in transport which is equivalent to the level of 

safety provided by the requirements of this Part and the 

Technical Instructions.  

(b) Where the Philippines is the State of Overflight, if none of the criteria for 

granting an exemption are relevant, an exemption with specific routing and 

other restrictions may be granted by the Authority based solely on whether 

it is believed that an equivalent level of safety in air transport has been 

achieved. Note: Refer to IS: 18.1.5 for Guidance on processing exemptions, 

including examples of situations involving extreme urgency. 

(a) Approvals. 

(1) No person shall transport, or offer for transport, by air any 

dangerous goods that the Technical Instructions permit to be 

carried only with an approval unless an approval has been issued 

by the Authority; acting as the State of Origin and/or the State of the 

Operator, as applicable; and by any other State concerned where 

the Technical Instructions so require. 

(2) The Authority shall issue an approval only where the applicant 

demonstrates that the transport will be conducted in accordance 

with the conditions specified in the Technical Instructions for that 

approval, and in accordance with any deviation provisions 

stipulated in the Technical Instructions or in ICAO Doc 9284.  

(3) An approval shall be issued in writing and shall specify the 

dangerous goods concerned, the applicable conditions of transport, 

its period of validity, and any additional provisions imposed by the 

Authority. 

(b) The Authority may grant an exemption to enable the transport by air of 

dangerous goods which are not otherwise permitted, or under conditions 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 38 of 83 

different from those prescribed in the Technical Instructions, only where at 

least one of the following grounds applies; 

(1) of extreme urgency; or  

(2) when other forms of transport are inappropriate; or  

(3) when full compliance with the Technical Instructions is contrary to 

the public interest. 

(c) An exemption shall be granted only where an overall level of safety in 

transport at least equivalent to the level of safety provided by the Technical 

Instructions is achieved. 

(d) An exemption is valid only when the approval of all States concerned; 

namely the State of Origin, the State of the Operator, the State of Transit, 

the State of Overflight and the State of Destination, as applicable; has been 

obtained. 

(e) Where the Philippines is a State concerned in an exemption sought or 

issued by another State, the Authority shall assess the request under the 

same criteria and shall grant, condition or withhold its concurrence 

accordingly, and shall communicate its decision to the requesting State. 

(f) An application for an approval or an exemption shall be made on the form 

prescribed by the Authority and submitted not less than ten (10) working 

days before the date of the proposed flight, together with the supporting 

documents and information specified in IS 18.1.5. 

(g) An application that does not contain the required information and 

supporting documents shall be rejected. 

Note 1: Refer to IS: 18.1.5 for guidance on processing exemptions and 

approvals, including examples of situations involving extreme urgency. 

 

18.1.11 RESERVED ENFORCEMENT AND PENALTIES 

(a) The Authority has established to maintain inspection, surveillance, 

investigation and enforcement procedures with a view to achieving 

compliance with this Part and the Technical Instructions.  

(b) The Authority shall take such measures as it deems in paragraph (a) of this 

Part appropriate to achieve compliance with this Part, including the 

prescription and imposition of appropriate administrative penalties for 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 39 of 83 

violations, in accordance with the enforcement provisions of the PCAR and 

the CAAP schedule of administrative penalties. 

(c) Any person who offers, accepts, handles, loads, transports or otherwise 

deals with dangerous goods in contravention of this Part or of the Technical 

Instructions shall be liable to the administrative, civil and/or criminal 

penalties provided under Republic Act No. 9497 and its Implementing Rules 

and Regulations, without prejudice to the suspension, downgrade or 

revocation of any related approval, authorization, certificate or specific 

approval. 

(d) Where information regarding a violation of the dangerous goods 

requirements is received from another Contracting State; including where 

a consignment is found on arrival not to comply with the Technical 

Instructions; the Authority shall take appropriate action to achieve 

compliance, including the imposition of penalties where warranted. 

 

18.3.8  WRITTEN NOTIFICATION TO PILOT-IN-COMMAND 

(a) Operators shall establish procedures for notifying the pilot-in-command 

when dangerous goods are carried on board the aircraft in accordance with 

the Technical Instructions.  

(b) Where circumstances make it impractical:  

(1) the notification to the pilot-in-command may be abbreviated or be 

by other means. Note: “other means” refer to what is acceptable to 

this Authority. 

(2) The operator shall seek a Specific approval of the Authority, 

providing details of the procedures to be implemented to ensure 

that the required information is accurately provided to and 

recorded for the pilot-in-command. In considering the Specific 

approval, the Authority shall take into account all relevant 

circumstances, the minimum information to be communicated, and 

the adequacy 

 

18.2.2.1 SUPPLEMENTARY SUPPLEMENTAL COMPLIANCE REQUIREMENTS 
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18.3.7.2  SUPPLEMENTARY SUPPLEMENTAL COMPLIANCE REQUIREMENTS 

 

18.5.2.11  INSPECTION FOR DAMAGE OR LEAKAGE 

 

18.5.2.112  REMOVAL OF CONTAMINATION 

(a) Each AOC holder shall ensure that: 

(1) Any contamination found as a result of the leakage or damage of 

Dangerous Goods is removed without delay; and 

(2) An aircraft that has been contaminated by radioactive materials is 

immediately taken out of service and not approved for return to 

service until the radiation level at any accessible surface and the 

non-fixed contamination are not more than the values specified in 

the Technical Instructions. 

(a) Each AOC holder shall ensure that packages and overpacks containing 

dangerous goods, and freight containers containing radioactive materials, 

are inspected for evidence of leakage or damage before being loaded on 

an aircraft or into a unit load device. Leaking or damaged packages, 

overpacks or freight containers shall not be loaded on an aircraft. 

(b) A unit load device shall not be loaded aboard an aircraft unless it has been 

inspected and found free from any evidence of leakage from, or damage 

to any dangerous goods contained therein. 

(c) Where any package of dangerous goods loaded on an aircraft appears to 

be damaged or to be leaking, the AOC holder shall remove such package 

from the aircraft, or arrange for its removal by an appropriate authority or 

organization, and shall thereafter ensure that the remainder of the 

consignment is in a proper condition for transport by air and that no other 

package has been contaminated. 

(d) Packages and overpacks containing dangerous goods, and freight 

containers containing radioactive materials, shall be inspected for signs of 

damage or leakage upon unloading from the aircraft or unit load device. 

Where evidence of damage or leakage is found, the area where the 

dangerous goods or unit load device were stowed on the aircraft shall be 

inspected for damage or contamination. 
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18.5.2.123  LOADING RESTRICTIONS AND STOWAGE OF DANGEROUS GOODS 

(a) ... 

(b) … 

(c) … 

 

18.5.2.13  PROVISION OF INFORMATION 

… 

 

18.5.3  DANGEROUS GOODS INCIDENT AND ACCIDENT REPORTS 

(a) ... 

(b) … 

(c) … 

(d) Foreign Air Operators flying to, from, and within the Republic of the 

Philippines shall report dangerous goods incidents and accidents to the 

Authority within 72 hours of the event, unless exceptional circumstances 

prevent this. 

(d)(e)  The information collected on the report is used by this Authority and other 

agencies to mitigate risk, analyze gaps, and enhance safety. 

 

18.6.2  GUIDELINES ON COMPETENCY-BASED TRAINING AND ASSESSMENT 

(CBTA) FOR THE SAFE TRANSPORT OF DANGEROUS GOODS BY AIR 

RESERVED 

(a) The Authority has established a certification process to ensure 

completeness and standardization for issuing authorizations to transport 

dangerous goods by air. 

 

18.6.5  RECURRENT TRAINING AND ASSESSMENT 

(a) Personnel shall receive recurrent training and assessment within 24 

months of previous training and assessment to ensure that competency 

has been maintained.; However, if recurrent training and assessment is 
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completed within the final three months of validity of the previous training 

and assessment, the period of validity extends from the month on which 

the recurrent training and assessment was completed until 24 months 

from the expiry month of that except that flight crew members, cabin crew 

members and flight operations officer / flight dispatchers shall receive 

recurrent training and assessment within 12 months of previous training 

and assessment. 

Note 1: An example would be the following: If recurrent training is required 

by the end of May 2024, then any training occurring between March 2024 

and the end of May 2024 will result in a new recurrent training date of May 

2026. 

Note 2: See IS: 18.6.5 for further information in Recurrent Training and 

Assessment. 

(b) Where recurrent training and assessment is completed within the final 

three months of validity of the previous training and assessment, the 

period of validity extends from the month in which the recurrent training 

and assessment was completed until the applicable interval (24 or 12 

months) from the expiry month of that previous training and assessment. 

 

IS: 18.1.5  EXEMPTIONS 

(a) Part 1; 1.1.3 of the Technical Instructions provides for States to grant 

exemptions to enable the transport by air of dangerous goods which may 

not be permitted in normal circumstances or in conditions which are 

different to those prescribed in the Instructions. Such exemptions may only 

be granted in instances of extreme urgency, when other forms of transport 

are inappropriate or when full compliance with the Technical Instructions 

is contrary to the public interest. The following guidance will be used by the 

Authority in determining whether the applicant has satisfactorily met the 

criteria for exemption:  

(1) Extreme urgency. In deciding whether the transport is urgent, the 

Authority will consider why it is important for a consignment to 

reach its destination quickly or why it has been necessary to make 

an application at short notice. Dangerous goods may need to be 

transported because of:  
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(i) humanitarian relief; 

(ii) environmental relief;  

(iii) pestilence;  

(iv) national or international security;  

(v) saving of life (such as rescue); and  

(vi) limited availability at destination.  

Note: Applications based on commercial reasons only should 

not be viewed as urgent and carriage by other forms of transport 

should also be considered.  

(2) When other forms of transport are inappropriate. While carriage by 

other forms of transport may be possible, the Authority will evaluate 

a risk analysis which will include consideration of:  

(i) Length of journey. Transport by other forms may result in an 

unrealistic journey time and could affect the viability of the 

dangerous goods;   

(ii) Infrastructure. The availability of other forms of transport 

may be limited;  

(iii) Security. The comprehensive security provisions of the air 

mode may reduce the possibility of unlawful interference 

(theft, etc.);  

(iv) Routing. Transport by air may result in a reduced risk of 

exposure of the public to the dangerous goods in the event 

of an incident or accident. The risk of piracy may also be 

significantly reduced;   

(v) Cost. The cost of carriage by other forms of transport may be 

economically unreasonable. However, the decision to grant 

an exemption shall not be based on cost alone.   

(3) When full compliance with the Technical Instructions is contrary to 

the public interest, for example:  

(i) medical applications;  

(ii) new technologies; and  
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(iii) enhancements in safety.  

(b) When the Authority is approached for an exemption, it is suggested that, if 

it is appropriate, at least the following information shall be supplied before 

consideration is given to granting an exemption:  

(1) the reason why it is essential the article or substance must be 

carried by air;  

(2) a statement why the applicant believes the proposal (including any 

safety control measures specified by the applicant) will achieve a 

level of safety equivalent to that provided by these Instructions;  

(3) proposed proper shipping name, classification and UN number with 

full supporting technical data;  

(4) the proposed packaging;  

(5) quantity to be carried;  

(6) any special handling required and any special emergency response 

information;  

(7) name and address of shipper and consignee;  

(8) the airports of departure, transit and destination and the proposed 

dates of transport; and  

(9) details of the operator including aircraft type, flight numbers, etc.  

(c) When granting an exemption, an overall level of safety in transport that is 

at least equivalent to the level of safety provided by the Technical 

Instructions must be achieved. In determining an equivalent level of safety, 

the following shall be considered:  

(1) A review of the applicable regulatory provisions. This includes the 

identification of specific provisions that will not be met, thus 

requiring a determination that an equivalent level of safety has been 

achieved;  

(2) A review of any potential increased risk to safety or property that 

may result from deviating from the provisions in question and 

identification of the measures considered necessary or appropriate 

to address that risk. This shall include substantiation with applicable 

analysis or an evaluation demonstrating that the proposed 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 45 of 83 

additional measures will achieve a level of safety that is at least 

equal to that required by the Technical Instructions;  

(3) A thorough review and risk assessment to identify and evaluate 

potential risks in transport. This may include a risk analysis 

addressing failure modes and effects, a systems safety evaluation, 

and an explanation of the measures imposed to ensure each risk 

factor has been evaluated, in order to provide an appropriate level 

of safety;  

(4) When appropriate, risk mitigation factors and a safety analysis may 

be based on analogy to requirements in place for technologies 

posing similar risks in order to ensure safety and regulatory 

consistency. 

(a) Submission. Applications shall be addressed to the Director General, Civil 

Aviation Authority of the Philippines (Attention: Assistant Director General 

II, Flight Standards Inspectorate Service) and lodged with the Dangerous 

Goods Section at least ten (10) working days before the proposed flight. 

Applications for exemption shall be processed by the Dangerous Goods 

Coordinator (DGC); other inspectors provide technical input only. 

(b) Required documents and information. As applicable to the request: request 

letter stating the purpose and justification; Shipper’s Declaration for 

Dangerous Goods; Air Waybill; packing list; Safety Data Sheets; current 

shipper’s DG training certificate; DG exemptions/approvals from the States 

of Origin, Operator, Transit and Overflight; export permit for explosives; 

import permit or end-user certificate for military materiel; and current 

CAAP validation of the operator’s AOC. 

(c) Criteria of exemptions 

(i) Extreme urgency — the Authority shall consider grounds 

such as humanitarian relief, environmental relief, pestilence, 

national or international security, saving of life, and limited 

availability at destination. Applications based on purely 

commercial reasons shall not be treated as urgent. 

(ii) Other forms of transport inappropriate — the Authority shall 

evaluate a risk analysis addressing length of journey, 

infrastructure, security, routing and cost; the decision shall 

not be based on cost alone. 
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(iii) Contrary to the public interest — for example medical 

applications, new technologies, and enhancements in safety. 

Note: Refer to ICAO Doc 9284 SU Chapter 1: 1.2 Part 1: 1.1.3 for 

further guidance. 

 

FINAL TEXT: 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 7 

7.2.1 GENERAL REQUIREMENTS 

(a) … 

(b) … 

(c) …  

(d) An aircraft shall be equipped with: 

(1) accessible and adequate medical supplies; 

(i) Medical supplies shall comprise: 

(A) one or more first-aid kits for the use of cabin crew in 

managing incidents of ill health; and 

(B) for aircraft required to carry cabin crew as part of the 

operating crew, one universal precaution kit (two for 

aircraft authorized to carry more than 250 

passengers) for the use of cabin crew members in 

managing incidents of ill health associated with a case 

of suspected communicable disease, or in the case of 

illness involving contact with body fluids; and 

(C) for aircraft authorized to carry more than 100 

passengers, on a sector length of more than two 

hours, a medical kit, for the use of medical doctors or 

other qualified persons in treating in-flight medical 

emergencies. 

Note: Guidance on the types, number, location and contents of the medical supplies 

is given in ICAO Annex 6 Part I, Attachment A. 
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PHILIPPINE CIVIL AVIATION REGULATIONS PART 8 

8.2.1.6 CIVIL AIRCRAFT FLIGHT MANUAL, MARKING AND PLACARD  

REQUIREMENTS 

(a) … 

(b) … 

(c) … 

(d) … 

(e) Each operator shall establish and maintain procedures to ensure that the 

Aircraft Flight Manual (AFM) or Rotorcraft Flight Manual (RFM) are kept 

current and updated by implementing changes made mandatory by the 

State of Manufacture, State of Design, or State of Registry. 

 

8.4.1.13  FLIGHT CREW MEMBER EMERGENCY DUTIES 

(a) The operator shall, for each type of aircraft, assign to all flight crew 

members the necessary functions they are to perform in an emergency or 

in a situation requiring emergency evacuation. Annual training in 

accomplishing these functions shall be contained in the operator’s training 

program and shall include instruction in the use of all emergency and life-

saving equipment required to be carried, and drills in the emergency 

evacuation of the aircraft 

 

8.5.1.7  FLIGHT CREW MEMBERS AT DUTY STATIONS 

(a) … 

(b) … 

 

8.6.2.2  OPERATING CONSIDERATIONS AND FACILITIES 

(a) … 

Note: “Reasonable means” in this provision is intended to denote the use, at the 

point of departure, of information available to the operator either through 

official information published by the aeronautical information services or 

readily obtainable from other sources. 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 48 of 83 

(b) The operator shall ensure that no flight will commence or continue as 

planned unless it has been ascertained by every reasonable means 

available thaht the airspace containing the the intended route from 

aerodrome of departure to aerodrome of arrival, including the intended 

take-off, destination and en-route alternate aerodromes, can be safely 

used for the planned operation. When intending to operate over or near 

conflict zones, a risk assessment shall be conducted and appropriate risk 

mitigation measures taken to ensure a safe flight.  

Note 1: “Reasonable means” in this provision is intended to denote the use, at 

the point of departure or while the aircraft is in flight, of information available 

to the operator either through official information published by the 

aeronautical information services or readily obtainable from other sources. 

Note 2: Guidance on safety risk assessments is contained in the Safety 

Management Manual (Doc 9859). 

Note 3: The Risk Assessment Manual for Civil Aircraft Operations Over or Near 

Conflict Zones (Doc 10084) contains further guidance on risk assessment for air 

operators when flying over or near conflict zones. 

(c) The PIC shall not commence a flight unless it has been ascertained by every 

reasonable means available that the ground and/or water areas and 

facilities available and directly required for such flight and for the safe 

operation of the aircraft are adequate, including communication facilities 

and navigation aids.  

(d) Subject to their published conditions of use, aerodromes and their facilities 

shall be kept continuously available for flight operations during their 

published hours of operations, irrespective of weather conditions.  

(e) An operator shall, as part of its safety management system, assess the level 

of rescue and firefighting service (RFFS) protection available at any 

aerodrome intended to be specified in the operational flight plan in order 

to ensure that an acceptable level of protection is available for the airplane 

intended to be used.  

Note: CAR-SM includes safety management provisions for air operators. Further 

guidance is contained in the Safety Management Manual (Doc 9859). 

(f) Information related to the level of RFFS protection that is deemed 

acceptable by the operator shall be contained in the operations manual.  
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Note 1: ICAO Annex 6 Part I Attachment F contains guidance on assessing an 

acceptable level of RFFS protection at aerodromes.  

Note 2: It is not intended that this guidance limit or regulate the operation of 

an aerodrome. The assessment performed by the operator does not in any way 

affect the RFFS requirements of Annex 14, Volume I, for aerodromes.  

(g) The operator shall ensure that any inadequacy of facilities observed in the 

course of operations is reported to the authority responsible for them, 

without undue delay. 

 

8.6.2.6.3  IFR DESTINATION ALTERNATE REQUIREMENT 

(a) … 

(b) … 

(c) … 

(d) For a flight to be conducted in accordance with the instrument flight rules, 

at least one destination alternate aerodrome shall be selected and 

specified in the operational and ATS flight plans, unless: 

(1) the duration of the flight from the departure aerodrome, or from 

the point of in-flight re-planning, to the destination aerodrome is 

such that, taking into account all meteorological conditions and 

operational information relevant to the flight, at the estimated time 

of use, a reasonable certainty exists that: 

(i) the approach and landing may be made under visual 

meteorological conditions; and 

(ii) separate runways are usable at the estimated time of use of 

the destination aerodrome with at least one runway having 

an operational instrument approach procedure; or 

(2) the aerodrome is isolated. Operations into isolated aerodromes do 

not require the selection of a destination alternate aerodrome(s) 

and shall be planned in accordance with 8.6.2.15.1 (c)(4)(iv); 

(i) for each flight into an isolated aerodrome a point of no 

return shall be determined; and 
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(ii) a flight to be conducted to an isolated aerodrome shall not 

be continued past the point of no return unless a current 

assessment of meteorological conditions, traffic and other 

operational conditions indicate that a safe landing can be 

made at the estimated time of use. 

Note 1: Separate runways are two or more runways at the same aerodrome 

configured such that if one runway is closed, operations to the other runway(s) 

can be conducted. 

Note 2: Guidance on planning operations to isolated aerodromes is contained 

in the Flight Planning and Fuel Management (FPFM) Manual (Doc 9976). 

 

8.6.2.12  EN ROUTE ALTERNATE AIRPORTS: EDTO OPERATIONS 

(a) … 

(b) … 

(c) … 

(d) … 

(e) En-route alternate aerodromes, required by 8.8.4.26 for extended 

diversion time operations by aircraft with two turbine engines, shall be 

selected and specified in the operational and air traffic services (ATS) flight 

plans. 

 

8.6.2.16  FLIGHT PLANNING DOCUMENT DISTRIBUTION AND RETENTION:  

  COMMERCIAL AIR TRANSPORT 

(a) … 

(b) … 

(c) … 

(d) … 

(e) The operations manual must describe the content and use of the 

operational flight plan. 

 

8.7.1.1  APPLICABILITY 
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(a) Each civil aircraft shall be operated in accordance with the comprehensive 

and detailed code of performance established by the Authority and in 

compliance with the acceptable provisions, as prescribed in this Subpart. 

(b) Except as provided in 8.8.4.23, single-engine airplanes shall only be 

operated in conditions of weather and light, and over such routes and 

diversions therefrom, that permit a safe forced landing to be executed in 

the event of engine failure. 

(c) For aircraft for which Parts IIIA and IIIB of Annex 8 are not applicable 

because of the exemption provided for in Article 41 of the Convention, the 

Authority ensures that the level of performance specified in 8.7.1.5 shall be 

met as far as practicable. 

 

8.8.4.26 ADDITIONAL REQUIREMENTS FOR OPERATIONS BY AIRPLANES WITH 

TURBINE ENGINES BEYOND 60 MINUTES TO AN EN-ROUTE ALTERNATE 

AERODROME INCLUDING EXTENDED DIVERSION TIME OPERATIONS 

(EDTO) 

 

8.8.4.26.1 REQUIREMENTS FOR OPERATIONS BEYOND 60 MINUTES TO AN EN-

ROUTE ALTERNATE AERODROME 

(a) Operators conducting operations beyond 60 minutes from a point on a 

route to an en-route alternate aerodrome shall ensure that: 

(1) For all airplanes: 

(i) en-route alternate aerodromes are identified; and  

(ii) the most up-to-date information is provided to the flight 

crew on identified en-route alternate aerodromes, including 

operational status and meteorological conditions; 

(2) for airplanes with two turbine engines, the most up-to-date 

information provided to the flight crew indicates that conditions at 

identified en-route alternate aerodromes will be at or above the 

operator’s established aerodrome operating minima for the 

operation at the estimated time of use. 
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Note: Guidance on compliance with the requirements of these 

provisions is contained in the Extended Diversion Time Operations 

(EDTO) Manual (Doc 10085). 

(b) In addition to the requirements in paragraph (a), all operators shall ensure 

that the following are taken into account and provide the overall level of 

safety intended by the provisions of PCAR Parts 7, 8, 9, 18 and CAR-SM: 

(1) operational control and flight dispatch procedures; 

(2) operating procedures; and 

(3) training programs. 

 

8.10.1.8.3  FLIGHT CREW MEMBER TRAINING PROGRAMS 

(a) An operator shall establish and maintain a ground and flight training 

program, approved by the Authority, which ensures that all flight crew 

members are adequately trained to perform their assigned duties. The 

training program shall:  

(1) Include ground and flight training facilities and properly qualified 

instructors as determined by the Authority;  

(2) Consist of ground and flight training in the type(s) of aircraft on 

which the flight crew member serves;  

(3) Include proper flight crew coordination and training in all types of 

emergency and abnormal situations or procedures caused by 

engine, airframe or systems malfunctions, fire or other 

abnormalities.  

(4) Include upset prevention and recovery training.  

(5) Include training in knowledge and skills related to visual and 

instrument flight procedures for the intended area of operation, 

human performance including threat and error management and in 

the transport of dangerous goods and, where applicable, 

procedures specific to environment in which the aircraft is to be 

operated;  

(6) Ensure that all flight crew members know the functions for which 

they are responsible and the relation of these functions to the 
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functions of other crew members, particularly in regard to 

abnormal or emergency procedures; and  

(7) Be given on a recurrent basis, as determined by the Authority and 

shall include an assessment of competence. 

Note 1: 8.8.1.17 prohibits the in-flight simulation of emergency or abnormal situations 

when passengers or cargo are being carried. 

Note 2: Flight training may, to the extent deemed appropriate by the State of the 

Operator, be given in flight simulation training devices approved by the State for that 

purpose. 

Note 3: The scope of the recurrent training required by 8.4.1.13 and 8.10.1.8.3 may be 

varied and need not be as extensive as the initial training given in a particular type of 

aircraft. 

Note 4: The use of correspondence courses and written examinations as well as other 

means may, to the extent deemed feasible by the State of the Operator, be utilized in 

meeting the requirements for periodic ground training. 

Note 5: For more information on dangerous goods operational requirements, see 

Subpart 9.6. 

Note 6: Guidance material to design training programs to develop knowledge and skills 

in human performance can be found in the Human Factors Training Manual (Doc 

9683). 

Note 7: Information for pilots and flight operations personnel on flight procedure 

parameters and operational procedures is contained in PANS-OPS (Doc 8168), Volume 

I. Criteria for the construction of visual and instrument flight procedures are contained 

in PANS-OPS (Doc 8168), Volume II. Obstacle clearance criteria and procedures used in 

certain States may differ from PANS-OPS, and knowledge of these differences is 

important for safety reasons. 

Note 8: Guidance material to design flight crew training programmes can be found in 

the Manual of Evidence-based Training (Doc 9995). 

Note 9: Guidance material on the different means used to assess competence can be 

found in the Attachment to Chapter 2 of the Procedures for Air Navigation Services — 

Training (PANS-TRG, Doc 9868). 
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Note 10: Procedures for upset prevention and recovery training in a flight simulation 

training device are contained in the Procedures for Air Navigation Services — Training 

(PANS-TRG, Doc 9868). 

Note 11: Guidance on upset prevention and recovery training in a flight simulation 

training device is contained in the Manual on Aeroplane Upset Prevention and Recovery 

Training (Doc 10011). 

(b) The requirement for recurrent flight training in a particular type of aircraft 

shall be considered fulfilled by: 

(1) the use, to the extent deemed feasible by the Authority, of flight 

simulation training devices approved by that State for that purpose; 

or 

(2) the completion within the appropriate period of the proficiency 

check required by 8.10.1.20 in that type of aircraft. 

 

IS: 8.8.4.23  ADDITIONAL REQUIREMENTS FOR SINGLE-ENGINE TURBINE POWERED 

AIRPLANES AT NIGHT AND/OR IN INSTRUMENT METEOROLOGICAL 

CONDITIONS (IMC) 

Airworthiness and operational requirements provided in accordance with 8.8.4.23, shall 

satisfy the following: 

(a) TURBINE ENGINE RELIABILITY 

(1) Turbine engine reliability shall be shown to have a power loss rate 

of less than 1 per 100 000 engine hours. 

Note: Power loss in this context is defined as any loss of power, the cause 

of which may be traced to faulty engine or engine component design or 

installation, including design or installation of the fuel ancillary or 

engine control systems. 

(2) The operator shall be responsible for engine trend monitoring. 

(3) To minimize the probability of in-flight engine failure, the engine 

shall be equipped with: 

(i) an ignition system that activates automatically, or is capable 

of being operated manually, for take-off and landing, and 

during flight, in visible moisture; 
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(ii) a magnetic particle detection or equivalent system that 

monitors the engine, accessories gearbox, and reduction 

gearbox, and which includes a flight deck caution indication; 

and 

(iii) an emergency engine power control device that permits 

continuing operation of the engine through a sufficient 

power range to safely complete the flight in the event of any 

reasonably probable failure of the fuel control unit 

(b) SYSTEMS AND EQUIPMENT 

(1) Single-engine turbine-powered airplane approved to operate at 

night and/or in IMC shall be equipped with the following systems 

and equipment intended to ensure continued safe flight and to 

assist in achieving a safe forced landing after an engine failure, 

under all allowable operating conditions: 

(i) two separate electrical generating systems, each one 

capable of supplying all probable combinations of 

continuous inflight electrical loads for instruments, 

equipment and systems required at night and/or in IMC;  

(ii) a radio altimeter;  

(iii) an emergency electrical supply system of sufficient capacity 

and endurance, following loss of all generated power, to as 

a minimum: 

(A) maintain the operation of all essential flight 

instruments, communication and navigation systems 

during a descent from the maximum certificated 

altitude in a glide configuration to the completion of 

a landing; 

(B) lower the flaps and landing gear, if applicable; 

(C) provide power to one pitot heater, which must serve 

an air speed indicator clearly visible to the pilot; 

(D) provide for operation of the landing light specified in 

(b)(x);  

(E) provide for one engine restart, if applicable; and  
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(F) provide for the operation of the radio altimeter; 

(iv) two attitude indicators, powered from independent sources; 

(v) a means to provide for at least one attempt at engine re-

start;  

(vi) airborne weather radar;  

(vii) a certified area navigation system capable of being 

programmed with the positions of aerodromes and safe 

forced landing areas, and providing instantly available track 

and distance information to those locations;  

(viii) for passenger operations, passenger seats and mounts 

which meet dynamically-tested performance standards and 

which are fitted with a shoulder harness or a safety belt with 

a diagonal shoulder strap for each passenger seat; 

(ix) in pressurized aircraft, sufficient supplemental oxygen for all 

occupants for descent following engine failure at the 

maximum glide performance from the maximum 

certificated altitude to an altitude at which supplemental 

oxygen is no longer required; 

(x) a landing light that is independent of the landing gear and is 

capable of adequately illuminating the touchdown area in a 

night forced landing; and 

(xi) an engine fire warning system. 

(c) MINIMUM EQUIPMENT LIST 

(1) The Authority requires the minimum equipment list of the operator 

approved in accordance with 8.8.4.23 to specify the operating 

equipment required for night and/or IMC operations, and for 

day/VMC operations. 

(d) FLIGHT MANUAL INFORMATION 

(1) The flight manual shall include limitations, procedures, approval 

status and other information relevant to operations by single 

engine turbine-powered airplane at night and/or in IMC. 

(e) EVENT REPORTING 
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(1) The operator approved for operations by single-engine turbine-

powered airplane at night and/or in IMC shall report all significant 

failures, malfunctions or defects to the Authority who in turn will 

notify the State of Design. 

(2) The Authority reviews the safety data and monitors the reliability 

information so as to be able to take any actions necessary to ensure 

that the intended safety level is achieved. The Authority notifies 

major events or trends of particular concern to the appropriate 

Type Certificate Holder and the State of Design. 

(f) OPERATOR PLANNING 

(1) Operator route planning shall take account of all relevant 

information in the assessment of intended routes or areas of 

operations, including the following: 

(i) the nature of the terrain to be overflown, including the 

potential for carrying out a safe forced landing in the event 

of an engine failure or major malfunction;  

(ii) weather information, including seasonal and other adverse 

meteorological influences that may affect the flight; and  

(iii) other criteria and limitations as specified by the Authority. 

(2) The operator shall identify aerodromes or safe forced landing areas 

available for use in the event of engine failure, and the position of 

these shall be programmed into the area navigation system. 

Note 1: A ‘safe’ forced landing in this context means a landing in an area 

at which it can reasonably be expected that it will not lead to serious 

injury or loss of life, even though the aircraft may incur extensive 

damage. 

Note 2: Operation over routes and in weather conditions that permit a 

safe forced landing in the event of an engine failure, as specified in 

8.7.1.1 (b), is not required by IS 8.8.4.23 (f)(1) for aircraft approved in 

accordance with 8.8.4.23. The availability of forced landing areas at all 

points along a route is not specified for these aircraft because of the very 

high engine reliability, additional systems and operational equipment, 

procedures and training requirements specified in IS 8.8.4.23. 

(g) FLIGHT CREW EXPERIENCE, TRAINING AND CHECKING 
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(1) The Authority prescribes the minimum flight crew experience 

required for night/IMC operations by single-engine turbine-

powered airplane. 

(2) The operator’s flight crew training and checking shall be appropriate 

to night and/or IMC operations by single-engine turbine-powered 

airplane, covering normal, abnormal and emergency procedures 

and, in particular, engine failure, including descent to a forced 

landing in night and/or in IMC conditions. 

(h) ROUTE LIMITATIONS OVER WATER 

(1) The Authority applies route limitation criteria for single-engine 

turbine-powered airplane operating at night and/or in IMC on over 

water operations if beyond gliding distance from an area suitable 

for a safe forced landing/ditching having regard to the 

characteristics of the aircraft, seasonal weather influences, 

including likely sea state and temperature, and the availability of 

search and rescue services. 

(i) OPERATOR CERTIFICATION OR VALIDATION 

(1) The operator shall demonstrate the ability to conduct operations by 

single-engine turbine-powered airplane at night and/or in IMC 

through a certification and approval process specified by the 

Authority. 

Note: Guidance on the airworthiness and operational requirements is 

contained in ICAO Annex 6 Part I, Attachment E. 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 9 

9.1.1.6  ISSUANCE OR DENIAL OF AIR OPERATOR CERTIFICATE 

(a) … 

(b) … 

(c) … 

(d) … 
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(e) The air operator certificate shall authorize the operator to conduct 

commercial air transport operations in accordance with the operations 

specifications. 

Note: Provisions for the content of the air operator certificate and its associated 

operations specifications are contained in 9.1.1.7. 

 

9.1.1.13  SAFETY OVERSIGHT OF AIR OPERATORS 

(a) … 

(b) … 

(c) The Authority has established a system for both the certification and the 

continued surveillance of the operator in accordance with IS 9.1.1.6 and 

CAR-SM Appendix 3 to ensure that the required standards of operations 

established in this Part are maintained. 

 

IS: 9.1.1.13  SAFETY OVERSIGHT OF AIR OPERATORS 

Note 1: Appendix 3 to CAR-SM contains the general provisions for a state safety oversight 

system. 

Note 2: This Subpart provides additional provisions for the safety oversight of international 

commercial air transport operators. 

(a) Primary Aviation Legislation 

(1) The Republic of the Philippines has enacted and implemented laws 

that enable the State to regulate the certification and continued 

supervision of air operators and the resolution of safety issues 

identified by the Authority and to ensure that compliance will result 

in an acceptable level of safety performance for the operations 

undertaken. 

Note 1: The term Authority as used in this Subpart refers to the Civil 

Aviation Authority of the Philippines as well as equivalent organizations, 

including inspectors and staff. 

Note 2: Guidance on the inspection, certification and continued 

surveillance of operations is contained in the Manual of Procedures for 
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Operations Inspection, Certification and Continued Surveillance (Doc 

8335) and the Airworthiness Manual (Doc 9760). 

(b) Specific Operating Regulations 

(1) The Republic of the Philippines has adopted regulations that 

provide for the certification and continued surveillance of aircraft 

operations and the maintenance of aircraft in conformity with the 

Annexes to the Convention on International Civil Aviation. 

(c) State Safety Oversight System and Functions 

(1) The Republic of the Philippines ensures that the Authority is 

responsible for the safety oversight of air operators. 

(2) The Authority uses a methodology to determine its inspector 

staffing requirements according to the size and complexity of civil 

air operations in the Republic of the Philippines. 

(3) The methodology in paragraph (2) is documented. 

(4) The Authority ensures that its inspectors have adequate support, 

credentials and transportation to accomplish, independently, their 

certification and continued surveillance tasks. 

(d) Qualified Technical Personnel 

(1) The Authority requires that the initial and recurrent training of its 

inspectors include aircraft-specific subjects. 

Note: Guidance on experience and training for inspectors is contained 

in the Manual of Procedures for Operations Inspection, Certification and 

Continued Surveillance (Doc 8335). 

(e) Technical Guidance, Tools and Provision of Safety-Critical Information 

(1) The Authority ensures that its inspectors are provided with technical 

guidance manuals containing the policies, procedures and 

standards to be used in the certification and continued surveillance 

of air operators. 

(2) The Authority ensures that its inspectors are provided with technical 

guidance manuals containing the policies, procedures and 

standards to be used in the resolution of safety issues, including 

enforcement. 
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(3) The Authority ensures that authority inspectors are provided with 

technical guidance manuals that address ethics, personal conduct 

and the avoidance of actual or perceived conflicts of interest in the 

performance of official duties. 

(f) Certification Obligations 

(1) The Authority requires, prior to commencement of new commercial 

air transport operations, air operators to demonstrate that they can 

safely conduct the proposed operations. 

Note: Advisory Circular 09-001 contains further information in this 

regard. 

(g) Continued Surveillance Obligations 

(1) The Authority uses an ongoing surveillance plan to confirm that 

operators continue to meet the relevant requirements for initial 

certification and that each air operator is functioning satisfactorily. 

(h) Resolution Of Safety Issues 

Note: Provisions for the resolution of safety issues are contained in 

Appendix 3 of CAR-SM. 

 

9.3.1.2  OPERATIONS MANUAL 

(a) … 

(b) …  

(c) The operator shall provide, for the use and guidance of operations 

personnel concerned, an operations manual in accordance with IS 9.3.1.2. 

Each operator shall issue the Operations Manual, or pertinent portions, 

together with all amendments and revisions to all personnel that are 

required to use it. The Operations Manual shall be amended or revised as 

is necessary to ensure that the information contained therein is kept up to 

date. All such amendments or revisions shall be issued to all personnel that 

are required to use this manual. 

(d) … 

(e) … 

(f) …  
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(g) The operator shall provide, for the use and guidance of operations 

personnel concerned, an operations manual in accordance with IS 9.3.1.2. 

The operations manual shall be amended or revised as is necessary to 

ensure that the information contained therein is kept up to date. All such 

amendments or revisions shall be issued to all personnel that are required 

to use this manual. 

 

9.3.1.5 AIRCRAFT TECHNICAL LOG ENTRIES - JOURNEY RECORDS SECTION  

(a) Each aircraft journey log book (technical log) shall contain the following 

items and corresponding Roman numerals for each flight: (See 9.4.1.9 for 

maintenance section of the aircraft technical log):  

 I — Aircraft nationality and registration;  

II — Date;  

III — Names of crewmembers;  

IV — Duty assignments of crewmembers;  

V — Place of departure;  

VI — Place of arrival;  

VII — Time of departure;  

VIII — Time of arrival;  

IX — Hours of flight;  

X — Nature of flight (private, aerial work, scheduled, or non-scheduled);  

XI — Incidents, observations, if any; and  

XII — Signature of person in charge 

(b) Entries in the journey logbook shall be made currently and in ink or 

indelible pencil.  

(c) Completed journey log books shall be maintained and retained to provide 

a continuous record of the last six months operations. 

 

IS: 9.3.1.2  CONTENTS OF OPERATIONS MANUAL 
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(a) An operations manual, which may be issued in separate parts 

corresponding to specific aspects of operations, provided in accordance 

with Subpart 9.3.1.2 shall be organized with the following structure: 

(1) … 

(2) … 

(3) … 

(4) … 

(b) An AOC holder may design a manual to be more restrictive than the 

Authority's requirements. 

(c) The operations manual referred to in paragraph (a) shall contain at the 

least the following: 

(1) General  

(i) Instructions outlining the responsibilities of operations 

personnel pertaining to the conduct of flight operations.  

(ii) Information and policy relating to fatigue management 

including: 

(A) policies pertaining to flight time, flight duty period, 

duty period limitations and rest requirements for 

flight and cabin crew members in accordance with 

PCAR Part 8: 8.11.1.2 (a)(1); and  

(B) where applicable, policy and documentation 

pertaining to the operator’s FRMS in accordance with 

IS 8.11.1.2. 

(iii) A list of the navigational equipment to be carried including 

any requirements relating to operations where 

performance-based navigation is prescribed. 

(iv) Where relevant to the operations, the long-range navigation 

procedures, engine failure procedure for EDTO and the 

nomination and utilization of diversion aerodromes 

(v) The circumstances in which a radio listening watch is to be 

maintained.  

(vi) The method for determining minimum flight altitudes. 
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(vii) The methods for determining aerodrome operating minima.  

(viii) Safety precautions during refueling with passengers on 

board.  

(ix) Ground handling arrangements and procedures. 

(x) Procedures, as prescribed in CAR-ANS Part 12, for pilots-in-

command observing an accident.  

(xi) (xi) The flight crew for each type of operation including the 

designation of the succession of command.  

(xii) Specific instructions for the computation of the quantities of 

fuel and oil to be carried, taking into account all 

circumstances of the operation including the possibility of 

loss of pressurization and the failure of one or more engines 

while en route.  

(xiii) The conditions under which oxygen shall be used and the 

amount of oxygen determined in accordance with Subpart 

8.6.2.13.2 (b).  

(xiv) Instructions for mass and balance control.  

(xv) Instructions for the conduct and control of ground de-

icing/anti-icing operations.  

(xvi) The specifications for the operational flight plan.  

(xvii) Standard operating procedures (SOPs) for each phase of 

flight.  

(xviii) Instructions on the use of normal checklists and the timing 

of their use.  

(xix) Departure contingency procedures.  

(xx) Instructions on the maintenance of altitude awareness and 

the use of automated or flight crew altitude call-out.  

(xxi) Instructions on the use of autopilots and auto-throttles in 

IMC. 

Note: Instructions on the use of autopilots and auto-throttles, 

together with (xxvi) and (xxx), are essential for avoidance of 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 65 of 83 

approach and landing accidents and controlled flight into 

terrain accidents.  

(xxii) Instructions on the clarification and acceptance of ATC 

clearances, particularly where terrain clearance is involved. 

(xxiii) Departure and approach briefings.  

(xxiv) Procedures for familiarization with areas, routes and 

aerodromes.  

(xxv) Stabilized approach procedure.  

(xxvi) Limitation on high rates of descent near the surface.  

(xxvii) Conditions required to commence or to continue an 

instrument approach.  

(xxviii) Instructions for the conduct of precision and non-precision 

instrument approach procedures.  

(xxix) Allocation of flight crew duties and procedures for the 

management of crew workload during night and IMC 

instrument approach operations.  

(xxx) Instructions and training requirements for the avoidance of 

controlled flight into terrain and policy for the use of the 

ground proximity warning system (GPWS). 

(xxxi) Policy, instructions, procedures and training requirements 

for the avoidance of collisions and the use of the airborne 

collision avoidance system (ACAS).  

Note: Procedures for the operation of ACAS are contained in 

PANS-OPS (Doc 8168), Volume I, and in PANS-ATM (Doc 4444), 

Chapters 12 and 15.  

(xxxii) Information and instructions relating to the interception of 

civil aircraft including: 

(A) procedures, as prescribed in CAR-ANS Part 14, for 

pilots-in-command of intercepted aircraft; and 

(B) visual signals for use by intercepting and intercepted 

aircraft, as contained in CAR-ANS Part 14. 
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(xxxiii) For aircraft intended to be operated above 15 000 m (49 000 

ft): 

(A) information which will enable the pilot to determine 

the best course of action to take in the event of 

exposure to solar cosmic radiation; and  

(B) procedures in the event that a decision to descend is 

taken, covering: 

(I) the necessity of giving the appropriate ATS 

unit prior warning of the situation and of 

obtaining a provisional descent clearance; and 

(II) the action to be taken in the event that 

communication with the ATS unit cannot be 

established or is interrupted. 

Note: Guidance material on the information to be 

provided is contained in Circular 126 — 

Guidance Material on SST Aircraft Operations. 

(xxxiv) Details of the safety management system (SMS) provided in 

accordance with Chapters 3 and 4 of CAR-SM. 

(xxxv) Information and instructions on the carriage of dangerous 

goods, in accordance with Subpart 9.6, including action to be 

taken in the event of an emergency. 

Note: Guidance material on the development of policies and 

procedures for dealing with dangerous goods incidents on board 

aircraft is contained in Emergency Response Guidance for 

Aircraft Incidents Involving Dangerous Goods (Doc 9481). 

(xxxvi) Security instructions and guidance. 

(xxxvii) The search procedure checklist provided in accordance with 

9.5.1.6.  

(xxxviii) Instructions and training requirements for the use of 

automatic landing systems, a HUD or equivalent displays 

and EVS, SVS or CVS equipment as applicable. 

(xxxix) Instructions and training requirements for the use of the 

EFB, as applicable. 
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(2) Aircraft operating information 

(i) Certification limitations and operating limitations.  

(ii) The normal, abnormal and emergency procedures to be 

used by the flight crew and the checklists relating thereto as 

required by 9.3.1.4.  

(iii) Operating instructions and information on climb 

performance with all engines operating, if provided in 

accordance with 9.3.1.26 (c).  

(iv) Flight planning data for pre-flight and in-flight planning with 

different thrust/power and speed settings. 

(v) The maximum crosswind and tailwind components for each 

aircraft type operated and the reductions to be applied to 

these values having regard to gusts, low visibility, runway 

surface conditions, crew experience, use of autopilot, 

abnormal or emergency circumstances, or any other 

relevant operational factors.  

(vi) Instructions and data for mass and balance calculations.  

(vii) Instructions for aircraft loading and securing of load.  

(viii) Aircraft systems, associated controls and instructions for 

their use, as required by 9.3.1.4.  

(ix) The minimum equipment list and configuration deviation list 

for the aircraft types operated and specific operations 

authorized, including any requirements relating to 

operations where performance-based navigation is 

prescribed. 

(x) Checklist of emergency and safety equipment and 

instructions for its use. 

(xi) Emergency evacuation procedures, including type-specific 

procedures, crew coordination, assignment of crew’s 

emergency positions and the emergency duties assigned to 

each crew member. 

(xii) The normal, abnormal and emergency procedures to be 

used by the cabin crew, the checklists relating thereto and 

aircraft systems information as required, including a 
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statement related to the necessary procedures for the 

coordination between flight and cabin crew. 

(xiii) Survival and emergency equipment for different routes and 

the necessary procedures to verify its normal functioning 

before take-off, including procedures to determine the 

required amount of oxygen and the quantity available. 

(xiv) The ground-air visual signal code for use by survivors, as 

contained in CAR-ANS Part 12. 

(3) Routes and aerodromes 

(i) A route guide to ensure that the flight crew will have, for each 

flight, information relating to communication facilities, 

navigation aids, aerodromes, instrument approaches, 

instrument arrivals and instrument departures as applicable 

for the operation, and such other information as the 

operator may deem necessary for the proper conduct of 

flight operations. 

(ii) The minimum flight altitudes for each route to be flown.  

(iii) Aerodrome operating minima for each of the aerodromes 

that are likely to be used as aerodromes of intended landing 

or as alternate aerodromes.  

(iv) The increase of aerodrome operating minima in case of 

degradation of approach or aerodrome facilities. 

(v) Instructions for determining aerodrome operating minima 

for instrument approaches using eligible equipment for 

operational credit. 

(vi) The necessary information for compliance with all flight 

profiles required by regulations, including but not limited to, 

the determination of: 

(A) take-off runway length requirements for dry, wet and 

contaminated conditions, including those dictated by 

system failures which affect the take-off distance;  

(B) take-off climb limitations;  

(C) en-route climb limitations;  
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(D) approach climb limitations and landing climb 

limitations; 

(E) landing runway length requirements for dry, wet and 

contaminated conditions, including systems failures 

which affect the landing distance; and  

(F) supplementary information, such as tire speed 

limitations. 

(4) Training 

(i) Details of the flight crew training programs, as required by 

Subpart 8.10.1.8.3. 

(ii) Details of the cabin crew duties training program as required 

by 8.10.1.34 (c). 

(iii) Details of the flight operations officer/flight dispatcher 

training program when employed in conjunction with a 

method of flight supervision in accordance with Subpart 

8.4.1.1. 

Note: Details of the flight operations officer/flight dispatcher 

training program are contained in PCAR Part 8: 8.10.1.7. 

 

9.3.1.12 MINIMUM EQUIPMENT LIST AND CONFIGURATION DEVIATION LIST 

(a) … 

(b) … 

(c) … 

(d) … 

(e) The operator shall include in the operations manual a minimum equipment 

list (MEL), approved by the Authority which will enable the pilot-in-

command to determine whether a flight may be commenced or continued 

from any intermediate stop should any instrument, equipment or systems 

become inoperative. Where the State of the Operator is not the State of 

Registry, the State of the Operator shall ensure that the MEL does not affect 

the aircraft’s compliance with the airworthiness requirements applicable in 

the State of Registry. 
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Note: Advisory Circular 08-017 contains guidance on the minimum equipment 

list. 

 

9.2.2.6  COCKPIT VOICE AND FLIGHT DATA RECORDER RECORDS 

(a) … 

(b) … 

(c) The operator shall ensure, to the extent possible, in the event the aircraft 

becomes involved in an accident or incident, the preservation of all related 

flight recorder records and, if necessary, the associated flight recorders, 

and their retention in safe custody pending their disposition as determined 

in accordance with Annex 13. 

 

9.3.1.10  OPERATING INSTRUCTIONS — GENERAL 

(a) An operator shall ensure that all operations personnel are properly 

instructed in their particular duties and responsibilities and the relationship 

of such duties to the operation as a whole. 

(b) An aircraft shall not be taxied on the movement area of an aerodrome 

unless the person at the controls: 

(1) has been duly authorized by the operator or a designated agent;  

(2) is fully competent to taxi the aircraft;  

(3) is qualified to use the radiotelephone; and 

(4) has received instruction from a competent person in respect of 

aerodrome layout, routes, signs, marking, lights, air traffic control 

(ATC) signals and instructions, phraseology and procedures, and is 

able to conform to the operational standards required for safe 

aircraft movement at the aerodrome. 

(c) An operator shall issue operating instructions and provide information on 

aircraft climb performance with all engines operating to enable the pilot-

in-command to determine the climb gradient that can be achieved during 

the departure phase for the existing take-off conditions and intended take-

off technique. This information shall be included in the operations manual. 

 



 
 

 
 
 

CAAP-ODG-ICACS-NPRMF v1 r0 
11 April 2025 
Page 71 of 83 

9.3.1.4  AIRCRAFT OPERATING MANUAL 

(a) … 

(b) … 

(c) … 

(d) … 

(e) The operator shall provide operations staff and flight crew with an aircraft 

operating manual, for each aircraft type operated, containing the normal, 

abnormal and emergency procedures relating to the operation of the 

aircraft. The manual shall include details of the aircraft systems and of the 

checklists to be used. The design of the manual shall observe Human 

Factors principles. 

Note: Guidance material on the application of Human Factors principles can be 

found in the Human Factors Training Manual (Doc 9683). 

 

9.9   FLIGHT DATA ANALYSIS PROGRAM 

(a) An operator of an airplane of a certificated take-off mass in excess of 20,000 

kg (and a helicopter of a certificated take-off mass in excess of 7,000 kg or 

having a passenger seating configuration of more than 9 and fitted with 

flight data recorder) shall establish and maintain a flight data analysis 

program, as part of its safety management system. 

(b) … 

(c) … 

(d) … 

(e) … 

(f) … 

(g) An operator shall establish a flight safety documents system, for the use 

and guidance of operational personnel, as part of its safety management 

system. 

Note: Guidance on the development and organization of a flight safety 

documents system is provided in Advisory Circular 09-005. 
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9.3.1.7.1   CABIN CREW AT EMERGENCY EVACUATION STATIONS 

(a) Each cabin crew member assigned to emergency evacuation duties shall 

occupy a seat provided in accordance with PCAR Part 7: 7.9.1 during take-

off and landing and whenever the pilot-in-command so directs. 

 

9.3.1.7.2  PROTECTION OF CABIN CREW DURING FLIGHT 

(a) Each cabin crew member shall be seated with seat belt or, when provided, 

safety harness fastened during take-off and landing and whenever the 

pilot-in-command so directs. 

Note: The foregoing does not preclude the pilot-in-command from directing the 

fastening of the seat belt only, at times other than during take-off and landing. 

 

9.3.1.7.3 TRAINING 

(a) The operator shall establish and maintain a training program, approved by 

the Authority, to be completed by all persons before being assigned as a 

cabin crew member. Cabin crew members shall complete a recurrent 

training program annually. These training programs shall ensure that each 

person is: 

(1) competent to execute those safety duties and functions which the 

cabin crew member is assigned to perform in the event of an 

emergency or in a situation requiring emergency evacuation; 

(2) drilled and capable in the use of emergency and life-saving 

equipment required to be carried, such as life jackets, life rafts, 

evacuation slides, emergency exits, portable fire extinguishers, 

oxygen equipment, first-aid and universal precaution kits, and 

automated external defibrillators; 

(3) when serving on aircraft operated above 3 000 m (10 000 ft), 

knowledgeable as regards the effect of lack of oxygen and, in the 

case of pressurized aircraft, as regards physiological phenomena 

accompanying a loss of pressurization; 

(4) aware of other crew members’ assignments and functions in the 

event of an emergency so far as is necessary for the fulfilment of 

the cabin crew member’s own duties; 
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(5) aware of the types of dangerous goods which may, and may not, be 

carried in a passenger cabin; and 

(6) knowledgeable about human performance as related to passenger 

cabin safety duties including flight crew-cabin crew coordination.  

Note 1: Requirements for the training of cabin crew members in the 

transport of dangerous goods are included in the Dangerous Goods 

Training Programme contained in Annex 18 — The Safe Transport of 

Dangerous Goods by Air and the Technical Instructions for the Safe 

Transport of Dangerous Goods by Air (Doc 9284).   

Note 2: For more information on dangerous goods operational 

requirements, see 9.6.  

Note 3: Guidance material to design training programs to develop 

knowledge and skills in human performance can be found in the Cabin 

Crew Safety Training Manual (Doc 10002). 

 

9.1.1.2  COMPLIANCE WITH LAWS, REGULATIONS, AND PROCEDURES 

(a) An operator shall ensure that all employees when abroad know that they 

must comply with the laws, regulations and procedures of those States in 

which operations are conducted. 

(b) An operator shall ensure that all pilots are familiar with the laws, 

regulations and procedures, pertinent to the performance of their duties, 

prescribed for the areas to be traversed, the aerodromes to be used and 

the air navigation facilities relating thereto. The operator shall ensure that 

other members of the flight crew are familiar with such of these laws, 

regulations and procedures as are pertinent to the performance of their 

respective duties in the operation of the aircraft. 

Note: Information for pilots and flight operations personnel on flight procedure 

parameters and operational procedures is contained in PANS-OPS (Doc 8168), 

Volume I. Criteria for the construction of visual and instrument flight procedures 

are contained in PANS-OPS (Doc 8168), Volume II. Obstacle clearance criteria 

and procedures used in certain States may differ from PANS-OPS, and 

knowledge of these differences is important for safety reasons. 

(c) An operator or a designated representative shall have responsibility for 

operational control. 
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(d) Responsibility for operational control shall be delegated only to the pilot-

in-command and to a flight operations officer/flight dispatcher if the 

operator’s approved methos of control and supervision of flight operations 

requires the use of flight operations officer/flight dispatcher personnel. 

Note: Guidance on the operational control organization and the role of the 

flight operations officer/flight dispatcher is contained in the Manual of 

Procedures for Operations Inspection, Certification and Continued Surveillance 

(Doc 8335). Detailed guidance on the authorization, duties and responsibilities 

of the flight operations officer/flight dispatcher is contained in the Preparation 

of an Operations Manual (Doc 9376). The requirements for age, skill, knowledge 

and experience for licensed flight operations officers/flight dispatchers are 

contained in PCAR Part 2.   

(e) If an emergency situation which endangers the safety of the aircraft or 

persons becomes known first to the flight operations officer/flight 

dispatcher, action by that person in accordance with 8.12.1.4 (c) shall 

include, where necessary, notification to the appropriate authorities of the 

nature of the situation without delay, and requests for assistance if 

required 

(f) If an emergency situation which endangers the safety of the aircraft or 

persons necessitates the taking of action which involves a violation of local 

regulations or procedures, the pilot-in-command shall notify the 

appropriate local authority without delay. If required by the State in which 

the incident occurs, the pilot-in-command shall submit a report on any 

such violation to the appropriate authority of such State; in that event, the 

pilot-in-command shall also submit a copy of it to the Authority. Such 

reports shall be submitted as soon as possible and normally within ten 

days 

(g) Operators shall ensure that pilots-in-command have available on board the 

aircraft all the essential information concerning the search and rescue 

services in the area over which the aircraft will be flown. 

Note: This information may be made available to the pilot by means of the 

operations manual or such other means as is considered appropriate. 

(h) Operators shall ensure that flight crew members demonstrate the ability 

to speak and understand the language used for radiotelephony 

communications as specified in PCAR Part 2. 
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9.5.1.6  AIRCRAFT SEARCH PROCEDURE CHECKLIST 

(a) Each operator shall ensure that there is on board a checklist of the 

procedures to be followed in searching for a bomb in case of a suspected 

sabotage and for inspecting aircraft for concealed weapons, explosives, or 

other dangerous devices when a well-founded suspicion exists that the 

aircraft may be the object of an act of unlawful interference. The checklist 

shall be supported by guidance on appropriate course of action to be taken 

should a bomb or suspicious object be found and information on the least-

risk bomb location specific to the aircraft. 

 

9.2.2.2  MANAGEMENT PERSONNEL REQUIRED FOR COMMERCIAL AIR 

TRANSPORT OPERATIONS 

(a) … 

(b) When conducting commercial air transport operations, the operator shall 

have qualified personnel, with proven competency in civil aviation, 

available and serving in the following positions or their equivalent: 

(1) …  

(2) …  

(3) …  

(4) … 

(5) … 

(6) … 

(7) … 

(8) Director of Cabin Crew Service  

 Note: “Competency in civil aviation” means that an individual shall have a 

technical qualification and management experience acceptable to the Authority 

for the position served. 

 

IS: 9.2.2.2  MANAGEMENT PERSONNEL REQUIRED FOR COMMERCIAL AIR 

TRANSPORT OPERATIONS 
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(a) … 

(b) … 

(c) … 

(d) … 

(e) … 

(f) … 

(g) … 

(h) The minimum qualifications for the Director of Cabin Crew Services are: 

(1) Had at least three (3) years experience as an operating cabin crew 

member 

(2) Has completed appropriate course covering the following as a 

minimum: 

(i) Pre-flight briefing: 

(A) operating as crew; 

(B) allocation of cabin crew stations and responsibilities; 

(C) consideration of the particular flight, including 

aircraft type, equipment, are and type of operation, 

and categories of passengers with particular 

attention to disabled, infants and stretchers, and 

(ii) Crew Resource Management (CRM): 

(A) discipline, responsibilities and chain of command; 

(B) importance of coordination and communication 

(C) pilot incapacitation, and 

(iii) Review of operator’s requirements and legal requirements: 

(A) passenger safety briefing, safety cards; 

(B) securing of galleys; 

(C) stowage of cabin baggage; 

(D) electronic equipment; 

(E) procedures when fueling with passengers on board; 
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(F) turbulence; 

(G) documentation, and 

(iv) human factors and crew resource management, and 

(v) accident and incident reporting, and 

(vi) flight and duty time limitations and rest requirements. 

(3) Holds or must have held a cabin crew competency card. 

(i) … 

(j) … 

(k) … 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 10 

10.1.1.7 SURVEILLANCE OF OPERATIONS BY A FOREIGN OPERATOR  

(a) The Authority recognizes as valid an air operator certificate issued by 

another Contracting State, provided that the requirements under which the 

certificate was issued are at least equal to the applicable Standards 

specified in Annex 6 Part I and in Annex 19. 

(b) The Republic of the Philippines has established a program with procedures 

for the surveillance of operations in its territory by a foreign operator and 

for taking appropriate action when necessary to preserve safety. 

(c) The operator shall meet and maintain the requirements established by the 

Republic of the Philippines in which the operations are conducted. 

Note: Guidance on the surveillance of operations by foreign operators may be 

found in the Manual of Procedures for Operations Inspection, Certification and 

Continued Surveillance (Doc 8335). 

 

PHILIPPINE CIVIL AVIATION REGULATIONS PART 18 

18.1.5  APPROVALS AND EXEMPTIONS 

(a) Approvals. 

(1) No person shall transport, or offer for transport, by air any 

dangerous goods that the Technical Instructions permit to be 

carried only with an approval unless an approval has been issued 
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by the Authority; acting as the State of Origin and/or the State of the 

Operator, as applicable; and by any other State concerned where 

the Technical Instructions so require. 

(2) The Authority shall issue an approval only where the applicant 

demonstrates that the transport will be conducted in accordance 

with the conditions specified in the Technical Instructions for that 

approval, and in accordance with any deviation provisions 

stipulated in the Technical Instructions or in ICAO Doc 9284.  

(3) An approval shall be issued in writing and shall specify the 

dangerous goods concerned, the applicable conditions of transport, 

its period of validity, and any additional provisions imposed by the 

Authority. 

(b) The Authority may grant an exemption to enable the transport by air of 

dangerous goods which are not otherwise permitted, or under conditions 

different from those prescribed in the Technical Instructions, only where at 

least one of the following grounds applies; 

(1) of extreme urgency; or  

(2) when other forms of transport are inappropriate; or  

(3) when full compliance with the Technical Instructions is contrary to 

the public interest. 

(c) An exemption shall be granted only where an overall level of safety in 

transport at least equivalent to the level of safety provided by the Technical 

Instructions is achieved. 

(d) An exemption is valid only when the approval of all States concerned; 

namely the State of Origin, the State of the Operator, the State of Transit, 

the State of Overflight and the State of Destination, as applicable; has been 

obtained. 

(e) Where the Philippines is a State concerned in an exemption sought or 

issued by another State, the Authority shall assess the request under the 

same criteria and shall grant, condition or withhold its concurrence 

accordingly, and shall communicate its decision to the requesting State. 

(f) An application for an approval or an exemption shall be made on the form 

prescribed by the Authority and submitted not less than ten (10) working 
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days before the date of the proposed flight, together with the supporting 

documents and information specified in IS 18.1.5. 

(g) An application that does not contain the required information and 

supporting documents shall be rejected. 

Note 1: Refer to IS: 18.1.5 for guidance on processing exemptions and 

approvals, including examples of situations involving extreme urgency. 

 

18.1.11 ENFORCEMENT AND PENALTIES 

(a) The Authority has established to maintain inspection, surveillance, 

investigation and enforcement procedures with a view to achieving 

compliance with this Part and the Technical Instructions.  

(b) The Authority shall take such measures as it deems in paragraph (a) of this 

Part appropriate to achieve compliance with this Part, including the 

prescription and imposition of appropriate administrative penalties for 

violations, in accordance with the enforcement provisions of the PCAR and 

the CAAP schedule of administrative penalties. 

(c) Any person who offers, accepts, handles, loads, transports or otherwise 

deals with dangerous goods in contravention of this Part or of the Technical 

Instructions shall be liable to the administrative, civil and/or criminal 

penalties provided under Republic Act No. 9497 and its Implementing Rules 

and Regulations, without prejudice to the suspension, downgrade or 

revocation of any related approval, authorization, certificate or specific 

approval. 

(d) Where information regarding a violation of the dangerous goods 

requirements is received from another Contracting State; including where 

a consignment is found on arrival not to comply with the Technical 

Instructions; the Authority shall take appropriate action to achieve 

compliance, including the imposition of penalties where warranted. 

 

18.3.8  WRITTEN NOTIFICATION TO PILOT-IN-COMMAND 

(a) Operators shall establish procedures for notifying the pilot-in-command 

when dangerous goods are carried on board the aircraft in accordance with 

the Technical Instructions.  
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18.2.2.1 SUPPLEMENTAL COMPLIANCE REQUIREMENTS 

 

18.3.7.2  SUPPLEMENTAL COMPLIANCE REQUIREMENTS 

 

18.5.2.11  INSPECTION FOR DAMAGE OR LEAKAGE 

 

18.5.2.12  REMOVAL OF CONTAMINATION 

(a) Each AOC holder shall ensure that packages and overpacks containing 

dangerous goods, and freight containers containing radioactive materials, 

are inspected for evidence of leakage or damage before being loaded on 

an aircraft or into a unit load device. Leaking or damaged packages, 

overpacks or freight containers shall not be loaded on an aircraft. 

(b) A unit load device shall not be loaded aboard an aircraft unless it has been 

inspected and found free from any evidence of leakage from, or damage 

to any dangerous goods contained therein. 

(c) Where any package of dangerous goods loaded on an aircraft appears to 

be damaged or to be leaking, the AOC holder shall remove such package 

from the aircraft, or arrange for its removal by an appropriate authority or 

organization, and shall thereafter ensure that the remainder of the 

consignment is in a proper condition for transport by air and that no other 

package has been contaminated. 

(d) Packages and overpacks containing dangerous goods, and freight 

containers containing radioactive materials, shall be inspected for signs of 

damage or leakage upon unloading from the aircraft or unit load device. 

Where evidence of damage or leakage is found, the area where the 

dangerous goods or unit load device were stowed on the aircraft shall be 

inspected for damage or contamination. 

 

18.5.2.13  LOADING RESTRICTIONS AND STOWAGE OF DANGEROUS GOODS 

(a) ... 

(b) … 

(c) … 
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18.5.2.13  PROVISION OF INFORMATION 

… 

 

18.5.3  DANGEROUS GOODS INCIDENT AND ACCIDENT REPORTS 

(a) ... 

(b) … 

(c) … 

(d) Foreign Air Operators flying to, from, and within the Republic of the 

Philippines shall report dangerous goods incidents and accidents to the 

Authority within 72 hours of the event, unless exceptional circumstances 

prevent this.  

(e) The information collected on the report is used by this Authority and other 

agencies to mitigate risk, analyze gaps, and enhance safety. 

 

18.6.2  RESERVED 

 

18.6.5  RECURRENT TRAINING AND ASSESSMENT 

(a) Personnel shall receive recurrent training and assessment within 24 

months of previous training and assessment to ensure that competency 

has been maintained; except that flight crew members, cabin crew 

members and flight operations officer / flight dispatchers shall receive 

recurrent training and assessment within 12 months of previous training 

and assessment. 

(b) Where recurrent training and assessment is completed within the final 

three months of validity of the previous training and assessment, the 

period of validity extends from the month in which the recurrent training 

and assessment was completed until the applicable interval (24 or 12 

months) from the expiry month of that previous training and assessment. 

 

IS: 18.1.5  EXEMPTIONS 
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(a) Submission. Applications shall be addressed to the Director General, Civil 

Aviation Authority of the Philippines (Attention: Assistant Director General 

II, Flight Standards Inspectorate Service) and lodged with the Dangerous 

Goods Section at least ten (10) working days before the proposed flight. 

Applications for exemption shall be processed by the Dangerous Goods 

Coordinator (DGC); other inspectors provide technical input only. 

(b) Required documents and information. As applicable to the request: request 

letter stating the purpose and justification; Shipper’s Declaration for 

Dangerous Goods; Air Waybill; packing list; Safety Data Sheets; current 

shipper’s DG training certificate; DG exemptions/approvals from the States 

of Origin, Operator, Transit and Overflight; export permit for explosives; 

import permit or end-user certificate for military materiel; and current 

CAAP validation of the operator’s AOC. 

(c) Criteria of exemptions 

(i) Extreme urgency — the Authority shall consider grounds 

such as humanitarian relief, environmental relief, pestilence, 

national or international security, saving of life, and limited 

availability at destination. Applications based on purely 

commercial reasons shall not be treated as urgent. 

(ii) Other forms of transport inappropriate — the Authority shall 

evaluate a risk analysis addressing length of journey, 

infrastructure, security, routing and cost; the decision shall 

not be based on cost alone. 

(iii) Contrary to the public interest — for example medical 

applications, new technologies, and enhancements in safety. 

Note: Refer to ICAO Doc 9284 SU Chapter 1: 1.2 Part 1: 1.1.3 for 

further guidance. 

 

 

“End of Text” 
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INSTRUCTION 

a. This form can be accomplished through handwritten or computerized. 
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